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Compliance
Complies with AS/NZS 4268 of 2003.

Installation:
The WHT-1000 transmitter consists of a control box and 8 metres of hose. To install, connect 
the hose to the stem on the transmitter box, then lay the hose across the driveway. Mount 
the transmitter box on a tree or wooden post approximately 1.2 metres off the ground (see 
figure 1) . Avoid using steel posts as this may interfere with the radio signal. The maximum 
range of the system is about 1,000 metres, however, obstructions such as hills, trees and metal  
siding can reduce the range.
Connect a 9-volt alkaline battery to the transmitter. The battery should last about 6 to 12 
months under normal conditions. Once the battery is connected, the system will need a few 
seconds to warm up. After this time the transmitter will detect vehicles driving over the hose. 
Make sure that there are no kinks in the hose, as this may keep the transmitter from detect-
ing cars driving over.

When the transmitter detects an object, it will send a signal to the receiver, which will sound one 
of four different tones (Classical, Westminster Chime, Ding Dong, or Whistle) for a few seconds.
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Operation:
The control box is powered by one 9-volt battery.

Coding the transmitter:
1. Open the transmitter box. The first thing you  
 will see is the air switch (Figure 2). Directly  
 below the air switch is the transmitter’s  
 radio (Figure 3). 
2. Locate the dip switches on the radio (2),(3) 
3. Switches 1-8 are for the frequency setting  
 (256 combinations). They are set at the  
 factory to the up position in both the  
 receiver and transmitter. If needed, set  
 switches 1-8 (2)  to match the eight switches  
 in the receiver. 
4. Switches 9 and 10 (3) are for the channel  
 setting on the transmitter. Use these to set  
 the tone you prefer. The four channels are  
 listed in the table on page 5:figure 1

approx 
1.2 

metres
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Note: If more than one transmitter is used 
with the receiver, the first eight dip switch-
es of all transmitters must match the eight 
dip switches of the receiver.

Note: Whenever a change is made to the 
time jumper or the dip switches, the re-
ceiver must be turned OFF and then back 
ON to operate properly.

Frequency: 433.92 MHz
Operating range: -20˚C to 43˚C
Battery life: 6-12 months
Reset time: 15 seconds

Table to select tones:

Switch 
9

Switch 
10

Channel 12-volt 
DC output

Tune

On On 1 Yes Classical

Off On 2 No Westminster

On Off 3 No Ding Dong

Off Off 4 No Whistle

 
Coding the receiver:
1. Open the receiver case by inserting a small 
 screwdriver into one of the pry notches on 
 the side of the case. (refer to receiver manual)
2. Gently lift off the front cover.
3. Locate the eight dip switches on the receiver  
 and make sure they are set identically to  
 dip switches 1-8 on the transmitter. 
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Troubleshooting the WHT-1000

If the transmitter is not detecting, try one of these:
•	 Change	the	battery	in	the	transmitter.
•	 Make	sure	the	transmitter	and	receiver	are	coded	alike.
•	 Move	the	transmitter	closer	to	the	receiver.
•	 Keep	the	transmitter	away	from	large	metal	objects	that	may	interfere	with	the	radio	signal.
•	 Adjust	the	screw	on	the	air	switch	in	the	transmitter	(Figure	2)	(1)	by	turning	it	clockwise.	 
 This will increase the sensitivity.
•	 If	the	contacts	are	touching,	the	system	will	not	work.

If the transmitter is giving false signals, try one of these:
•	 Adjust	the	screw	on	the	air	switch	in	the	transmitter	(Figure	2)	(1)	by	turning	it	counter- 
 clockwise. This will decrease sensitivity.
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TECHNICAL SUPPORT
If you encounter any difficulty in the operation of this product after reading the manual, 
please contact us. You can reach Alarm Australia by phone on 1300 766 805. We will be 
happy to answer your questions and help you in any way we can.

WARRANTY
Alarm Australia warrants this product to be free of defects in material and workmanship for a 
period of one year from the date of purchase. This warranty does not cover damage resulting  
from accident, abuse, act of God or improper operation.
If this product does become defective, simply return it to Alarm Australia. Please include a note 
describing the troubles along with your name and return address as well as the original sales 
receipt. If the product is covered under warranty it will be repaired or replaced at no charge.  
If it is not covered by warranty, you will be notified of any charges before work is done.
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Alarm Australia
P0	Box	109	•	Oberon	
NSW 2787
Phone: 1300 766 805
Fax: 02 63360611
web: www.alarmaustralia.com.au
email: sales@alarmaustralia.com.au


