
RISER LID

6" FILL COUPLING WITH CAP

4 5

OUTLET
TO CISTERN

RISERS SHOULD EXTEND
8" ABOVE GRADE

7

STORAGE TANK:

RAIN BROTHERS CONCRETE PRECAST CISTERN TANK

· RECOMMENDED 16" OF COVER ON TOP OF TANK,
BUT NO MORE THAN 36".

· RISER OPTIONS: CONCRETE (STANDARD), PLASTIC
(NON-POTABLE ONLY), OR CAST IRON (TRAFFIC
BEARING).

· TANKS CAN BE MADE TO HANDLE H-20 LOADS.

1

2

RAINWATER COLLECTION POINT (ROOF DRAINS, GUTTERS, ETC.)

WISY VORTEX FILTER W/ 20" EXTENSION
(CAN BE CUT DOWN TO GRADE)

3 FIRST FLUSH AND EXCESS WATER OUTLET

4 CALMING INLET

5 FRANKLIN C1 SUBMERSIBLE CISTERN PUMP
W/ FLOATING INTAKE SLEEVE

7 OVERFLOW

9

TWO SIDE-BY-SIDE SEDIMENT FILTERS10

UV STERILIZER11

END USE

8

PRESSURE TANK PUMP CONTROL/TANK TEE KIT

10

11

12

9

SHUT-OFF VALVE

1

3

2

PITLESS ADAPTER

6

8

6 NORMALLY OPEN FLOAT SWITCH 12

OZONE GENERATOR WITH SUSPENSION
FLOAT ON AIR STONE

www.rainbrothers.com

For illustrative purposes only. Please consult engineer and local building codes before proceeding with installation.
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