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RISERS SHOULD EXTEND
8" ABOVE GRADE
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4" TANK PENETRATION GASKET4

5 CALMING INLET

6 STROM 3/4 HP BSP SUBMERSIBLE PUMP
WITH FLOATING INTAKE SLEEVE

8 4" TANK PENETRATION GASKET
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1" TANK PENETRATION GASKET

11 MOTORIZED 3-WAY VALVE

12 END USE

STORAGE TANK:
NORWESCO
CISTERN TANK

UNION
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OVERFLOW (DAYLIGHT)
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DEDICATED 115V
GFCI CIRCUIT
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10' MINIMUM

POWER CORD
BASEMENT/

FROST -FREE
ENCLOSURE

ELECTRICAL JUNCTION BOX

1" SUPPLY FROM
CISTERN PUMP
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OUTLET
TO CISTERN
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12

115V RECEPTACLE

13

RAINWATER COLLECTION POINT (ROOF DRAINS, GUTTERS, ETC.)

WISY VORTEX FILTER

FIRST FLUSH AND EXCESS WATER OUTLET

BACKFLOW PREVENTER
(CONSULT LOCAL BUILDING/
PLUMBING CODE)

7 TWO-WAY FLOAT SWITCH WITH WEIGHT

13 BACK-UP WATER SUPPLY
www.rainbrothers.com

For illustrative purposes only. Please consult engineer and local building codes before proceeding with installation.
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