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Model Name Part Number Tank l/min CFM l/min CFM dB(A) Lw(A) HP kW Volt Bar L x W xH (mm)

A29B LN M3 4116074041 27L 320 11.2 230 7.9 62 82 3 2.2 230/1/50 10 780x470x960

A29B LN T3 4116074039 27L 320 11.2 230 7.9 62 82 3 2.2 400/3/50 10 780x470x960

B4900/LN/270 FT4 4116007010 270L 514 18 393 13.8 65 85 4 3 400/3/50 11 1600x630x1530

B5900B/LN/270 FT5.5* 4116007001 270L 653 22.9 500 17.7 67 87 5.5 4 400/3/50 11 1600x630x1530

B6000/LN/500 FT7.5* 4116007005 500L 827 28.9 650 23 68 88 7.5 5.5 400/3/50 11 2020x1000x1600

B7000/LN/500 FT10* 4116007008 500L 1210 42.4 960 33.9 69 89 10 7.5 400/3/50 11 2020x1000x1600

B5900B/LN/500/5.5 Dry 4116007040 500L 653 22.9 500 17.7 67 87 5.5 4 400/3/50 11 2020x1000x1600

B6000/LN/500/7.5 Dry 4116007042 500L 827 28.9 650 23 69 89 7.5 5.5 400/3/50 11 2020x1000x1600

B7000/LN/500/10 Dry 4116007044 500L 1210 42.4 960 33.9 71 91 10 7.5 400/3/50 11 2020x1000x1600

B7000/LN/500/10 YD Dry 4116007045 500L 1210 42.4 960 33.9 71 91 10 7.5 400/3/50 11 2020x1000x1600

S-A39B 150 FM3** 4116007362 150L 393 13.8 280 10.1 71 91 3 2.2 230/1/50 10 1375x420x1030

S-A39B 200 FM3** 4116007364 200L 393 13.8 280 10.1 71 91 3 2.2 230/1/50 10 1500x470x1190

S-B4900 270 FT4 4116007332 270L 514 18 393 13.8 69 89 4 3 400/3/50 11 1500x1200x660

S-B5900B 270 FT5.5 4116007333 270L 653 22.9 500 17.7 71 91 5.5 4 400/3/50 11 1500x1200x660

S-B6000 270 FT7.5 4116007336 270L 827 28.9 650 23 77 97 7.5 5.5 400/3/50 11 1500x1200x660

*Also available as fl oor mounted models.  **Also available in 400/3/50 versions.  Note: YD = Star Delta Version P
/N
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LN Series

Metal Cabinet
S-A Series

Plastic Hood

Easy service access

S-B Series

Full Plastic Cover

External hour counter

SILENT Series
Belt drive piston compressors 
ABAC Silent range has now been extended to offer both Metal and Plastic 

cover versions to suit all customers requirements. 

S-A Single Stage are fi tted with the new and effi cient slower running pump, 

giving improved reliability and lower running temperatures. This is coupled 

with a plastic silencing hood that can be easily opened for maintenance. 

S-B Two Stage units are fi tted with our proven two stage pump, a full plastic 

cover and external hour counter & oil check window for ease of use.

LN Single and Two Stage Units come with a Full Metal Cabinet for increased 

sound proofi ng with external gauges, clocks and switches. 


