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PLANNING & INSTALLATION EXAMPLE

Our service for you - planning support. Material slip for single-family-house with six inlet valves
Tell us your preferences and we will take

them into accountin our installation example. _2rticle - description GRELLIY
BVC central vacuum cleaner S 600 Silverline (approx. 700 Airwatt) 1
This is an installation example of a BVC Original BVC exhaust muffler 1

central vacuum cleaner in a classic
single-family-house. By using a 9,0 meter 7-piece accessories set with 9m MULTI-FLEX vacuum hose with

long central vacuum hose it is sufficient to ON/OFF switch and three integrated nozzles

1

install only five inlet valves in the building. = Orig. BVC inlet valves, white, aluminium 6
Another inlet valve in the garage helps to
keep the car and workshop clean. Mounting frame with pipe bend 90° short 6

PP pipe bend 30°, white DN 50 mm 2
PP branch 45°, white DN 50 mm 5
5
5

PP pipe bend 45°, white DN 50 mm

PP pipe coupling, white DN 50 mm
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PP pipe bend 90°, long, white 2
PP pipe DN50, length 500 mm, white 5
PP pipe DN50, length 1000 mm, white 6

I:} B boiler room ] PP pipe DN50, length 2000 mm, white 2
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U3 lﬁgj Ul Low voltage cable, 2-wired, length 15 m
Vi {u2
->V6

-

Plaster guard

6
Air exhaust grating, white DN 100 mm 1
3

il recommended retail price: 2.671,15 € (incl. 19 % VAT)
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| ! BVC = BVC central vacuum cleaner
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installation example & FAQ

FREQUENTLY ASKED QUESTIONS

How many inlet valves are needed approximately ﬂ

for a single-family house? =1 o
Our motto: As many as necessary and as few as possible. =
In order to reach all areas from basement to attic, the inlet S Y

valves should be placed appropriate to the architectual 2 Lo
circumstances of the building. The suction hoses have, ﬁ ::l:::ll::::-.:q
depending onthelength, aradius of actionof6to 12 meters.
A single-family home with a living space of about 150
square meters requires normally 5 to 7 inlet valves.
We recommend to install an inlet valve at the entrance of
the garage in order to vacuum the car comfortably and
thoroughly. With a pipe valve set it is possible to vacuum
the room in which the central vacuum unit is located.

Cr==1

Is suction power consistant throughout the whole =—-“|=’"f[_
building?
Distances up to 100 m are no problem. A properly instal- B R e
led BVC central vacuum system offers the same powerful
cleaning performance at every inlet valve and won‘t lose =
suction over time. BVC offers units with various motor 5
strenghts, so every building has a central vacuum cleaner M ——

with optimal performance.

T

Is there arisk of blockage?

No, provided that the pipes are properly installed. A so
called safety bend is located behind each inlet valve. This
is a short 87° bend that prevents bigger edgy objects
from entering into the piping system. If, despite of this, a
blockage occurs (e.g. vacuumed cloth fabrics), there are
a few easy actions to solve the problem.

Why you should not install a BVC central vacuum cleaner in the attic.

Due to gravity, large and heavy particles can not be sucked up several meters. There is a risk that the particles remain
inside the piping system and fall to the deepest inlet valve. For this reason we suggest to install the central vacuum
cleaner at the deepest point in your home.

Can a BVC system be installed in a present home?

Yes! Virtually any home, from new to decades old, can enjoy the cleaning power of a BVC system. The easiest way
is to install pipelines into an inoperative chimney, supply shaft or open stairwell.There are always different installation
possibilities. Everything is do-able. We will be pleased to help you withyour installation options.

Does the BVC central vacuum cleaner need repairs and maintenance?

The BVC central vacuum systems are designed for a long lifetime. Like all high performance products, BVC cent-
ral vacuum cleaners need regular maintenance. The high-quality Domel motor has to be protected against fine dust
particles. That makes it necessary to clean the motor protection filter once a year or to completely replace the filter.
BVC recommends not filling the filter bag completely, since suction decreases with a full filter bag and can cause dama-
ge to the filter bag.
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NOTES

BVC reserves the right to amend typing errors/mistakes to price lists and technical data at any time.
We reserve the right for changes in technical manners and equipment at anytime. We shall not be
liable for slight deviations of samples, colour, purity, properties, quality or weight to the extent that the
commodities provided are suitable for the purpose of use stated in the order.
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