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Distributor

Our team of specialists will be happy to help you on your grain handling projects.

DOUBLE-RUN

Modular design, 

Incline up to 60deg

Easy field assembly

Gentle grain handling

Limited trussing required

HIGH Capacities LESS
Horsepower
Maintenance
Grain damage
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DIMENSION OF CONVEYING
 8'' 10'' 12''CHAMBER

Maximum Capacity
 4000 BPH 6000 BPH 10000 BPH

 (108 TPH) (163 TPH) (270 TPH)

Chain Travel 328 FPM 337 FPM 397 FPM

Head Shaft RPM 115 96 96

Housing Gauge Galvanized
 10 GA. 10 GA. 10 GA.

 or (7 GA option) or (7 GA option) or (7 GA option)

Paddles UHMW 3/8'' 1/2'' 1/2''

Head Shaft � 2 7/16'' 2 15/16'' 3 7/16''

Boot Shaft � 2 7/16'' 2 15/16'' 3 7/16''

Conveyor Chain 81XH 81XH 81XH

Conveyor Sprocket 13 tooth 16 tooth 19 tooth

Empty weight /FT (LBS) 39 LBS 47 LBS 54 LBS

Full weight /FT (LBS) 54 LBS 73 LBS 89 LBS

R A D  D O U B L E - R U N  S P E C I F I C AT I O N S

 ANGLE OF OPERATION
 Horizontal 15 deg 30 deg 45 deg 60 deg

  (0 deg)

 Maximum conveyor length in feet 330' 220' 150' 110' 90' 

8 ”  D O U B L E - R U N  4  0 0 0  B P H

 ANGLE OF OPERATION
 Horizontal 15 deg 30 deg 45 deg 60 deg

  (0 deg)

 Maximum conveyor length in feet 330' 220' 150' 110' 90' 

10 ”  D O U B L E - R U N  6  0 0 0  B P H

 ANGLE OF OPERATION
 Horizontal 15 deg 30 deg 45 deg 60 deg

  (0 deg)

 Maximum conveyor length in feet 330' 220' 150' 110' 90' 

12 ”  D O U B L E - R U N  10  0 0 0  B P H

 TUBING
  WALL THICKNESS

  12 GA 10 GA 7 GA

 8'' 48' 51' 53'

 10'' 56' 59' 60'

 12'' 64' 67' 70'

M A X I M U M  S PA N  L E N G H T  ( F T )

THE STRENGTH OF A TEAM



30O

45 O

STANDARD FEATURES

•� Available in 8’’-10’’-12’’
•� Galvanized housing standard 10GA
•� Unique RAD Self-cleaning round tail section
•� Dodge MTA Direct drive gearing 
•� Head or boot driven options
•� Heavy 81XH and 81XHH chain
•� Flared inlet hopper

OPTIONAL FEATURES

•� Truss kits 
•� Drop-thru tail section with gates
•� Heavier gauge tube available
•� Self-cleaning round tail section
•� Head discharge 30º, 45º or 60º
•� Intermediate discharge with long gates
•� Chain maintenance section

WHY DOUBLE RUN

•� Long life durability and gentle handling on grain.
•� High capacity and low horsepower requirement
•� Intermediate discharge with electric or manual gates
•� Economical, Modular system & easy field installation.
•� Optimal cleaning with unique RAD self-cleaning tail.

WHERE TO USE RAD DOUBLE RUN

• To replace Roof auger, Transfer auger or Dryer take-away auger
• Stationary applications to fill grain bins
• Inclining up to 60º after a bin unloading system

DIRECT DRIVE SYSTEM 
BOOT DRIVEN

UNIQUE RAD 
SELF-CLEANING BOOT 
SECTION

HEAVY 81XH CHAIN

HEAD DRIVEN 
OPTION WITH 
TA BELT DRIVE

30º 45º 60º


