The ButterflyMX Alight

*Front Entrance Video Intercom Touchscreen*

Model: GSB3 Alight
Last Updated: March 9, 2015
Features

Touchscreen

- Brightness: 1000 Nits
- Diagonal length: 12.1"
- Resolution: 1920 x 1080
- Contrast Ratio: 700:1
- Vandal Resistant, 3H hardness
- Capacitive Touch
- Waterproof
- Chemical Resistant/Anti-Glare coated

Complete system

- Outdoors ready (waterproof/weatherproof enclosure)
- Bright enough to be used in direct sunlight
- High reliability
- Automatic door unlock system
- Wi-Fi and Bluetooth connectivity
- Onboard sensor package
- Touch screen withstands a 225g drop ball test from 1.6 meters
- Key-slot locking bracket allows for easy installation and removal in surface mount applications
- Designed for standard power socket or waterproof junction box installation
- Optional waterproof power/communications junction box
- Power Consumption: 40W
- Min/Max Temperature: -20° to +60°

Dimensions

367.6mm x 346.3mm x 70.5 mm (14.4724" x 13.634" x 2.775")

Requirements

- 110 AC Input voltage
- >2MBps Ethernet connection
COORDINATE WITH ASSOCIATED TRADES TO FORMALIZE A COMPLETE SUBMISSION FOR INSTALLATION.
COORDINATE WITH ASSOCIATED TRADES TO FORMALIZE A COMPLETE SUBMISSION FOR INSTALLATION.

1. FRONT ELEVATION
2. BACKBOX PLACEMENT
3. SIDE ELEVATION

THE FOLLOWING PLANS ARE DIAGRAMMATIC. IT’LL BE UP TO THE INSTALLATION CONTRACTOR TO COORDINATE WITH ASSOCIATED TRADES TO FORMALIZE A COMPLETE SUBMISSION FOR INSTALLATION.