
RPP Containers® warrants its containers for proper fit, form and function for a period
of one year from date of shipment by RPP Containers. If within such period a container
is proven to be defective in functionality from manufacturing defects, such product shall
be repaired or replaced. This warranty does not include damage due to normal material
handling methods (i.e., forklift damage etc.). Customer is responsible for all freight charges.

rppcontainers.com
800.945.8304
513.489.2244
513.489.4466 fax
contact@rppcontainers.com

Special Features

Product Specifications

Dimensions in. Capacity Shipping Features

Exterior Height

Exterior Width

Exterior Length

Interior Height

Interior Width

Interior Length

Collapsed Height

Drop Doors

Door Height

Door Width

Ventilation

Approvals

Optional Lid

Brand

Internal Volume (cu. ft.)

Weight Capacity (lbs.)

Static Loading

Dynamic Load Stack

Max. Stack Weight

Floor Type

53’ Trailer Load

53’ Trailer Collapsed

Fork Opening Short

Fork Opening Long

Fork Lift Entry

Weight

40 x 48 x 46 Reusable Plastic Gaylord

Part #:   DGB404846-PG

The DuraGreen® 40 x 48 x 46 Plastic Gaylord can handle the heavy pressures 
of flowable materials and is FDA approved for direct contact with food 
products. The steel reinforced plastic gaylord is ideal for transport and storage 
of resin, powders, ingredients, and other flowable materials. Heavy-duty, 
double wall polypropylene construction allows the plastic gaylord to hold up to 
2000-lbs of materials, and its pallet base allows for easy handling with either a 
forklift or pallet jack. 
 

4-Way Forklift Entry

Lighter weight and less cost than 
stainless steel and much easier to 
handle

Smooth, nonporous surfaces are easy 
to sanitize and won't trap debris, breed 
bacteria, or absorb chemicals like wood 
bin

Optional lid creates a more solid overall 
container

Smooth Wall Construction Optional Lid
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