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The quantity of parts will vary depending on the size of the add-a-room.

Parts description.

JOINT
# 480D14224

ROLLER JOINT
# 480D14234

BOTTOM DOOR SLIDER
# 480D81984

UPPERWALL DOOR SLIDER
# 480D81994  #1 PIPE (2X)

# 1201001

RECEPTACLE AND SCREW

VIEW THE DVD AND CAREFULLY READ THE INSTRUCTIONS BEFORE STARTING THE INSTALLATION. 
Any damages caused by an installation error is not covered by the warranty.

Electric
Drill 

Measuring
Tape

Lead
Pencil

Tools required

Ladder Level

WALL FINISH MOULDING
# 480D14214

ScrewdriverMetal drill bit
 13/32"

WALLS AND WINDOWS,
 DOOR FRAME AND WALL DOOR

SCREW 
#8 x 5/8" WHITE

SCREW 
#6 x 3/4" 

Punch

CURVED RAFTER 
# 121608-1

SELF-ADHESIVE WEATHER SEALS (2X)
1/4" x 77" FOR DOOR FRAME

# 480K002

Cuisinette à

 structure d'aluminium
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Pour auvent à rouleau

INSTALLATION GUIDE  

DVDDVD

Scissors Hammer Plumb line

Chalk line

INTERIOR HANDLE (1X), 
SCREWS (2X) AND 

SCREW COVERS  (2X)
            # 4800114

EXTERIOR HANDLE (1X), 
 SCREWS (2X) AND 

SCREW COVERS (2X)
                 # 4800184

SKIRT, VELCRO,
SNAPS AND SCREWS

# 480K006 

BUTYL TAPE
# 07501013

SCREW #8 x 3" SCREW 
#8 x 1 1/2" 

SIDE FABRIC (2X)
# 480K003

FABRIC CLIPS, BUNGEE CORDS
 AND SCREWS (2 X 4)

# 480K004

SCREW #8 x 3/4" 
(2X 4)

FASTENING CLIP  
(2 X 4)

This add-a-room was not designed to be guaranteed totally waterproof. It is possible during rainfall, that there may be some water infiltrations.
 Insects may also be able to get into the add-a-room.

Sealer
and applicator

KIT # 480K005

KIT # 480K001

#8 x 5/8 WHITE SCREW



Place the awning roller so that the accessory groove points towards 
the ground. Fig. 1

Installation2

Adjust the height from 77 1/2" to 79 1/2" between the bottom of the awning roller tube 
and the top of the patio. Fig. 2. 

The projection, measured horizontally, should be situated between 92" and 94" from 
the RV wall to the center of the awning roller. Fig. 3.

Fig. 1

Center

Groove towards
bottom

Awning fabric

Fig. 2

77 1/2" à 79 1/2"

Fig. 3

92" à 94"

Verify the surface of the patio. It must be level in all directions. Make all necessary adjustments. Verify that the patio is 
level with the RV wall. Make sure that there are no obstacles in the way that could prevent a proper installation of the 
walls. The surface of the patio must be level, without any lumps or holes.

90 deg.

PREPARATION1

Fig. 4Starting by the left, insert the roller joint into the bottom groove of the roller tube. 
Fig. 4.

This represents the width of the add-a-room, place it where the add-a-room will 
be installed. Fig. 5

5" 5"

Fig. 5

Verify that you have enough room on the RV wall to install the walls. A margin of 4 inches must be left on each side of the walls. 
The joint must be at least 5 inches in from the edge of the awning fabric.



Place the joint at 5 inches minimum from the edge of the fabric and make a 
mark. Make a second mark on the roller tube at 5 1/2 inches from the edge 
of the fabric and at 1/2 an inch underneath the fabric. Fig. 6. 
Make a mark with a punch where the two pencil marks cross. Drill a hole of 
13/32 inches. Make the same marks onto the R.V. wall. Screw in the 
receptacle underneath the awning rail. The center of the receptacle 
coincides with the 5 1/2 inch mark. Fig. 8

5"

5 1/2"

Fig. 61/2"
?"

After installing the first curved rafter, measure the remaining distance and divide it by the number of curved rafters left. 
You will then obtain the suggested distance between the rafters.

CURVED RAFTERS

Fig. 7

Screw in the receptacle so that it is inclined towards the ground. Insert the flat end of the curved rafter into the 
receptacle first Fig. 9.and then, by compressing the spring, insert the end with the round pin, into the awning roller tube.

Flat end

Pin
Adjustment

Receptacle

Rail

Roller tube

Cover-up foam 

Fig. 8

Fabric

1/2"

3

5 1/2"

Fig. 9

4 curved rafters: 8' = 32 3/8", 9' = 36 3/8", 10' = 40 3/8", 11' = 44 3/8"
5 curved rafters: 12' = 36 5/16", 13' = 39 5/16", 14' = 42 5/16", 15' = 45 5/16"
6 curved rafters: 16' = 38 5/8", 17' = 41", 18' = 43 7/16", 19' = 45 13/16"
7 curved rafters: 20' = 40 3/16", 21' = 42 3/16", 22' = 44 3/16", 23' = 46 3/16"
These measurements are approximate and are for reference only. Unicanvas can not be held responsible for the 
positionning and installation of the curved rafters.



Use a chalk line to connect the lines on the patio, Fig.15.  This line will also represent the exterior of the bottom door 
slider. The bottom door slider will also serve for the wall installation and evacuating water accumulations.

Fig. 12

Left and right in the
center of the roller
tube.

Fig. 13 Fig. 14

Fig. 15

Make a mark in line with the other end of the roller joint. Be careful not to move the joint. Trace a line at 1/2 an inch 
towards the inside of the joint and at 1/2 an inch underneath the fabric. Mark with the punch and drill a hole with a 13/32 
inch drill bit. Fig. 10.

Measure the distance between the other end of the fabric and the marks on the roller tube and bring back these 
measurments to the RV wall. Screw in the receptacle. Remember that the first mark represents the wall and that the 
second mark represents the center of the curved rafter and receptacle. Install the curved rafter.

Bottom door slider4

Fig. 101/2"

?"

CURVED RAFTERS (continuation)

Fig. 11

Using a plumb line, in line with the front edge of the roller joint, make a mark on the patio. Fig.12.

Pass the plumb line over the curved rafter, towards the outside, in back and make a mark on the patio. Fig.13.
Now place the plumb line against the back of the roller joint and make a mark on the right and left side on the patio. 
Fig.14.

RV RV RV

RV



Take the left door slider, lean it against the chalk line on the patio and screw it in with three # 6 x 3/4"screws, Fig.16. 
The side with the draining holes towards the outside. Apply a strip of butyl tape to the 45 degree joint and press the 
front door slider against the side door slider, Fig.18.Screw it in. Remove the excess of butyl tape. The front door slider 
may consist of more than one piece, place them and screw them in. Apply a strip of butyl tape to the other end of the 
front door slider and install the last door slider on the right.
Install the # 1 pipes, Fig.19. Screw them in with the #8 x 1 1/2" screws, as indicated in Fig. 20

Bottom door slider (continuation)

Fig. 16 RV 

INTERIOREXTERIOR

Fig. 17

Fig. 19

#1 PIPE 

Fig. 20

Install the cover-up foams. Two additional cover-up foams must be installed on the side rafters.

Lift the awning about eight inches up.

Fig. 18

Wall assembly5

Identify the side walls, front walls, the door and the door frame. The walls are identified with a sticker on which the 
dimensions are also indicated.

AVANT, 46 7/8", FRONT CÔTÉ, 44 3/8", SIDE

PORTE A, 46 7/8", DOOR F PORTE C, 44 3/8", DOOR S

CADRE A, 46 7/8", FRAME F CADRE C, 44 3/8", FRAME S

FRONT WALLS

FRONT DOOR

FRONT DOOR FRAME

SIDE WALLS

SIDE DOOR

SIDE DOOR FRAME

FRONT SIDE

If you have chosen a front door, you may place it wherever convenient, but only on the front.
If you have chosen a side door, you may place it wherever convenient on either side.

It is recommended to apply a sealer on the exterior of the bottom 
door slider. Be careful not to block the draining holes. 
This step may be done at the very end of the installation.

OPTION

BUTYL



Wall assembly (continuation)

Remove the windows and place them in a safe area. To make the assembling easier, you may use a lubricant. Start by 
inserting the wall finish moulding onto the left back wall. Fig.21. 
Part open the lips. Place the wall into the door slider. Place the lips on each side of the #1 pipe. Apply pressure towards the 
RV. Place the wall just one quarter of an inch out of the slider,in back, Fig.22. Screw the wall to the patio with the  #8 x 3" 
screws.
Take the two walls that form the corner and assemble them together with a joint, Fig.23. Set the wall down into the slider. 
Insert a joint between the side walls, Fig. 24. Only screw in the side wall.

Proceed in the same manner for the left side.

Fig. 21

Fig. 23

JOINT

Fig. 22 (Shown without the wall finish moulding)

1/4"

Fig. 24

Repeat the same steps for assembling the right corner. Do not screw in the front wall.
Place the remaining front walls into the slider and join them with the joints. Screw them in.

Upperwall door slider6

Identify the left and front upperwall door sliders. Place them on top of the walls, adjust them and screw them in. It is not 
necessary to use all of the holes. A screw every 12 to 16 inches is sufficient.

Fig. 25

RV

      LEFT RIGHT

FRONT
LEFT 
WALL

Fig. 26

Install the weather seals on the right and left sides on the inside door frame. Fig.27.

Fig. 27

Door

Wall frame  

Weather seals



Door7

Unscrew the upperwall door slider and insert the door between the bottom door slider 
and the upperwall door slider.
Remove two screw covers and screw on the interior door handle. Install the exterior 
door handle the same way . 

Wall frame 

Door

Weather seals

Opening direction

Door

Interior
handle

Opening direction

Wall frame 

Weather seals

Fig. 29

Fig. 30

Fig. 27

Fig. 31Screw cover Screw
cover

Exterior
handle

Exterior
handle

Interior
handle

End fabric8

Install 4 bungee cords on each side. Seperate them equally, unscrew the screws where the 
bungee cords must be installed. Make a knot in one end of the cord, insert a restraining clip 
and rescrew with a #8 x 3/4" screw, Fig.28.

You must refer to the DVD for the next steps.
Measure the distance between underneath the fabric and the top of the wall finish. Mark this 
measurement on the fabric, on the side of the stuffed foam, starting at the bead. Cut off the 
excess of the stuffed foam, Fig.29 and 29A.
Measure the distance between the RV wall and the front of the upperwall door slider. Mark 
this measurement onto the fabric, starting at the stuffed foam, towards the front. Cut off the 
beading only, Fig.30 and 30A.

UPPERWALL SLIDER

       SCREW  #8 x 3/4" ZINC

KNOT

Fig. 28

Bead

Fig.29

Fig.29A

Fig.30

Fig.30ARV



End fabric (continuation)8

You must refer to the DVD for the next steps
Insert the fabrics into the rails of the left and right upperwall door sliders.
Replace the awning in it's initial position.
Pass the fabric over the curved rafter, except for the last few inches in the front.
Pass the stuffed foam in back of the #1 pipe.
Outline the fabric as shown on the images of the DVD and cut off the excess.

Make a mark at about four inches underneath the awning fabric, on the side fabric and cut off 
the exess by following the curve of the rafter.

Install the fabric clips towards the bungee cords. Pass the bungee cord into the clip, lightly 
tighten and make a knot in the cord.

Fig. 27

UPERWALL SLIDER

SCREW  #8 x 3/4" ZINC

KNOT

KNOT

Roller joint9

You must refer to the DVD for the next steps.
Insert the fabrics into the rails of the left and right upperwall door sliders. Slightly move the roller joint and make a mark that 
corresponds to the center of the superior part of the wall. Note the position of this mark because it will serve you as a guide to 
fix the roller joint to the wall. Replace the roller joint in it's initial position. Screw at about six inches in from the corners of the 
walls. Also screw the end of the upperwall door slider. One person should support the awning roller and press against the 
wall from the inside during the whole process.

Windows10

Reinstall the windows.
Insert the bottom of the window onto the crossbar of the wall. Pull on the white pins, towards the 
inside, press the window against the frame and release the pins.
(Starting from the closed position)
You can open the windows at 1/3 by pulling on the pins of the upper panel, towards the inside 
and by folding it down against the lower panel. 
(Starting from the closed position)
You can open the windows at 1/3 by lifting the window by the bottom and bringing it towards 
yourself and then sliding it towards the bottom of the wall.  This method is useful when there is 
funiture near the windows.
Starting from the last position, you can have a complet opening by pulling  on the white pins of 
the upper panel and by refolding it down on the lower panel.

Bottom of window

Spring-loaded white pin for window

Upper panel

Lower panel

Crossbar

Skirt11

Place the skirt centered and at the height that is convenient to you.  Outline the upper corners. Use the marks of the wall 
finish moudling to apply the self adhesive velcro. Install the skirt. Mark the position of the snaps. Screw the snaps to the R.V.

Storage12

It is not necessary to remove all of the wall joints to store the add-a-room. You can fold the walls in an accordion and 
attach them together with the furnished straps. In this case, you must remove the door handles.



Unicanvas Limited one year (1) warranty for the consumers

The warranty is for a period of one year from the original purchase date by the original buyer. This waranty is not transferable and is only applied 
to the original owner and must be for his personnal use and not commercial use. (It's strongly recommended that the original
purchaser keeps a copy of the proof of purchase. This information will be requested before considering any claim on warranty).

THE WARRANTY COVERS ALL THE UNICANVAS PRODUCTS:

This warranty does not cover the damages occured under conditions which are not linked to materials or manpower used when
fabricating the product.

CERTAIN CONDITION WITHOUT HOWEVER BEING LIMITED ARE:

- Damages caused by or resulting of faulty installation;
- Damages caused by or resulting of the installation of accessories not authorized by UNICANVAS;
- Damages resulting of installation or use going against the instructions specified in the owner's manual;
- Damages caused by or resulting of accident;
- Damages caused by blizzard, storm, excessive winds, heavy rain, water accumulation or other natural disasters;
- Damages resulting of alteration or modification done by any other than Unicanvas authorized personnel.

THIS WARRANTY COVERS:

- Extreme discoloration (Nevertheless it's normal to observe a light discoloration caused by ultra-violet rays.
- Mildew (However mildew can appear if the dirt is not taken off, or if the product is stored wet).
- Crackling, hardening, shelling under normal conditions.
- Any defective part in the awning hardware mechanism when used under normal conditions, Condition under which this clause does not
  apply, are stated above.

BUYER'S RESPONSABILITIES:

To obtain repair on a defective part, the buyer must send back the defective part to the Unicanvas dealer nearest to him, including
proof of purchase, Freight charges for sending parts from the dealer to Unicanvas or from Unicanvas to the dealer will be paid by Unicanvas
if the product is covered by the 1 year warranty. If Unicanvas judges that the product is not covered by the warranty, at this time, he will claim
the total freight charges to the dealer and the dealer will turn around and claim these fees to the buyer before giving him back the product.
The freight charges from the client to the dealer and from the dealer to the client are always the buyer's entire responsibility.

For information on the UNICANVAS nearest authorized dealer, please call 1-418-423-7558 or contact us at www.unicanvas.com

MANUFACTURER'S RESPONSABILITIES:

The manufacturer will repair the parts and will ship these out to the authorized dealer within the most reasonable delay.

The manufacturer agrees to pay the freight charges from the dealer to UNICANVAS and from UNICANVAS to the dealer, during the first
ninety (90) days, effective on the day of purchase by the original buyer.

The authorized dealer of this product with the agreement of the manufacturer "UNICANVAS" offers the following warranty:

Warranty

UNICANVAS DOES NOT AUTHORIZE ANYONE OR ANY COMPANY TO CREATE ANY WARRANTY
OBLIGATIONS OR RESPONSABILITIES IN HIS NAME.


