
TM SKIRT BOARD 
SEALING SYSTEM 

Increased production demands on conveyor belts have increased spillage and dust at the belt load zones. 
Spillage can be hazardous to personnel and the environment, as well as increasing cleanup costs and premature 
replacement of conveyor components.

The TM Skirt Board is the only conveyor skirting which 
provides a continuous dust-tight seal and allows 
adjustment for wear in small increments at any point 
along the transfer point without special tools, extensive 
training or extra personnel.  

The TM Skirt Board Sealing System eliminates 
material spillage at conveyor transfer points, reducing 
maintenance and operating costs.

FEATURES & BENEFITS 

QUICK & EASY INSTALLATION

The “Z” Backing Plate has the proper mounting angle 
incorporated into its design for easy and fast installation 
on new or retrofit jobs, saving time and money.

SIMPLE ADJUSTMENTS

The TM Skirt Board is designed to be quick and easy to 
install and adjust by one person with only a hammer.

DUAL SEAL

The bottom lip of the Backing Plate stops over-
adjustment, and provides a dual seal, preventing dust 
from escaping the transfer point.

SEGMENTED BLOCK RUBBER BLOCKS

Each 152mm wide block is dovetailed, providing a 
continuous seal.  This eliminates butted joints – a major 
cause of material leakage.  The 152mm wide blocks also 
allows for individual adjustment so the skirting can 
conform to the varying profile of the conveyor belt.



HOW IT WORKS

SEGMENTED BLOCKS

The individual Rubber Segmented Blocks allow adjustment and replacement of only the blocks which are worn, not 
an entire strip of rubber.  Each blade conforms to the belt, eliminating material spillage.  Each 152mm wide block 
is 19mm thick and has a maximum of 100mm of usable rubber.  This results in a longer overall skirting life when 
compared to standard systems.  Replacement costs are low because there is no wasted labour or material.

The Rubber Segmented Blocks are 152mm wide by 200mm high And consist of 100mm of wearable rubber 
(maximum).

The Segmented Blocks is available in various grades including Natural Rubber, F.R.A.S. (MDA approved) and Food 
Grade (White).

The Rubber Segmented Blocks are made of 60 Durometer material. Durometer is a measure of surface stiffness, not 
an indication of the abrasion resistance.  The abrasion resistance of TM Skirt Board is PICO Abrasion Index No. 30, 
which is designed to be less than the top cover of most conveyor belts (PICO Index No. 60).

BACK UP AND SUPPORT
 

ESS backs up its products 100%. We proudly manufacture all our products at two separate locations in Australia.

ESS maintains local stores and service crew’s in most Australian mining centres. Service crews are available for 
installation, service, inspection and troubleshooting.

ESS design team provide a solution to your specific plant requirements.

BACKING PLATE

The Backing Plate is provided in a ‘Z’ or ‘L’ configuration. 

The ‘Z’ plate is designed to provide the proper mounting for belts troughed at 20 and 35-degree angles allowing 
quick, easy installation in retrofit installations. Whereas the ‘L’ plate is designed for use on belts troughed at 45 
degrees, flat belts or belts with special chute configurations. 

The bottom lip of both ‘Z’ and ‘L’ plate is to prevent material from forcing itself into the space between the rubber 
and the backplate. It consists of 3mm thick abrasion resistant steel and Zinc-plated Gold passivated for excellent 
corrosion resistance. 12mm holes are provided every 150mm for plug welding.

Available in 3CR12 Corrosion Resistant steel also.


