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Surgical 
Discipline Procedure

Pressure mmHg ml/min ml

Min 
Pressure

Default 
Pressure

Max 
Pressure

Max 
Flow

Default
Deficit

Max 
Deficit

GYN Hysteroscopy (diagnostic  
& operative, including 
hysteroscopic tissue removal)

30 75 150 800 750 2500

Urology Cystoscopy 30 60 75 1000 750 2500

TURP 30 60 100 1000 1000 2500

PCNL 30 60 150 1000 1500 2500

Ureteroscopy 30 60 300 1000 1500 2500

Orthopedics ACL Reconstruction 30 80 125 500 750 2500

Knee Arthroscopy 30 80 125 500 750 2500

Shoulder Arthroscopy 30 80 125 500 750 2500

Small Joint 30 30 125 500 750 2500

Mechanical Dimensions
	 •	 Height (on stand): 55" (1,397 mm)

	 •	 Width: 26" (660 mm)

	 •	 Depth: 26" (660 mm)

	 •	 Weight: 95 lbs (43 kg)

Power Cord
	 •	 Length: 20 ft (6.1 m)

	 •	 Electrical: 120 VAC, 60 Hz, 16 amp
		  (requires dedicated 20 amp outlet)

Temperature Set-Point
	 •	 User selectable 37-40° C, tolerance +3° C

	 •	 Over temperature protection at max 46° C +3/-0° C

Irrigation Bag Capacity
	 •	 1-5 liters per hook

Suction Canister Capacity
	 •	 3 liters maximum per canister

	 •	 Up to 4 suction canisters can be accommodated

For additional information about the Thermedx® FluidSmart® System, please contact your local Sales 
Representative or Customer Service at (800) 323-WOLF (9653) or info@richardwolfusa.com.

Thermedx® FluidSmart® Fluid Management System
Pressure and Flow Rate Chart


