
 

   

   

***  Range Rover, Third Genera�on (L322), 2006—2009 Model Year *** 

This guidance sheet provides instruc�ons for fi�ng a replacement compressor of Part No.03184A 

Replacement Compressor—Fi$ng Instruc�ons 

���� Li� the tailgate and remove the panel located on the 

right-hand side of the luggage space in order to expose 

the fuse box, illustrated by the photograph and diagram 

below... 

���� In order to expose the compressor, pictured below in 
situ, remove the cover via the four bolts that also a�ach 
the compressor assembly to the chassis.  Note the 
configura!on of electrical connectors and air tubing, 
which is to be replicated when the new compressor is 
fi�ed. 

���� Disconnect the air tube that connects the compressor  

outlet to the adjacent valve block (posi�on shown below)

and unplug the four electrical connectors (two of these 

indicated below). 

Now pull-out the compressor relay (posi�on shown by 

the arrows).  A new relay should be fi�ed following 

replacement of the compressor (see step TBD). 

For your safety… 
 

...it is strongly recommended that the following 

procedure is carried out by a qualified Vehicle Technician.  

It is also recommended that safety eyewear and gloves 

are worn whilst working beneath the vehicle. 

 

 

 

This procedure does not require system depressurisa!on. 

���� Ensure that (i) the igni!on is switched off, (ii) the gear 

selector is in the ‘Park’ posi!on / gear lever in the neutral 

posi!on and (iii) the handbrake (parking brake) is applied. 

Raise the tailgate  and remove the spare wheel.  This will 

expose the compressor cover, pictured ‘on the bench’ 

below... 

���� Raise the bonnet (hood) and remove the ba�ery 

posi!ve lead (posi�on indicated below)... 

Compressor 

Outlet Tube 

Electrical Connectors 

(2 of 4 shown) 



 

   

   

***  Range Rover, Third Genera�on (L322), 2006—2009 Model Year *** 

This guidance sheet provides instruc�ons for fi�ng a replacement compressor of Part No.03184A 

Replacement Compressor—Fi$ng Instruc�ons 

���� Remove the four moun!ng nuts and washers (one of 

which is indicated below) in order to free the compressor 

from its bracket.  Note the posi!on of each rubber mount 

for later reassembly. 

���� Remove the exis!ng compressor and place the new 

unit against the bracket in the same orienta!on.  

Referring to notes made in step #4, make all electrical 

and air tube connec!ons. 

���� Posi!on compressor mounts referring to notes made 

in step #6.  Tighten the four bolts to torque 10Nm (7.4 

�.lbf). 

				 Replace the ba�ery posi!ve lead (posi!on indicated 

below)... 

...to Finish… 
 

(i) enter the vehicle and close all doors 

 

(ii) start the engine  

 

(iii) stop the engine 

 

If the suspension warning lamp is illuminated following 

the above, cycle the igni!on on→off→on again without 

star!ng the engine. 

In the event that the lamp remains illuminated, consult 

an approved Land Rover dealer or other facility having 

Land Rover Symptom Driven Diagnos�c (’SDD’) so�ware 

available for further inves!ga!ons. 
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 Fit a new compressor relay (Land Rover Part No. 

YWB500220, 70A - posi�on shown by the photograph 

and diagram below) and replace the panel on the right-

hand side of the luggage space that was removed in step 

#3 .  
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