
ATLAS MAST AND TOWER INSPECTION WINCH

A self-contained, self-powered diesel hydraulic winch unit designed 
to assist construction, maintenance and inspection operations.



AVAILABLE FOR SALE OR HIRE, FOR MORE DETAILS CONTACT

T: +44 (0)1899 221 577 (Scotland)  

T: +44 (0)1371 859 555 (Essex) 

E: info@winchhire.com  W: winchhire.co.uk

INTRODUCING THE NEW MAST AND TOWER  
INSPECTION WINCH FROM ATLAS
5TONNE MATERIAL LIFTING / 1.5TONNE MAN-RIDING

Designed and built specifically for the utilities 
sector for tower and mast erection, inspection 
and maintenance. This bespoke self-contained, 
self-powered diesel hydraulic winch means 
operators, riggers and fitters can carry out 
their work efficiently and safely.

The winch is rated at 5Tonne lifting capacity 
for materials and 1.5Tonne for man-riding. 
The unit is fitted with an operator seat with 
joy stick controls plus a wireless radio remote 
control. There is also an emergency manual 
override and brake release system.  

TECHNICAL SPECIFICATION

Material Lifting WLL (Low Speed) 5Tonne on 6th Layer

Man-Riding WLL (High Speed) 1.5Tonne on 6th Layer

Material Lifting WLL (Low Speed) 30mtr/min on 6th Layer

Man-Riding WLL (High Speed) 47mtr/min on 6th Layer

Drum Capacity 935mtr x 16mm dia. Wire

Hydraulic Motor Leduc M90

Pressure/Flow (Low Speed) 235bar at 83ltrs/min

Pressure/Flow (High Speed) 70bar at 130ltrs/min

Engine HATZ Super Silent Diesel Engine

Controls Local & Radio Remote Controls

Dimensions 2,350mm x 2,350mm x 1,385mm

Unit Weight (excluding wire rope) 3,200kg

Fuel tank

Lifting eye

Lifting eye

Adjustable drum sizer

Drum length 1400mm   

Shaft end for emergency 
manual override

Toolbox

Selection valve  
low/High Speed

Selection valve  
Low/High Rating

Low/High speed joysticks               


