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This feature allows the packer to be  

utilized in completions where high  

  era snoitarepo gnitaert erusserp

  evael ot elbarised si ti dna demrofrep

the tool in the well for production.

Special Features
 By-pass below upper slips to wash 

debris when valve is opened 

 By-pass is opened before upper slips 

are released

 Can be set with tension for shallow well 

applications

 Can be left in tension, compression  

or neutral

 1/4 turn right-hand set, right-hand  

release

 Additional J-Slot arrangements  

available

The MOT ASI-X Packer   tsom eht si 

versatile of the mechanically set  

retrievable packers and may be used  

in any production application.  The 

ASI-X Packer is suited for treating, 

testing, or injection applications, in 

pumping or flowing wells, either deep 

  ni tfel eb nac rekcap ehT  .wollahs ro

tension or compression, depending  

  deriuqer eht dna snoitidnoc llew no

  ssap-yb lanretni egral A .noitacilppa

reduces swabbing when running and  

retrieving.  The by-pass closes when the 

packer is set and opens prior to releasing 

the upper slips when retrieving to allow 

pressure equalization.  The J-Slot design 

allows easy setting and releasing; 1/4 

turn right-hand set, right-hand release. 

  ni elbaliava osla si rekcaP X-ISA ehT

  dnatshtiw nac hcihw noisrev TH na

ASI-X Packer

Product Specifications
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ASI-X Packer Product Specifications (continued)

*Other sizes and connections available upon request
**Maximum OD is across retracted drag blocks
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aotstrevnocrekcaPX-ISVehT
mechanically set ASI-X by removing the 
shear screws and installing drag blocks. 

dnah-thgir4/1htiwstesrekcapsihT
rotation; and releases with 1/4 right-

,noisnetnitfelebnacdnanoitatordnah
compression or neutral.

Special Features
Wireline or Tubing set 

Sequentially released upper slip  
system

Bypass valve opens before upper slips 
are released

1/4 turn to set, 1/4 turn to release  
(ASI-X version)

Available in shear release

The MOT VSI-X Single String Double-
Grip Production Packer is one of the 
most versatile packers on the market. 
It is a modification of the ASI-X Packer 
with the advantage of being able to set 
on electric line or hydraulically. 

Plug installed can be attached to the 
top of the VSI-X Packer which can then  
be lubricated in the hole and set  
under pressure. Once set, casing pressure 

latched onto the packer. The Wireline 
Plug can then be removed.

VSI-X Packer

Product Specifications

*Other sizes and connections available upon request
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VSI-X Packer Product Specifications (continued)

*Other sizes and connections available upon request

Casing
Size

(inches)
Weight
(lbs/ft)

Recommended 
Hole Size

(inches)

Tool OD
(inches)

Tool ID
(inches)

Connection
Box Up/Pin Down

Part Number

Std H T

 11.5-15 4.408 - 4.560 4.125 1.94 2-3/8 EUE  60150 60150HT
5

 18-20.8 4.156 - 4.276 4.000 1.94 2-3/8 EUE 60152 60152HT

 12-20 5.352 - 5.620 5.188 2.38 2-7/8 EUE 60160 60160HT6

 32.3-43.5 8.755 - 9.001 8.500 4.00 4-1/2 EUE  60196S 60196HT
9-5/8

 43.5-53.5  8.535 - 8.755 8.250 4.00 4-1/2 EUE  60195S 60195HT

 32.75-51 9.850 - 10.192 9.625 4.00 4-1/2 EUE 60101 60101HT
10-3/4

 45.5-51 9.850 - 9.950 9.400 4.00 4-1/2 EUE  60110 60110HT

 42-65 10.682 - 11.084 10.438 4.00 4-1/2 EUE  60111 60111HT11-3/4

 54.5-77  12.275 - 12.615 12.000 4.00 4-1/2 EUE 60113 60113HT13-3/8

 13-14 5.012 - 5.044 4.813 2.38 2-7/8 EUE  60158 60158HT

5-1/2

 2.00 2-3/8 EUE  60155 60155HT

 2.38 2-7/8 EUE  60156 60156HT

 2.00 2-3/8 EUE  60157 60157HT

 2.38 2-7/8 EUE  60159 60159HT

 14-20 4.778 - 5.012 4.625

 20-23 4.670 - 4.778 4.500

 17-24 5.921 - 6.135 5.750 2.50 2-7/8 EUE  60167 60167HT

6-5/8

 20-24 5.921 - 6.049 5.750 3.00 3-1/2 EUE  60168 60168HT

 2.50 2-7/8 EUE  60165 60165HT

 3.00 3-1/2 EUE  60169 60169HT

 32-34.5 5.595 - 5.675 5.312 2.50 2-7/8 EUE 60166 60166HT

 24-32 5.675 - 5.921 5.500

 2.50 2-7/8 EUE  60172 60172HT

7

 3.00 3-1/2 EUE  60174 60174HT

 2.50 2-7/8 EUE  60170 60170HT

 3.00 3-1/2 EUE  60173 60173HT

 29-35 6.004 - 6.184 5.812 2.50 2-7/8 EUE  60171 60171HT

 17-26 6.276 - 6.538 6.000

 26-32 6.094 - 6.276 5.875

 2.50 2-7/8 EUE  60175 60175HT

7-5/8
 3.00 3-1/2 EUE  60178 60178HT

 2.50 2-7/8 EUE  60176 60176HT

 3.00 3-1/2 EUE  60177 60177HT

 24-29.7 6.875 - 7.025 6.672

 33.7-39 6.625 - 6.765 6.453

 2.50 2-7/8 EUE  60185 60185HT

8-5/8
 3.00 3-1/2 EUE  60187 60187HT

 32-40 7.725 - 7.921 7.500 4.00 4-1/2 EUE 60182 60182HT

 44-49 7.511 - 7.625 7.312 2.50 2-7/8 EUE  60186 60186HT

 24-40 7.725 - 8.097 7.500
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Special Features
Large internal by-pass 

Mechanical slips vs. Hydraulic  
buttons 

closed 

Additional J-slot arrangements  
available 

The MOT AS-II Packer is a double 
detiusyllaediloottes-noisserpmoc,pirg

for treating, testing and production  
serutaefrekcaPII-SAehT.snoitacilppa

a large by-pass area to prevent  
swabbing when running or retrieving.  

morferusserp,tessilootehtecnO
above or below acts down on the valve 
maintaining the seal and preventing  
upward movement of the tubing.  
Releasing the valve allows debris to be 
washed from the upper slips.

AS-II Packer

Product Specifications

*Other sizes and connections available upon request
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Special Features
Large internal by-pass 

1/4 turn set / straight pick-up release

Additional J-slot arrangements  
available

The MOT AS-III Packer is a single-
grip packer with no upper hold-down 

gnikcapehtmorF.tneserpsiwolebmorf
rekcaPIII-SAeht,nwodstnemele

operates identically to the D&L  
AS-II Packer. The AS-III Packer also  

otaerassap-ybegralaserutaef
prevent swabbing when running 
or retrieving. The AS-III Packer is  

roselohgnisacgnitalosiroflaedi
rewolehtsadesunehwsnoitarofrep

packer in conjunction with the MOT  
Snapset Packer as the upper packer.

AS-III Packer

Product Specifications

*Other sizes and connections available upon request
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Special Features
Large internal by-pass 

Mechanical slips vs. hydraulic buttons

Additional J-slot arrangements  
available

The MOT AS-5 Packer is a compression 

It is run above other packers such as  
the MOT AS-III to selectively treat,  

enozelpitlumnitcejniroecudorp
etalosiotdesuoslasitI.snoitelpmoc

casing hole perforations. The AS-5 Packer 
features a large by-pass area to prevent 
swabbing when running and retrieving. 
Releasing the valve allows debris to be 
washed from the upper slips.

AS-5 Packer

Product Specifications

*Other sizes and connections available upon request
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PAD-1 & PADL-1 Tension Packer
The MOT PAD-1 is a tension set, single-

grip, retrievable production packer. The 
PAD-1 packer is compact, inexpensive 
and can be utilized for most low pressure 
production, water injection and pressure 
work applications. The PAD-1 incorporates 
three release methods to insure retrievability.

The PADL-1 tension set packer has the same 
features as the PAD-1 with the added benefit 
of a larger bore.

Applications
u Low pressure production shallow 

applications

u Injection wells

u It can be used for well 
stimulation, testing and other 
pressuring operations and then 
left in the well as a production 
packer.

Features
u Compact

u Rocker type slips

u Right-hand safety joint 
emergency release

u One Piece field proven packing 
element

u J-slot control for normal set and 
release

u Cost effective

u Three release methods

u Full opening design

u Large bore design available
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PAD-1 & PADL-1 Tension Packer
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PG Set-Down Packer
The MOT PG Set-Down Packer is a 

compression-set, retrievable packer that is 
compact, inexpensive, and can be used for 
most low-pressure production applications. 
The PG also features a safety joint that permits 
removal of the tubing string if it should 
become necessary. It is available in sizes from 
4 to 7-5/8 inches for use in temperatures to 
275°F.

Applications
u Low-pressure

u Combined with an unloader and 
hold-down mechanism, it can 
be used for well stimulation, 
testing and other pressuring 
operations, then left in the well 
as a production n packer

Features
u Proven slip design

u Compact

u J-Spot control fro normal set and 
release

u Right-hand safety joint 
emergency release

u Inexpensive

u Parts interchangeable with 
equipment from other 
manufacturers
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PG Set-Down Packer
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PR-3 Double Grip Mechanical 
Production Packer

The MOT PR-3 is a double-grip, compres-
sion-set, retrievable mechanical production 
packer that is suitable for most production, 
stimulation, and testing operations.

Applications
u Effectively meets several 

requirements for zonal isolation, 
injection, pumping, testing and 
production

Features
u Differential lock helps keep the 

bypass to the mandrel closed 
and locked during high-pressure 
operations

u Hydraulic hold-down for 
controllingdifferential pressure 
from below

u Long-stroke mandrel simplifies 
circulation of fluids without 
releasing the packer

u Rocker-type slips

u Standard right-hand set, optional 
left-hand set

u Field-proven, three-element 
system

u Automatically returns to run-in 
position when moved up the hole

u Large bypass allows fluids to 
equalize quickly

u Parts interchangeable with those 
from other manufacturers
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PR-3 Double Grip Mechanical Production Packer



MESQUITE
OIL TOOLS, 
INC.

To order, call (800) 345-1705
or visit www.mesquiteoiltools.com

Mesquite Oil Tools PRODUCT CATALOG MADE IN THE USA20

PR-3 Single Grip Mechanical 
Production Packer

The MOT PR-3 is a single-grip, compres-
sion-set, retrievable mechanical production 
packer that is suitable for most production, 
stimulation, and testing operations. Field 
proven design.

Applications
u Zone Isolation

u Frac stimulation

u Cementing

u Production

u Testing operations

Features
u Differential lock helps keep the 

bypass to the mandrel closed 
and locked during high-pressure 
operations

u Long-stroke mandrel simplifies 
circulation of fluids without 
releasing the packer

u Rocker-type slips

u Standard right-hand set, optional 
left-hand set

u Field-proven, three-element 
system

u Automatically returns to run-in 
position when moved up the hole

u Large bypass allows fluids to 
equalize quickly

u Parts interchangeable with those 
from other manufacturers
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PR-3 Double Grip Mechanical Production Packer
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Ultra-Lok Packer
The MOT Ultra-Lok is a compression-set, 

retrievable packer that allows the tubing 
to be landed in a tension, compression, or 
neutral condition. Right hand rotation sets 
and releases the packer, making the tool 
simple and reliable to operate. Coatings 
can be applied for corrosion resistance in 
waterflood applications. Internal bypass 
allows pressure equalization before the slips 
are unset, providing safety and reliability. 

Applications
u Production

u Injection

u Zonal isolation

u Remedial operations

u Tubing anchor-catcher

Features
u Opposed dovetail slips for 

positive set

u Right-hand rotation sets or 
releases the packer

u Convertible to mechanical bridge 
plug with the addition of a T-2 
On/Off tool and blanking plug

u Tubing can be disconnected 
above packer

u Internal bypass allows pressure 
equalization before packer is 
unset

u Parts interchangeable with 
equipment from other 
manufacturers

u Tubing can be landed in a tension, 
compression, or neutral

u Holds pressure from above or 
below

u Compact design for snubbing or 
doglegs

u Reliable, rig-friendly design
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Ultra-Lok Packer
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Special Features
Large internal by-pass 

release

Compact design

The MOT Snapset I Packer is a com-
pression set tool requiring only straight 

above other packers such as the ASI-X, 
AS-II or AS-III for selective production 
to isolate casing holes and perforations. 

rewolroreppuonsahrekcapsihT
slips and should be used only where  

ItespanSehT.detcepxeerawoleb
Packer has an internal latch to prevent  
the packer from pre-setting when  
running down the hole. When releasing, 
the latch re-engages to allow movement 
down hole.

Snapset I Packer

*Other sizes and connections available upon request

Product Specifications
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tubing. Releasing the valve allows de-
bris to be washed from the upper slips. 

nahtiwdeppiuqeoslasirekcapsihT
internal latch to prevent pre-setting when  
running. When releasing, the latch re- 
engages to allow movement down hole.

Special Features
Large internal by-pass 

release

Mechanical slips vs. hydraulic buttons

The MOT Snapset II Packer is a  
compression set tool requiring only 

is run above other packers such as the 
AS-III to selectively treat, produce or  

tI.snoitelpmocenozelpitlumnitcejni
is also used to isolate casing hole  
perforations. The Snapset II Packer  

otaerassap-ybegralaserutaef
prevent swabbing when running 
and retrieving. Once the tool is set  

nwodstcawolebroevobamorferusserp
on the valve maintaining the seal and 
preventing upward movement of the 

Snapset II Packer

*Other sizes and connections available upon request

Product Specifications
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Special Features
1/4 right-hand set—1/4 right-hand  
release (standard) 

Variable safety shear release 

Capable of setting in shallow depths 

Holds pressure from above and  
below 

Thermal elements 450° F to 625° F

Additional J-slot arrangements  
available 

The MOT DLT Thermal Packer is  
used in steam injection/production  
applications. It maintains the design  
features of our reliable ASI-X Packer 
and includes a packing element that can 

packer to be set at shallow depth. 

The MOT Expansion Joint can be run 
above the packer to allow for tubing  
expansion and contraction.

DLT Thermal Packer

*Other sizes and connections available upon request

Product Specifications
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operations as well as continuous steam 
injection. The packer is equipped with 
high temperature EPDM elements with 
wire mesh backups to prevent extrusion 
for service up to 450° F (an element 
package for 650° F is also available).

Special Features
J-Slot controlled expansion joint 

Based on proven ASI-X design 

Safety shear release 

Expansion joint up to 20 Ft available 

The IE Thermal Packer is MOT’s 
lanretnInahtiwrekcaPlamrehTTLD

Expansion (IE) Joint. 

The DLT Thermal Packer is a double-
grip retrievable packer designed for 
steam injection/production. The packer 
design is based on our highly successful 

rekcaPlamrehTTLDehT.rekcaPX-ISA
features a double-grip hold down  
system capable of holding pressure 
from above and below.  This feature  

gnikcapehtfotnemevomtneverpdna
element without having the packer in 
tension or compression. The double-
grip feature allows the packer to be  

IE Thermal Packer

*Other sizes and connections available upon request

Product Specifications
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Special Features
Stainless steel drag springs

Enclosed slips

Rotation or shear release

Safety release value  
easily adjusted

The MOT TM Anchor/Catcher is  
a retrievable positive action anchor 

noisnetnisgnirtsgnibutdlohotloot
sekortspmupgnirudnoisserpmocro

to prevent tubing buckling. This  

reducing rod and tubing wear. 
This tool also catches the tubing 
should it part. Stainless steel drag 
springs employ low stress value to  
minimize failure under corrosive  
conditions. If the TM Anchor/Catcher 
cannot be released with right-hand  
rotation, it is equipped with a shear  
release activated by an upward pull.

TM Anchor/Catcher

*Other sizes and connections available upon request

Product Specifications
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Special Features
Enclosed slips 

Rotational release or shear release 

Shear release value easily adjusted 

The MOT Drag Block Mechanical  
Tubing Anchor/Catcher (or DB Anchor), 
is a retrievable positive-action tubing  
anchor designed to hold the tubing 
string in tension or compression.  It has 
drag blocks to allow the anchor to be run 
deeper than conventional drag spring  
anchors. The anchor prevents movement 
of the tubing during pumping strokes; 
and holds it stationary if it should part.  
The use of a tension tubing anchor  

and tubing wear, and keeps tubing and 
rods from falling into the well in case of 
a part.

Drag Block Tubing Anchor/Catcher

*Other sizes and connections available upon request

Product Specifications
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BA Tubing Anchor Catcher
The MOT BA Tubing Anchor Catcher is 

typically run below a sucker-rod pump to 
anchor the lower end of the tubing string. 
This allows the tubing string to be landed in 
tension, reducing the tendency to corkscrew 
the tubing from cyclical loading during rod 
pump operation. The result is higher pump 
efficiency and reduced tubing and rod wear. 
The double-grip slip in the BA Tubing Anchor 
Catcher also prevents parted tubing from 
falling to the bottom of the well. The anchor 
catcher can also be used for any single-string 
application requiring a buttonhole non-
sealing anchor on the tubing string.

Applications
u Straight-pull emergency shear 

release

u Single-string non-sealing 
anchored completions

Features
u Rotate left to set, right to release

u Straight-pull emergency shear 
release

u Double-grip slip catchers parted 
tubing

u Full bore through tool

u Increases rod-pump efficiency

u Reduces tubing or sucker-rod 
wear

u Reduces fishing costs for parted 
tubing

u Easy and inexpensive to redress
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BA Tubing Anchor Catcher
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  CASING CONNECTIONS ANCHOR ANCHOR
 CASING WT. (Box x Pin std.) 0D ID

 2-7/8 6.4-6.5 1.900 EU10Rd 2.28 1.00

 3-1/5 7.7-9.3 1.900 EU10Rd 3.26 1.63

 4 9.5-11 2-3/8 EU8Rd 3.28 1.94

 4-1/2 15.1-16.6 2-3/8 EU8Rd 3.50 1.94

 4-1/2 9.5-11.6 2-7/8 EU8Rd 4.84 2.38
All dimensions listed in inches.

Tubing Anchor/Catcher
The MOT Tubing Anchor/Catcher is a rugged anchor that employs drag 

blocks (rather than drag springs) and fully enclosed large cross-section slips for 
maximum safety. It has a tension shear release that is easily adjustable in the 
field.

Run to setting depth and rotate to the left to set the slops. Pick up and sit down 
several times while turning to the left to ensure a tight fit. To release, rotate to 
the right with tubing in neutral. The slips will retract to the run-in position and 
the tubing string can be pulled from the well, or the anchor relocated. If the 
anchor is stuck, pick up and sit down several times while turning to the right to 
free up slips. Should this fail to free anchor, pull tension to break shear pins. This 
will unload the lower cone and pick up slips from above. The anchor can now be 
pulled from the well, but cannot be set again until re-dressed.
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Casing Packer
The MOT Casing Packer can be set open 

hole or in the casing string.

Deeply cut, widely spaced wickers allow 
the packer to set, whether it is in open hole 
or in corroded casing. The Casing Packer is 
also available for open holes with a softer 
dual packing element system. This system 
provides a more reliable pack-off in irregular 
formations and a trouble free release without 
swabbing. Also available with safety release 
for tension set. 

Applications
u Often run beneath casing holes 

to isolate water so the well can 
be pumped or gas vented.

u Set in tension or compression for 
shutting off water, for injection 
or for various cementing 
procedures.

u Run in compression and in 
conjunction with special release 
sub, the packer can be used as a 
liner hanger.

Features
u Full opening casing size

u Deep cut wickers

u Compression or tension set

u Available in open hole version
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Casing Packer
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Special Features
Full opening 

Built-in safety joint 

Stainless steel drag springs 

Available to set in open hole 

Long packing element to give  
maximum sealing area 

The MOT D-H Tension Packer is 
for use in water flood, injection or  
producing wells. This tension packer 
has a built-in safety system to eliminate 
problems should conventional retrieval  
methods fail. Right-hand rotation  
releases the first safety joint allowing the 

packer. Should the packer fail to release, 
a second safety joint can be broken to 

erutaefytefassihT.rekcapehtesaeler
allows for circulation down the tubing to 
remove debris.

In addition,the D-H Tension Packer is 
available for open-hole applications and 

gnikcapdetagnolelaudsetaroprocni
elements and deep wickered slips for 
better bite into the formation.

D-H Tension Packer
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*Other sizes and connections available upon request

D-H Tension Packer Product Specifications

Specification Guide - Open Hole
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The MOT DL Tension and DL Shear  
Tension Packers ,lacimonoceera

,gnipmup,noitcejnirofsloottcapmoc
medium range treating and produc-
tion applications. These packers are 
set by 1/4 right-hand rotation of the 
tubing and then pulling tension. To  
release this tool the tubing is slacked 

ehT.noitisopesaelerehtotnisyajer
DL Shear Tension Packer also has an  
adjustable straight pull safety shear  
release. Both packers have a right-hand 
rotation release allowing retrieval of the 
tubing string.

The DL Tension Packer is identi-
rekcaPnoisneTraehSLDehtotlac

without a straight pull shear release.  
Unlike the DL Shear Tension Packer, the 
DL Tension Packer can be run in tension  
or compression.

DL Tension & DL Shear Tension Packer
Special Features

Rotational safety tubing release 

Safety shear release (DL Shear  
Tension Packer Only) 

Deep wickered slips 
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*Other sizes and connections available upon request

DL Tension & DL Shear Tension Packer Product Specifications
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Special Features
Economic design

Cup direction option

Tubing size options

The MOT Type GV Cup Packer is an 
economical means of isolating casing 
leaks and depleted zones and is also a 
production or injection packer for low 
pressure applications. Depending on  
application, this packer can be run with 
cups opposed or in the same direction.  
The GV Cup Packer is also available 

rofsgnirpu-kcabtnemelegnikcaphtiw
higher pressure applications and comes 
in a full range of tubing and casing sizes 
in two-cup or four-cup models.

GV Cup Packer

*Other sizes and connections available upon request

Product Specifications
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The MOT Gas Vent Pumping Packer

casing leaks or depleted perforations 
in pumping wells. This tool prevents 

ehtottnevotsaggniwollaybkcolsag
surface past damaged zones. The interval  
between top and bottom cups can be 
any length. Available with double or  
multiple cups.

Gas Vent Pumping Packer
Special Features

Inexpensive alternative to  
squeeze job

Variable intervals easily adjusted

Optional double to multiple cups

Standard

4 Cup Version

*Other sizes and connections available upon request

Product Specifications
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*Other sizes and connections available upon request

Product Specifications

Operation
 A lower packer or tubing anchor is 

started in the hole. At a predetermined 
depth the lower section of the GV-6  
is installed. The inner tubing and liner  
are then run to allow proper span of the 
interval being isolated. The upper section 
of the tool is then installed and the tools 
are run to the determined setting depth. 

pudekcipsignirtsgnibuteht,tesoT
and rotated either 1/4 turn right or left 
depending on the setting procedure 

sithgieW.rekcap6-VGrewolehtrof
applied to set the upper GV-6 packer and 

ehtgnivaelpudekcipsignirtsgnibuteht
oT.ecalpnitesmetsysrekcap6-VG

release, unset the lower packer or  

the GV-6. Rotate the tubing 1/4 turn  
opposite of the setting procedure and 
straight pull releases the tool. 

The  MOT GV-6 Isolation Packer is an 
economical way of isolating intervals  
while maintaining a tubing/casing  
annulus for injection, production or 
pumping applications. Once this tool 
is set the tubing string is free to rotate 
and reciprocate to set a lower packer or  
tubing anchor.

Special Features
Eliminates costly squeeze cementing 

One trip run-in

Isolation span easily adjustable

Retrievable - no permanent casing  
restriction

GV-6 Isolation Packer GV-6
Upper

Section

Perforated
Casing

GV-6
Lower

Section

Tubing 
String

Tubing
Anchor

ASI-X
Packer
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Special Features
Economical design

Adjustable delayed set

No rotation needed  
to set or un-set

The MOT Set Down Isolation Packer
is an economical, compact compression  
set tool used to isolate casing or  

nidesueboslanactI.snoitarofrep
multi-zone injection applications. It runs 
above a compression set packer (such 

.)rekcaPIII-SArorekcaPII-SAehtsa
Applied compression will shear the 

pick-up releases the packer.

Set Down Isolation Packer

Product Specifications

*Other sizes and connections available upon request
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PC-1 Tandem Tension Packer
The MOT PC-1 Tandem Tension Packer is 

a Tension-set retrievable packer without slips. 
The packer is small, inexpensive, and great for 
wells where set-down weight is not available. 
The PC-1 is available in sizes from 4-1/2 in. to 
9-5/8 in., and is rated to 5,000psi from below 
at temperatures up to 275°F. 

Applications
u Multiple-zone, single-string 

waterflood installations

u Wells where set-down weight is 
not applicable

u Run in tandem above any packer 
against which an upstrain can be 
pulled

Features
u Compact

u Built-in unloader

u Large bore available for 7”

u Inexpensive

u Can be set without tubing 
rotation when pinned in the 
unjayed position
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PC-1 Tandem Tension Packer
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Big Bore Tubing Packer
The MOT Big Bore Tubing Packer is designed to provide a leak-free seal 

inside a tubing string with a bore larger than other tubing packers. It can run 
as a tension packer or a ‘hook wall’ compression packer and has left-hand safety 
threads at each end in case it becomes stuck.

Options include a double element packing system, along with box or pin 
connections at either end. Various tubing connections are available; however, 
the standard connection is show in the chart below. This Mesquite packer can 
also can be used as a tension anchor by replacing the packing element with a 
steel sleeve.

 SIZE TUBING PACKER CONNECTIONS MAX. ALLOWABLE
 (Inches) WT. BORE (Box x Pin std.) TENSION/COMPRESSION

 2-7/8 6.4-6.5 1.50 1.900 EU10Rd 28,000 lbs.

 3-1/2 7.7-9.3 1.75 1.900 EU10Rd 48,000 lbs.
All dimensions listed in inches.


