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Anchor Shackles
Anchor Shackles are manufactured to comply with the requirements of Australian Standard AS2741.  
Ideally suited for use in marine, agricultural and general industrial applications, Anchor Shackles represent 
the easiest and most effective way of providing a connection to chain, wire rope and other fittings.

Anchor Grade S Shackles are available in either Bow or Dee type in both Screw Pin and Safety Pin designs.

Grade S Screw Pin Shackles
Bow and Dee type with screwed and collared pin formation, available in galvanised finish.

6 0.5 6 8 12 29 20 17

8 0.75 8 10 13 31 21 21

10 1.0 10 12 17 37 26 25

11 1.5 11 14 18 43 29 27

13 2.0 13 16 21 48 33 33

16 3.25 16 20 27 61 43 40

19 4.75 19 22 32 72 51 48

22 6.5 22 27 37 84 58 54

25 8.5 25 30 43 95 68 60

29 9.5 29 33 46 108 74 67

32 12.0 32 36 52 119 83 76

35 13.5 35 39 57 133 92 84

38 17.0 38 42 60 146 98 92

44 25.0 44 51 73 178 127 110

50 35.0 51 57 82 197 146 127

63 55.0 63 70 105 267 184 152

Size WLL d D w L B e
(mm) (tonnes) (mm) (mm) (mm) (mm) (mm) (mm)

6 0.5 6 8 12 22 17

8 0.75 8 10 13 26 21

10 1.0 10 12 17 32 25

11 1.5 11 14 18 37 27

13 2.0 13 16 21 41 33

16 3.25 16 20 27 51 40

19 4.75 19 22 32 60 48

22 6.5 22 27 37 71 54

25 8.5 25 30 43 81 60

29 9.5 29 33 46 90 67

32 12.0 32 36 52 100 76

35 13.5 35 39 57 113 84

38 17.0 38 42 60 124 92

44 25.0 44 51 73 178 110

50 35.0 51 57 82 197 127

63 55.0 63 70 105 267 152

Size WLL d D w L e
(mm) (tonnes) (mm) (mm) (mm) (mm) (mm)

Dimensions and masses subject to commercial tolerances and design changes without notice.

Dee

Bow
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Anchor Shackles
Anchor Shackles are manufactured to comply with the requirements of Australian Standard AS2741.  
Ideally suited for use in marine, agricultural and general industrial applications, Anchor Shackles represent 
the easiest and most effective way of providing a connection to chain, wire rope and other fittings.

Anchor Grade S Shackles are available in either Bow or Dee type in both Screw Pin and Safety Pin designs.

Grade S Safety Pin Shackles
Available in Bow and Dee type fitted with Bolt, Nut and Split Pin, in galvanised finish.

13 2.0 13 16 21 41 33

16 3.25 16 20 27 51 40

19 4.75 19 22 32 60 48

22 6.5 22 27 37 71 54

25 8.5 25 30 43 81 60

29 9.5 29 33 46 90 67

32 12.0 32 36 52 100 76

35 13.5 35 39 57 113 84

38 17.0 38 42 60 124 92

44 25.0 44 51 73 146 110

51 35.0 51 57 82 171 127

63 55.0 63 70 105 203 152

76 85.0 76 83 127 229 165

Size WLL d D w L e
(mm) (tonnes) (mm) (mm) (mm) (mm) (mm)

13 2.0 13 16 21 48 33 33

16 3.25 16 20 27 61 43 40

19 4.75 19 22 32 72 51 48

22 6.5 22 27 37 84 58 54

25 8.5 25 30 43 95 68 60

29 9.5 29 33 46 108 74 67

32 12.0 32 36 52 119 83 76

35 13.5 35 39 57 133 92 84

38 17.0 38 42 60 146 98 92

44 25.0 44 51 73 178 127 110

51 35.0 51 57 82 197 146 127

63 55.0 63 70 105 267 184 152

76 85.0 76 83 127 330 200 165

Size WLL d D w L B e
(mm) (tonnes) (mm) (mm) (mm) (mm) (mm) (mm)

Dimensions and masses subject to commercial tolerances and design changes without notice.

Bow

Dee
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Commercial Shackles
Bow and Dee type with screwed and collared pin formation, available in galvanised finish.
Not to be used for lifting purposes.

5 5 10 21 15 1.8

6 6 12 25 18 3.4

8 8 16 33 24 7

10 10 20 42 30 14

11 11 22 46 33 19

13 13 25 52 39 26

16 16 32 67 48 55

20 20 38 80 57 110

23 23 44 92 66 150

25 25 51 107 75 225 

d D w L 2r Approx Weight
(mm) (mm) (mm) (mm) (mm) (per 100 pieces in kos)

5 5 10 20 1.8

6 6 12 24 3.4

8 8 16 32 7

10 10 20 40 13.5

11 11 22 44 17.5

13 13 25 48 25

16 16 32 60 55

20 20 38 74 92

23 23 44 85 138

25 25 51 97 225

d D w L Approx Weight
(mm) (mm) (mm) (mm) (per 100 pieces in kos)

Dimensions and masses subject to commercial tolerances and design changes without notice.

Dee

Bow

Grade M Screw Pin Shackles
Large Dee with screw collar pin formation, available in galvanised black finish. Manufactured to comply with the 
requirements of Australian Standards AS2741.

0.5 10 13 19 38 25

0.75 13 16 28 54 32

1.5 16 20 32 63 38

2.0 19 22 38 73 44

3.0 22 25 44 83 51

3.8 25 30 51 95 57

5.0 29 32 54 105 63

6.0 32 35 60 114 70

7.0 35 38 67 127 76

9.5 38 44 70 137 89

11.0 41 48 76 146 95

13.0 44 51 83 156 102

WLL d D w L e
(tonnes) (mm) (mm) (mm) (mm) (mm)


