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6 2.3 6.3 18.8 21.6 116.0 HILITE, 4344 - 2.3

7.3 3.0 7.3 23.8 25.9 87.7 HILITE, 4344 - 3.0

8 4.0 8.0 23.8 27.0 71.4 HILITE, 4344 - 4.0

10 6.0 10.0 29.8 33.8 46.3 HILITE, 4344 - 6.0

13 9.0 12.7 38.8 42.5 28.6 HILITE, 4344 - 9.0

Chain Size Lashing Capacity S R F Link Marking 
(mm) (tonnes) (mm) (mm) (mm) Metres/100kg

HiLITE Chain
Manufactured in Australia and with a distinctive golden finish, PWB Anchor HiLITE Chain is
an easy to handle, high performance tie-down chain that combines the benefits of cleanliness, lightness, 
strength and security.

Our range of Transport Chain and 
Accessories has been manufactured 
specifically for effective load 
restraint in the rigorous conditions 
faced by the Australian road freight 
and transport industry. Our products 
are proof tested and clearly marked 
to indicate appropriate lashing 
capacities, enabling easy selection 
of size and number of chains 
required to suit a load.

F

S R

Designed to keep you on the move

Standard Features
• HiLITE Chains designed and manufactured in Australia to suit requirements of the transport industry
• Compliance with the requirements of Australian and New Zealand AS/NZS 4344
• Chains clearly identified, and showing appropriate lashing capacities
• Proof tested
• Test certificates available on request
• Complete range of transport chain and accessories
• Comprehensive selection of grab and claw hooks
• Available in convenient loadbinding kits

Benefits
• Long product life
• High resistance to wear
• Strong, during, lightweight
• Simple selection of size and number of chains required to suit a load
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AS Series Loadbinders
Manufactured in Australia and with a distinctive golden finish, PWB Anchor HiLITE Chain is an easy to handle, high 
performance tie-down chain that combines the benefits of cleanliness, lightness, strength and security.

Grab Hook

Clevis Hooks

Claw Hook

Grab Hook

6-8 4.0 43.0 9.0 60.0 9.5 0.3

10 6.0 53.0 11.0 75.0 11.1 0.6

6 1.7 49.0 9.5 51.0 8.0 0.2

8 3.0 57.0 11.0 56.0 11.0 0.4

10 4.5 70.0 12.0 61.0 12.0 0.6

13 6.7 84.0 16.7 86.0 15.1 2.0

6 1700 1.5

7.3 2300 3.7

8 3000 3.7

10 4500 3.7

13 6700 5.2

Chain Size Lashing Capacity D H  R W Mass
(mm) (tonnes) (mm) (mm) (mm) (mm) (kg)

Chain Size Lashing Capacity D H  R W Mass
(mm) (tonnes) (mm) (mm) (mm) (mm) (kg)

Chain Size Lashing Capacity Mass
(mm) (tonnes) (kg)
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HiLITE Loadbinder Chain Kits
Ready to assemble and attractively packaged in a re-usable plastic container, HiLITE Loadbinder Chain Kits are 
available in either Grab or Claw hook types in three popular lengths of 7.3mm HiLITE Chain.

Transport Chain Lashing System Selection Guide
Grab Hook Type

Claw Hook Type

Grab Hook 2300 6.0 7.0

Grab Hook 2300 7.5 8.6

Grab Hook 2300 9.0 10.5

Grab Hook 3000 6.0 7.1

Grab Hook 3000 7.5 8.6

Grab Hook 3000 9.0 10.1

6 1700 41269 41228 40298

7.3 2300 40556 40467 40299

8 3000 41026 40467 40299 

10 4500 41027 40467 40300

13 6700 41203 41230 41454

6 2300 41269 40558

7.3 3000 40556 40558

8 4000 41026 40558

10 6000 41027 40459

End Fittings Lashing Capacity Length Mass
(kg) (mm) (mm)

Size System Lashing HiLITE Loadbinder Grab Hook
(mm) Capacity (tonnes) (Part No) (Part No) (Part No)

Size System Lashing HiLITE Grab Hook
(mm) Capacity (tonnes) (Part No) (Part No)

Chain Type Components

Chain Type  Components
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20020 ABS – The High-Tech workhorse with TFI
This general purpose ratchet assembly has become the industry benchmark for general transport 
requirements.

20035 ‘ERGO’ ABS – The Pre-tension champion with TFI
The highest performing ratchet assembly available is a reverse action type which maximises 
ergonomic efficiency and utilises an extended handle for greater leverage.

20020ABS D21-09 50mm yellow webbing assembly fitted 2500 600 9.0 
with hooks and keepers

20020ABS D4952-1.5 50mm yellow webbing assembly, 3000 1200 1.5 
mechanical advantage x 2, fitted 
with triangles and latch hooks 

20035 D21-09 Yellow webbing assembly fitted with 2500 800 9.0 
hooks and keepers

20035 D60-03 Yellow webbing assembly fitted with 2500 800 3.0 
750mm G70 8mm chain, 8mm grab 
hook 

Code Description Lc Pretension Length
(kg) (kg) (m)

Code Description Lc Pretension Length
(kg) (kg) (m)

Tension Force Indicator
This patented device allows the 
operator to check at a glance the 
amount of tension force being 
applied to the load. It also enables 
the operator to spot check that the 
tension has not released during 
transport due to the load settling 
or elongation of the webbing. It 
can be measured in 3 increments 
-250kg, 500kg and 750kg. TFI 
comes standard with all 50mm ABS 
ratchet and web dog assemblies.
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20011 – The Compact Hight Performer
Compact 50 mm ratchet with lock down feature. Ideal for use on 1 tonners, box trailers, box trailers, 
cyclone restraints etc.

50 mm – Truck Winch Assemblies
Robust and gold passivated for corrosion protection

B1 – The 25mm Champion
Lightweight and versatile this ratchet is well suited to general light duty applications including marque 
tie-down, bundling product and roof racks.

20011 J20-06 50mm ratchet assembly fitted 1500 300 6.0 
with hooks and keepers 

1820 C20-09 Slide on truck winch with 50mm orange 2500 400 9.0 
webbing fitted with hook and keeper 
with sleeves

1821 C20-09 Clip on truck winch with 50mm orange 2500 400 9.0 
webbing fitted with hook and keeper 
with sleeves 

B1 - WEEKENDER 25mm ratchet assembly fitted with 250 125 9.0 
PVC coated “s” hooks

B2 - HOBBY 25mm endless ratchet assembly 700 250 4.0 

Chain Size Lashing Capacity Lc Pretension Length
(kg) (kg) (m)

Code Description Lc Pretension Length
(kg) (kg) (m)

Chain Size Lashing Capacity Lc Pretension Length
(kg) (kg) (m)
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Web Dog – The Safe Alternative to Loadbinders
(with tension force indicator)

Web Dogs overcome the dangerous kick-back associated with loadbinders. Add the safety of ABS step 
by step release and the ability to apply pretension, the Web Dog is a clear winner.

20035 D61-01 50mm yellow webbing assembly fitted 4000 1600 1.0 
with 8mm swivel grab hook each end

Code Description Lc Pretension Length
(kg) (kg) (m)


