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TRAINING COURSES 



It's the Law, all non domestic premises, and 

this includes common areas in blocks of flats,

MUST HAVE an Asbestos register and can be

fined £20,000 for failing to have an Asbestos

plan in place.

You cannot sell your business premesis 

without an Asbestos register showing where 

all Asbestos is, its condition, location type 

and amount.

WHY YOU NEED AN
ASBESTOS REGISTER
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To find out more about 
asbestos, jusTASC...

 



WHEN DO I NEED A REGISTER?

It has been Law since 2004 for all commercial properties to have an

Asbestos register on their property.

There are two types of Asbestos Surveys:

! Asbestos Management Survey

This is the standard survey that will allow you to comply with CAWR 

2006.

! Refurbishment and Demolition Asbestos Survey

This survey is a lot more in depth and destructive and would take place 

when a building is being refurbished the interior of walls under floors in 

attics and on roofs as well as inside boxings etc would all be checked 

so that when walls are knocked down or other work is carried out no 

Asbestos is disturbed.

HOW MUCH WILL IT COST?

Every site is different, the amount of time and samples required determine

the cost so we come to you and calculate the number of samples and will

give you a cost on site followed up by a written Quotation. 
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WHAT IS ASBESTOS - WHY IS IT A PROBLEM?

Asbestos was used extensively as a building material in Great Britain from

the 1950's through to the mid-1980's. It was used for a variety of different

purposes and was ideal for fireproofing and insulation. Any type of building

built before 2000 (houses, factories, offices, schools, hospitals etc.) could

contain asbestos. Asbestos materials in good condition are safe unless the

asbestos fibres become airborne, which happens when the materials are

damaged.

WHO IS RESPONSIBLE FOR THE REGISTER?

The person who is responsible for the maintenance of the building has 

the “Duty to Manage” Asbestos in the building, it is their responsibility 

to compile the Asbestos register and to manage the Asbestos found.

WHAT IS A REGISTER?

A register is compiled by taking samples of areas that could contain

Asbestos to find out if they are Asbestos and what type of Asbestos they

are, these are then listed and information on their condition, location,

amount, and any action required is included so that anyone doing work 

on the premises knows where the Asbestos is and does not disturb it.

 



Panel lining 
to sevice riser 
and floor

Panel on 
access hatch 
to service riser

Partition wall

Panel to vertical 
or horizontal beams

Loose asbestos 
inside partition 
walls

Panel behind 
electrical gear

Panel on 
or inside 
fire door

Panel behind/
under heaterBath Panel

Panel below
window

Heater cupboard 
around domestic 
boiler

Panel lining 
to lift shaft

Tiles, slats, canopies 
& firebreaks above 
ceilings

Textured coatings
 & paints

Sprayed coating
to beams columns, 
walls & ceilings

Loose asbestos 
in ceiling, wall 
or floor cavity 

CEILINGS
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INTERIOR WALLS 

& PANELS

 



Linoleum with asbestos 
paper backing

Lining to suspend floor Floor tiles

Roofing Felt

Wall cladding

Soffit

Roof sheets 
& tiles

Panel below window

Guttering 
& drainpipe

Coating to metal
wall panel

ROOF & EXTERIOR

WALLS
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FLOORING 

MATERIALS

 



Lagging

Gaskets

Anti-vibration gaiter

Gasket in pipe
& vessel points

Damaged lagging
& debris

Boiler access 
hatch rope seal

Lagging - 
boiler, calorifier

Boiler flue

Pipework

Paper lining under 
non-asbestos pipe
lagging

Paper lining
inside boiler
casing

BOILER, VESSELS 

& PIPES
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AIR HANDLING 

SYSTEMS



String seals 
on radiators

‘Caposil’ insulating blocks,
panels, paper, string etc.
in domestic heater

Gaskets, rope seals 
& panels in domestic 
heater

Water tank

Fire blanket

Brake/clutch lining

OTHER
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DOMESTIC 

APPLIANCES



WHEN AM I MOSTLY AT RISK?

You are mostly at risk when: 

! You are working on an unfamiliar site 

! The building you are working on was built before the year 2000 

! Asbestos containing materials were not identified before the job 

was started 

! Asbestos containing materials were identified but this information was 

not passed on by the people in charge to the people doing the work 

! You don't know how to recognise and work safely with asbestos 

! You know how to work safely with asbestos but you choose to put 

yourself at risk by not following proper precautions, perhaps to save 

time or because no one else is following proper procedures 

Remember, as long as the asbestos is not damaged or located somewhere

where it can be easily damaged it won't be a risk to you.

IF IN DOUBT CONTACT AN EXPERT
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WHERE MIGHT ASBESTOS BE?

It's not easy to tell asbestos from how it looks, and it needs to be properly 

identified in a specialist laboratory:

! Asbestos used as packing between floors and in partition walls 

! Sprayed ('limpet') asbestos on structural beams and girders 

! Lagging on pipework, boilers, calorifiers, heat exchangers etc 

! Asbestos insulating board - ceiling tiles, partition walls, service duct 

covers, fire breaks, heater cupboards, door panels, lift shaft lining, fire 

surrounds, soffits etc. 

! Asbestos cement products such as roof and wall cladding, bath panels, 

boiler and incinerator flues, fire surrounds, gutters, rainwater pipes, 

water tanks etc. 

! Other products such as floor tiles, mastics, sealants, rope seals and 

gaskets (in pipework etc.), millboard, paper products, cloth (fire 

blankets, etc.) and bituminous products (roofing felt, etc) 

Some of the examples listed above can only be carried out by a contractor

who has been granted a licence from the HSE.
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