DIESEL

Equipped with an Advanced Digital Control (5 to 32-kW units) or Decision-Makers
GENERATORS controller (11 to 200 kW) and the industry's most acoustically advanced sound
shields, KOHLERs diesel generators provide the ultimate in overall performance.

Standard Features Optional Accessories

* Remote start connection availability * Remote start and meter panel kit
¢ Class H insulation ¢ Siphon break

¢ Multivoltage adjustability ¢ Bemote digital gauge

¢ \/oltage regulation of £1-2% * Sound shield (depending on model)

* Frequency regulation +5% droop,
.8% steady state for mechanically
governed models, .5% isochronous
for electronically governed models

¢ Radio suppression

55-kW diesel generator

with sound housing

Information, specifications, materials and dimensions are subject to change without notice. 6




DIESEL GENERATORS

Model kW* Hz Cyl RPM Ph Voltage Amps Length x Width x Height mm (in) Weight
Housed (H)/Unhoused (U) kg (Ib)
6EKQOD 6 60 3 1800 1 120 50 (H) 780 (30.7) x 528 (20.8) x 559 (22) 222 (489)
120/240 50/25 (U) 743 (29.3) x 448 (17.6) x 536 (21.1) 185 (408)
5EFKOD 5 50 1500 1156/230 43.4/21.7
230 e
240 20.8
9EKOZD 8.5 60 3 1800 I 120 70.8 (H) 865 (34.1) x 528 (20.8) x 559 (22) 249 (549)
120/240 70.8/36.4  (U) 827 (32.6) x 448 (17.6) x 536 (21.1) 211 (465)
7EFKOZD T 50 1500 115/230 60.8/30.4
230 30.4
240 29.2
11EKOZD 11 60 4 1800 1 120 91.7 (H) 960 (37.8) x 528 (20.8) x 559 (22) 279 (615)
120/240 91.7/45.8  (U) 922 (36.3) x 448 (17.6) x 536 (21.1) 241 (531)
9EFKOZD 9 50 1500 115/230 78.3/39.1
230 39.1
240 37.5
11EKOZD 11 60 4 1800 3 220/380 20.9 (H) 960 (37.8) x 528 (20.8) x 559 (22) 280 (617)
240/416 19.1 (U) 922 (36.3) x 448 (17.6) x 536 (21.1) 242 (533)
9EFKOZD 9 50 1500 120/240 33.1
127/220 36.1
230/400 16.2
13EOZD 13 60 3 1800 1 120/240 108.4/64.2 (H) 1048 (41.3) x 635 (25) x 690 (27.2) 332 (7395)
115/230 95.7/47.8  (U) 936 (36.9) x 572 (22.5) x 659 (25.9) 297 (655)
11EFOZD 11 50 1500 230 47.8
240 45.8

*kW rating varies by voltage.
Consult the generator spec sheet for more detail.

Information, specifications, materials and dimensions are subject to change without notice.



DIESEL GENERATORS

Model kW* Hz Cyl RPM Ph Voltage Amps Length x Width x Height mm (in) Weight
Housed (H)/Unhoused (U) kg (Ib)
13EKOZD 13 60 3 1800 1 120 108 (H) 992 (397) x 601 (23.64) x 711 (27.99) 395 (870)
120/240 54 (U) 984 (38.76) x 563 (22.15) x 682 (26.86) 376 (830)

11EFKOZD 1 50 1500 230 48

240 38
13EKOZD 13 60 3 1800 1 120/280 45 (H) 992 (397) x 601 (23.64) x 711 (27.99) 395 (870)
3 120/240 39 (U) 984 (38.76) x 563 (22.15) x 682 (26.86) 381 (840)

120/240 54

127/220 43

139/240 39

277/480 20

11EFKOZD 11 50 1500 110/190 42

115/230 35

115/230 48

120/208 38

230/400 20

240/416 19

220/380 21
16E0ZD 15 60 3 1800 1 120/240 125/62.5  (H) 1048 (41.3) x 635 (25) x 690 (27.2) 338 (745)
115/230 113/56.5 (UJ) 936 (36.9) x 572 (22.5) x 659 (25.9) 376 (830)

13EFOZD 13 50 1500 230 56.5
240 54.2

15EKOZD 15 60 3 1800 1 120 125 (H) 1011 (39.80) x 601 (23.64) x 711 (27.99) 395 (870)
120/240 63 (J) 1003 (39.49) x 563 (22.15) x 682 (26.86) 376 (830)

13EFKOZD 13 50 1500 230 o7

240 38

"KW rating varies by voltage.

Consult the generator spec sheet for more detail.

Information, specifications, materials and dimensions are subject to change without notice.
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DIESEL GENERATORS

Model kW* Hz Cyl RPM Ph Voltage Amps Length x Width x Height mm (in) Weight
Housed (H)/Unhoused (U) kg (Ib)
15EKOZD 15 60 3 1800 1 120/280 52 (H) 1011 (39.8) x 601 (23.64) x 711 (27.99) 395 (870)
3 120/240 45 (U) 1003 (39.49) x 563 (22.15) x 682 (26.86) 376 (830)
120/240 63
127/220 49
139/240 45
277/480 23
13EFKOZD 13 50 1500 110/190 49
115/230 41
115/230 57
120/208 45
230/400 23
240/416 22
220/380 25
16.5EFKOZD 16.5 50 4 1500 1 110/190 62 (H) 1124 (44.25) x 601 (23.64) x 711 (27.99) 476 (1050)
3 115/230 &1 (U) 1117.1 (43.98) x 563 (22.15) x 682 (26.86) 440 (970)
115/230 76
120/208 56
230/400 30
240/416 28
220/380 30
17.56EFKOZD 165 50 4 1500 1 230 76 (H) 1124 (44.25) x 601 (23.64) x 711 (27.99) 476 (1050)
3 240 58 (U)1117.1 (43.98) x 563 (22.15) x 682 (26.86) 440 (970)

"KW rating varies by voltage.
Consult the generator spec sheet for more detail. Information, specifications, materials and dimensions are subject to change without notice. 9



DIESEL GENERATORS

Model kW* Hz Cyl RPM Ph Voltage Amps Length x Width x Height mm (in) Weight
Housed (H)/Unhoused (U) kg (Ib)
19.5EFKOZD  19.5 50 4 1600 1 110/190 74 (H) 1144 (45.05) x 601 (23.64) x 711 (27.99) 490 (1080)
3 115/230 61 (U) 1138 (44.81) x 563 (22.15) x 682 (26.86) 449 (990)
115/230 87
120/208 66
230/400 35
240/416 33
220/380 38
20EFKOZD 20 50 4 1500 1 230 87 (H) 1144 (45.05) x 601 (23.64) x 711 (27.99) 490 (1080)
240 77 (U) 1138 (44.81) x 563 (22.15) x 682 (26.86) 449 (990)
20E0ZD 20 60 4 1800 1 120/240 166.6/83.3  (H) 1137 (44.8) x 635 (25) x 690 (27.2) 375 (827)
115/230 148/74 (U) 1049 (41.3) x 578 (22.8) x 659 (25.9) 340 (749)
17EFOZD 17 50 1500 230 74
240 70.8
23EQZD 23 60 4T 1800 1 120/240 191.6/95.8 (H) 1137 (44.8) x 635 (25) x 690 (27.2) 387 (853)
20EFOZD 20 50 1500 115/230 174/87 (U) 1049 (41.3) x 578 (22.8) x 659 (25.9) 352 (776)
230 8r
240 83.3
28EOZD 28 60 4 1800 1 120/240 233.4/116.7 (H) 1295 (51) x 635 (25) x 810 (31.9) 621 (1370)
25EFOZD 25 50 1500 115/230 108.7 (U) 1188 (46.8) x 635 (25) x 767 (30.2) 576 (1270)
230 108.7
240 104.2

*kW rating varies by voltage.
Consult the generator spec sheet for more detail. Information, specifications, materials and dimensions are subject to change without notice. 10





