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SSSNNNOOOWWW   PPPLLLOOOUUUGGGHHH   BBBLLLAAADDDEEE   WWWIIITTTHHH   AAADDDJJJUUUSSSTTTAAABBBLLLEEE   AAANNNGGGLLLEEE   
   

The revolutionary blade WITH ADJUSTABLE ANGLE was first introduced into the GARNERO range 
in 2008: innovative, because the mechanism which adjusts the angle of the blade to the ground 
does not replace the shockproof system. Instead, they work together to give the following 
advantages in the event of severe stresses: 
 

 
 The cylinder is connected to the nitrogen 

accumulator and acts as a shock absorber in 
critical situations. It does not, however, take 
the full thrust, as the buffers absorb most of 
it.    

 In the event of an impact when the buffer is 
completely compressed, the cylinder absorbs 
the blow by retracting. In this way it can 
protect the stem and avoid straining the 
ring nut.  

 The blade can be tilted even further to avoid 
any protruding obstacles.  

 
 
The GARNERO blade with adjustable angle is available for the models SL 24, SL 24M, SL 26, SL 
26M, SL 28, SL 28M, SL 30, SL 30M and, if necessary, the clearing width, blade height and main 
angle can be customised (it can be tilted 50% forwards and 50% backwards from the 
perpendicular, or 20% forwards and 80% backwards, 30% backwards and 70% forwards, etc.).  
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Adjustment of the tilt angle of the snow plough blade to the ground always provides the ideal 
conditions in the different work stages to obtain a perfectly clean road surface: 

 
 Full forward to keep the layer of soft snow low, and to discharge further away, if there 

are no high banks (Fig. 1) 
 Halfway to work under normal conditions (Fig. 2) 
 With the scraper edge perpendicular to the ground to penetrate and scrape frozen 

surfaces better 
 Full back to discharge snow higher in the event of double guard-rails or high banks (Fig. 

3) 
 Full back resting on the side rams (optional), to adjust height from the ground on rough 

or uneven surfaces.  
 
 

 
Fig. 1       Fig. 2    Fig. 3 
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