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PIONEER CCM MECHANICAL 
INTERNAL CASING CUTTER 

The PIONEER CCM range of Casing Cutters is designed to
reliably cut casing and be easily redressed to cut different sizes
of casing.  The cutter consists of three sections, the wiper block 
sub-assembly to assist setting the tool in the casing, the slip
sub-assembly to solidly anchor the tool in position and the cutter
sub-assembly to perform the cut (comprising 3 - 5 knives, 
depending on the size of the tool). 
 
The Cutter is lowered into the hole to the required depth. By
slowly rotating to the right, the Slip Assembly will be drawn out
by the Cone to anchor the cutter in the casing. Continued
lowering of the string will force the knives outwards to start
cutting.  The cut is completed when free rotation is indicated.
The cutter can then be removed or reset for further cutting. 
 
If the operator wishes to avoid the possibility of cutting through
a collar then the optional collar finder accessory (not illustrated)
should be employed. When the cutter is equipped with a nut
with a collar finder connection the collar finder can be run
below the cutter and provide the operator with a means of
positioning the cutter clear of any collars. 
 
The collar finder smoothly negotiates unobstructed casing when 
tripping down-hole but if the string is lifted such that the locator
tries to pass a collar a noticeable reaction can be seen at surface.
As this relies on a shear mechanism, it will function only once
per trip. 
 
NOTE  
PIONEER manufacture a wide range of Fishing & Retrieval
Tools.    Contact our Sales Office for further information. 



 

 

 
 
 

List of Parts 
Cutter 
Assembly 

Cutter 
OD 

Tubing 
Casing 

Approximate 
Assembly Weight 

Recommended Spares 

CCM0400 4” 5” 130 lbs.
  51/2” 
CCM0500 5” 6” 180 lbs.
  65/8” 
  7” 
CCM0569 511/16” 7” 250 lbs.
  75/8” 
  8” 
  81/2” 
CCM0725 71/4” 85/8” 410 lbs.
  9” 
  95/8” 
CCM0825 81/4” 95/8” 680 lbs.
  103/4” 
  113/4” 
CCM1175 113/4” 13” 1120 lbs.
  133/8” 
CCM1450 141/2” 16” 1150 lbs.
  185/8” 
CCM1863 185/8” 20” 1200 lbs
  203/4” 

6 sets of Knives 
2 sets of Knife Pins                         
6 sets of Knife Springs                     
2 sets of Knife Spring Screws          
1 sets of Grip Jaws                          
1 sets of Grip Jaw Spring 
1 set of Wiper Blocks                      
1 set of Wiper Block Springs 
1 set of Wiper Block Screws 
1 set of Slips 
1 Wickered Sleeve. 

As the policy of Pioneer Oil Tools is one of continual product improvement, 
we reserve the right to change designs or specifications without notice. 

Specify when ordering: 
 • Name and number of the assembly. 
 • Size of the casing to be cut. 
 • Top connection. 
 • Nut type (standard or collar finder type)  
 
Note: 
The Pioneer Casing Cutter can be converted to cut other sizes of casing, as indicated above. In most 
cases, this conversion can be done by changing the top thrust, slips and wiper blocks. 
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