
Model SYStainless Steel Float Valve :

These float valves use the weight and 
buoyancy of their float to keep water
levels constant inside water reservoir 
tanks. SY float valves cannot only be 
used with tap water, but can also be 
used with special fluids, such as pure 
water, seawater etc.

1. The S.S316 stainless steel body and 
    parts prevent stains and rust.
2. Lost wax casting provides the benefits 
    of thin walls and lightness.
3. SY 13~25 are double fulcrum type valves.
4. SY40-100 are pressure-balanced, 
    double-linked types with built-in 
    strainers. They don't fluctuate with water 
    pressure.
5. SY can minimize water waves with a 
    wide skirt.

MODEL  SY 20mm MODEL  SY 80mm

●Operating Conditions:

3 421
15 20 25 40 50 65 80 100

2-1/21-1/21/2 3/4
Nominal Size

Applicable Fulid
Working Temperature
Working Pressure (inlet)

Shell Test Pressure

MODEL SY
mm
inch

Water

1.75MPa
above 0 to 1.0MPa 

0  to  100oC

O
ut

 F
lo

w
 (L

/m
in

)

Inlet Pressure (MPa)

SY100

SY80
SY65

SY50

SY40

SY25

SY20

SY13

3000
2000

1000

500

300

200

100

50

30
20

10

5

3
0.01 0.03 0.05 0.1 0.2 0.3 0.5 1.0

S.S.316=316S31(BS),S31600(ASTM)※

●Features:

●Basic Application: ●Flow Characteristics:

BRONZE VALVES manufactured by


