
 
 
 
 
 
 
 

FENCE & BARN RED 
OIL-BASED FENCE & BARN PAINT 

 
         Product Description: 

   A premium quality oil-based paint formulated 
especially for fences and barns. It is easy to apply 
and offers long term durability on new or 
weathered surfaces. This product contains an 
effective mildewcide which is designed to resist the 
growth of mildew on the dried paint film. Can also 
be used on interior barn surfaces, silos, sheds, 
concrete or properly prepared metal. 
 
Performance Information: 
* Blended with linseed-oil and alkyd resin to 
    provide durability and flexibility 
* Very cost effective 
* Semi-gloss finish 
* Excellent hiding power 
* Good weather protection 
* Will not rub off on horses or humans 
* Lead-free, safe around valuable stock 
 
Uses: 
* Barns 
* Run In Sheds 
* Fences 
* Concrete 
* Metal 
* Silos 
* Tanks 

Characteristics: 
* Color - Barn Red 
* Finish - Semi-Gloss, 40 to 60 units at 60 deg. 
* Drying time - @ 77F and 50% relative humidity 
    To Touch: 4 to 6 hours 
    Dry: 8 hours 
    Re-coat: after overnight dry 
* Flash point - 105F (PMCC) 
* Viscosity - 90KU 
* Recommended coverage rate: 
    3 & 4 board plank fence - 16 running feet per 
gallon (both sides) 
    1 board plank fence - 26 running feet per                 
gallon (both sides) 
    Barns - 325 sq. ft. per gallon on smooth 
surfaces 
* Shelf life - 2 years (unopened, proper agitation) 
* Package - 5 gal pails, 55 gal drums 
* VOC - less than 380 grams/liter 
 
Application: 
* Apply to clean dry surface with brush, roller or 
spray 
* Airless spray requirements: 
    Rating - 0.66 gallons per minute minimum 
    Pressure - 1800 to 2000psi 
    Filter - 60 mesh 
    Tip - .017" to .021" 
* No thinning recommended 
* Stir thoroughly before applying 
* Application temperature - Above 45F (8C) 
* Clean up with mineral spirits 
                                                  

 


