SILOS A FONDO PIATTO

®
FLAT BOTTOM SILOS

Sono costruiti in misure standard per un carico e scarico centrale per gravita e vengono montati su una platea in C.A.
piana. Sono destinati allo stoccaggio di tutti i tipo di grani secchi con buono scorrimento ( frumento, mais, sorgo, sega-
le, soia, riso, girasole, colza ecc...) Per certe applicazioni (stoccaggio legno pellet zucchero polystyrenne ecc... ) sono ins-
tallati su fondi conici.

Diametri da 2,68 MT a 31,98.

They must be constructed on a flat slab. The standard design is for a central and gravity emptying.

They are designed to store any kind of dry and easy flowing cereals (wheat, maize, barley, rye, soya beans, field peas,
paddy; sunflower, rape seeds...)

For some applications a special design is necessary : grain pellets, well flowing industrial pellets (wooden pellets, saw-
dust, woadchips, polystyrene), installation on conical bottom.

Diameters : from 2,68m to 31,98m
Height of cylinder : standard up to 27,5Tm

Capacité en m’ (calculée avec un cone supérieur a 28°)
Capacity in n¥ (calculated with an upper cone 28°)
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DIAMETRE (m) 268 328 357 387 446 475 534 623 712 800 B90 980 1066 11,55 1245 1333 1510 1600 1777 19,54 21,32 2398 2843 3198
*** HAUTEUR TOIT (m) 08 1,00 109 117 132 14 156 18 245 238 262 285 309 333 356 38 427 45 498 493 54 611 724 819
NB | HAUTEUR - - B o
CYLINDRE (m)
| e 27 41 49 58 78 83 113 157 T - N
5 578 34 51 60 72 96 109 133 191 250 32 403 494 591 701 823 953
5 6,93 40 61 72 8 114 130 165 296 298 380 474 580 693 821 962 1112 1452 1644 2062
7 8,07 47 70 84 99 132 150 190 261 344 437 545 @67 795 940 1101 1272 1857 1874 2346
8 9,22 53 80 95 112 150 170 216 295 389 495 616 753 897 1060 1240 1432 1862 2104 2630 3241 3810 5007 7412 9621
) 10,36 60 % 106 126 168 190 241 331 435 552 688 B39 999 1180 1380 1501 2066 2334 2913 3583 4317 5523 B127 10540
10 11,50 66 99 118 139 185 21 267 366 480 610 759 926 1101 1300 1519 1750 2271 2564 3197 3925 4724 6040 8853 11458
11 12,65 72 109 129 153 203 231 292 401 528 867 830 1012 1203 1420 1858 1910 2476 2794 3481 4270 5135 6556 9579 12375
12 13,79 79 119 141 166 221 251 318 436 571 725 901 1088 1305 1540 1798 2070 2681 3024 3764 4612 5542 7073 10304 13295
13 14,84 85 128 152 179 239 271 344 470 617 782 972 1184 1408 1660 1937 2230 2885 3254 4048 4956 5052 7590 11030 14213
14 16,08 91 137 163 192 257 201 370 505 663 840 1044 1271 1510 1779 2076 2390 3091 3484 4332 5298 6359 8107 11755
15 17,23 97 148 174 205 275 31 395 540 708 897 1115 1357 1612 1899 2215 2540 3206 3714 4616 5643 B770 88623 12481
16 18,36 202 33 421 574 754 955 1186 1443 1714 2019 2355 2709 3500 3944 4900 5982 7173 9140 13207
17 19,52 311 351 447 608 800 1012 1257 1530 1816 2130 2494 2868 3705 4174 5183 5330 7587 9657
18 20,66 329 371 473 642 846 1070 1328 1616 1018 2250 2633 3028 3910 4404 5467 6672 7994 10173
19 21,81 499 676 892 1128 1399 1702 2020 2379 2772 3188 4115 4634 5751 7017 B405
20 22,95 505 710 938 1186 1470 1788 2122 24989 2911 3348 4320 4864 6035 7358
21 2409 1244 1541 1874 2224 2619 3050 3508 4525 5094
22 25,23 1302 1612 1960 2326 2739 3189 3668 4730
23 26,37 2428 2858 3328 3828
24 27,51 2530 2979
*Nb of rings **Cylinder height ***Roof height
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Disponiamo di silos con fondo conico a 45° e 60° con struttura metallica di sostegno eseguita in carpenteria zincata a a8
bagno caldo per carico veloce su camion a svuotamento rapido. §
Disponiamo di silos con cono ventilato all'interno a completo svuotamento. £
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