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ASSOCIATED  
MOBILE CRANES

is a family owned and operated 
company that has been in the crane 
industry for more than 40 years.

We pride ourselves on supplying the 
best and latest technology mobile 
crane fleet to do your job.

We work closely with our customers to 
ensure the most efficient crane is used 
to the lifting specifications of your site.

We strive to remain compliant in all 
areas of the industry with up to date 
maintenance on all of our fleet, current 
crack tests and green stickers and 
provision of all relevant paperwork in a 
timely manner.

Rob Clark 
DIRECTOR 
My background has been transport and 
lifting for over 40 years and I am proud 
to say accident free for all of them.

My aim is to ensure all employees, 
contractors, visitors and general public 
are provided with safe and healthy 
workplaces.  The strength in this 
company comes from our dedicated 
and passionate crane professionals.

I have watched my company grow from 
strength to strength and am proud 
to be able to provide my companies 
service to you.

SITE INSPECTIONS  
& QUOTES 
For all site inspections and quotes 
please contact our sales rep on  
0458 999 229. 
admin@clarkcranes.com.au

INSIDE FRONT COVER
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CLARK CRANES
Clark Cranes is also a family owned 
company that has been in the industry 
since 1989.

We pride ourselves on our rapid 
growth which sees us as a leading edge 
competitor for your tower crane and 
hoist requirements.   

We can provide the latest technology 
tower cranes on the market which is why 
we have aligned ourselves with Raimondi.

We have recently expanded to 
include Electroelsa hoists to our fleet 
of equipment. These state of the art 
hoists with touch screen level selection 
and variable speed drives means less 
maintenance and cost.

With the ability to provide the latest 
lifting equipment for your project which 
includes but is not limited to kibble 
buckets, man/brick cages, plaster cages, 
tip bins and now loading decks, we aim 
to complete your job from start to finish 
at a cost competitive price.

Mick Clark 
DIRECTOR 
I have been in the industry for  
over 20 years where I started driving  
a crane truck and gradually working  
my way up through each crane.

I started Clark Cranes in 2008 and  
am proud to have grown this business 
into what it is today with my passion 
and devotion to my customers and  
staff alike.

I am available to assist you at any time 
for any job you require so just give  
me a call on 0418 107 566 for  
your next project.  

3

AMC0376_Booklet_2018.indd   3 13/12/2018   8:26 AM



Associated 
Mobile 
CranesAMC

3 Tonne Crawler Crane - Maeda� 6

13 Tonne Kato� 8

20 Tonne Franna� 10

25 Tonne Franna� 12

35 Tonne Liebherr� 14

60 Tonne Liebherr� 16

100 Tonne Liebherr� 18

130 Tonne Grove� 20

220 Tonne Grove� 22	

300 Tonne Liebherr� 24

4

AMC0376_Booklet_2018.indd   4 13/12/2018   8:26 AM



5

Raimondi MRT42� 26

Raimondi MRT84� 27

Raimondi MRT144� 28

Raimondi MRT189� 29

Raimondi MRT223� 30

Raimondi MRT294� 31

Raimondi LR60� 32

Raimondi LR174� 33

Raimondi LR213� 34

Terex CTL260	 � 36 
Terex CTL340	�  38 
Terex CTL430� 39

Electroelsa EHM 1000� 40

Electroelsa EHM 2500/10� 40

Electroelsa ELSA H20PLC� 40

Electroelsa EHP 1500PLC� 41

Electroelsa EHM 2500/35� 41

Crane Deck 2200� 43 

Crane Deck 2800� 44 

Crane Deck 3200� 45 

Lifting Accessories� 46

Contact details� 47

AMC0376_Booklet_2018.indd   5 13/12/2018   8:26 AM



Associated 
Mobile 
CranesAMC

6

AMC0376_Booklet_2018.indd   6 13/12/2018   8:26 AM



7

3Tonne CRAWLER CRANE
3 Tonne  
Crawler Crane
This different style of crane is designed 
to walk into tight spaces and set up its 
outriggers in a spider like configuration 
and still reach up to 12m to place steel 
beams/building materials and even 
swimming pools.   
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13 Tonne Kato
This is a fantastic little crane for getting 
down those tight little driveways and 
into backyards to erect whatever you 
need. This very versatile machine is the 
smallest in our line up, but with 24 m 
of boom this crane will amaze even the 
operator.  With a small footprint of 2.2m 
wide and 5m long. 
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13Tonne KATO
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20 Tonne Franna
Designed and built in Australia, this 
Franna crane can pick up and carry 
almost anything you need. It articulates 
in the centre which gives the machine 
excellent turning ability around sites 
and a total reach of 18.5m you can’t 
afford not to have it on your site.  
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20Tonne FRANNA
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25 Tonne Franna 
This is our latest Franna Crane to  
our fleet and the second MAC 25T.  
The crane is built for those heavy lifts 
where you cannot fit a mobile truck 
crane or if your head height is limited. 
With 16m of hydraulic reach plus a fly  
it can reach almost anything.
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25Tonne FRANNA
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35Tonne LIEBHERR

35 Tonne Liebherr
Liebherr has really shown their 
experience in the industry by producing 
one of the most awesome pieces of 
machinery on the market. 

It has 4 wheel steering, hydraulic 
suspension, joystick control and drive 
ability from top cab. 

As it has 30m of main boom and 15m of 
fly, this amazing crane can do 40m radius 
with 500kg with such a small set up area.
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60 Tonne Liebherr
All Terrain Cranes like this three axle machine are the best mid-size crane in its class for maneuverability with an  
option of CRAB steering and reach that allows us to access into some of the most confined sites to complete the  
job for our customers.
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LIEBHERR60Tonne 
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100 Tonne Liebherr
Associated Mobile Cranes are pleased 
anounce our newest addition to our 
fleet the Leibherr LTM-1100 -4.2.

With a live boom length of 60m and 
hydraulic luffing fly, this compact 
machine can access almost anywhere.
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100Tonne LIEBHERR
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130Tonne GROVE

130T Chart
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220Tonne GROVE

Ra = Radius all wheels steered
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300Tonne LIEBHERR
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MRT42
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Raimondi MRT42

4.000 Kg

JIB 18.0 24.0 30.0 36.0 36.0

1.5 12.0 12.0 12.0 12.0 10.0

6 4000 4000 4000 4000 4000

8 4000 4000 4000 4000 4000

10 4000 4000 4000 4000 4000

12 4000 4000 4000 4000 3858

14 3828 3756 3670 3576 3261

16 3312 3250 3174 3093 2819

18 2915 2860 2794 2721 2478

20 2550 2490 2426 2208

22 2299 2245 2185 1988

24 2090 2040 1986 1806

26 1869 1819 1653

28 1721 1676 1522

30 1595 1552 1409

32 1444 1310

34 1349 1223

36 1256 1146

39 1045
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42 MRT84
Raimondi MRT84
This is the most popular mid-sized tower crane that we have in 
Australia, it is a remote controlled crane but it can be fitted with 
a cabin for special orders. With a tower size of 1.2 x 1.2 and free 
stand up to 42 metres and can be erected either on a  
concrete base in the ground or above  
ground with ballast.

2.500 Kg / 5.000 Kg

JIB 24.0 30.0 36.0 42.0 48.0 51.0

1.5 18.5 18.0 17.0 16.0 16.0 14.0

12 5000 5000 5000 5000 5000 5000

14 5000 5000 5000 5000 5000 5000

16 5000 5000 5000 5000 5000 4810

18 5000 5000 4893 4606 4416 4221

20 4706 4735 4357 4099 3929 3754

22 4238 4263 3920 3687 3533 3374

24 3850 3873 3559 3346 3205 3060

26 3543 3255 3058 2928 2795

28 3263 2995 2813 2692 2569

30 3020 2771 2601 2489 2373

32 2575 2416 2311 2203

34 2403 2253 2155 2053

36 2250 2109 2016 1920

38 1980 1892 1802

40 1865 1781 1695

42 1760 1680 1599

44 1589 1511

46 1506 1432

48 1430 1359

51 1260
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MRT144
Raimondi MRT144
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MRT144 MRT189

LOAD DIAGRAM 10.0T - MRT 189
JIB (m): 25 30,5 36,5 42,5 48 54 60 65

Load 10T: 25,0 25,4 25,1 24,6 23,0 21,8 20,5 19,0
17 10000 10000 10000 10000 10000 10000 10000 10000

18 10000 10000 10000 10000 10000 10000 10000 10000

19 10000 10000 10000 10000 10000 10000 10000 9973

20 10000 10000 10000 10000 10000 10000 10000 9410

21 10000 10000 10000 10000 10000 10000 9794 8903

22 10000 10000 10000 10000 10000 9873 9248 8443

23 10000 10000 10000 10000 9983 9391 8793 8024

24 10000 10000 10000 10000 9516 8949 8378 7642

25 10000 10000 10000 9819 9088 8544 7996 7291

26  9746 9631 9396 8693 8171 7645 6967

27 9342 9231 9005 8329 7827 7320 6668

28 8967 8860 8642 7991 7507 7020 6391

29 8619 8516 8305 7677 7211 6740 6134

30 8294 8195 7992 7385 6934 6480 5894

30,5 8140 8042 7843 7246 6803 6356 5780

31 7895 7698 7112 6676 6236 5670

32 7614 7424 6856 6434 6009 5461

33 7351 7167 6616 6207 4795 5264

34 7103 6925 6391 5994 5597 5079

35 6870 6697 6178 5793 5405 4905

36 6650 6482 5978 5604 5227 4741

36,5 6545 6379 5882 5513 5141 4662

37 6279 5789 5425 5058 4586

38 6086 5610 5256 4898 4439

39 5904 5440 5095 4747 4300

40 5731 5279 4943 4606 4167

41 5567 5126 4798 4467 4042

42 5410 4980 4660 4668 3922

42,5 5335 4910 4594 4275 3865

43 4841 4529 4214 3809

44 4709 4404 4096 3700

45 4582 4284 3983 3596

46 4461 4170 3876 3497

47 4346 4061 3773 3402

48 4235 3956 3674 3312

49 3855 3580 3225

50 3759 3489 3141

51 3667 3402 3061

52 3578 3318 2984

53 3495 3238 2910

54 3410 3160 2838

55 3085 2770

56 3013 2703

57 2944 2639

58 2877 2578

59 2812 2518

59,5 2781 2489

60 2750 2461

61 2406

62 2351

63 2299

64 2249

65 2200

+85Kg

Raimondi MRT189
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MRT223
Raimondi MRT223
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MRT223 MRT294
Raimondi MRT294
This crane is Raimondi’s largest hammerhead crane with maximum lift of 14T  
and a jib length of 76m.  Perfect for larger sites where concrete panel construction 
is at its best.
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LR60
Raimondi LR60
This is Raimondi’s smallest luffer and is handy for tight jobs.
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LR60
Raimondi LR174

LR 174
LRH174

  TECHNICAL DATA SHEET  ▪  LRH174  REV. 00.2018  www.raimondi.co

50 m

1,7 m

30 m

4 m

0,9m

25
.7

 m

3.6 m

45 m40 m

5,4m

26m

35 m26 m

4 
m

4.
1 

m

3.
3 

m

30
.2

 m

3.
8 

m

35
.9

 m
52

.4
 m

46
.3

 m

3.
6 

m

41
.1

 m

3.
5 

m

50m

30m

35m

40m

45m

3 
m

5 m

7.8 m

H
 T

HT    Tower height
Altezza torre
Hauteur de la tour

2000/14/CE 

A4 EN 14439 c25  

10t

LRH174

  TECHNICAL DATA SHEET  ▪  LRH174  REV. 00.2018  www.raimondi.co

ULTRALIFT  If the crane is not equipped with Ultralift control, all intermediate loads are decreased by 10% / Senza i l sistema 
Ultralift tutte le portate intermedie diminuiscono i l carico del 10% 

Freccia 26,0 m 30,0 m 35,0 m 40,0 m 45,0 m 50,0 m
Tip load 
10t ► 3,4-21 3,5-20,5 3,5-20 3,5-20 3,5-19 3,65-30

LR
H1

74
 - 

 1
0,

0t
  

 U
L

17,5 10000 10000 10000 10000 10000 5000

18 10000 10000 10000 10000 10000 5000

18,5 10000 10000 10000 10000 10000 5000

19 10000 10000 10000 10000 10000 5000

19,5 10000 10000 10000 10000 9784 5000

20 10000 10000 10000 10000 9505 5000

22,5 9335 9124 8986 8818 8289 5000

25 8271 8076 7945 7786 7308 5000

26 7865 7710 7583 7427 6967 5000

27,5 7206 7086 6935 6499 5000

30 6435 6363 6221 5821 5000

32,5 5743 5612 5244 4516

35 5170 5085 4745 4069

37,5 4622 4310 3679

40 4180 3926 3336

42,5 3582 3031

45 3245 2757

47,5 2507

50 2255
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Raimondi LR213 LR213

  TECHNICAL DATA SHEET  ▪  LR213  REV. 00.2018 www.raimondi.co

JIB 28,0 33,5 39,0 44,5 50,0 55,0

Tip load 14t ► 23,0 22,5 22,4 22,3 22,0 20 m

LR
21

3 
-  

14
,0

t 
/ 

 7
,0

t

22 14000 14000 14000 13990 14000 14000

22,5 14000 14000 13833 13575 13650 13599

24 13473 13016 12661 12402 12437 12363

28 10450 10485 10167 9920 9877 9756

30 9431 9162 8928 8858 8720

32 8450 8272 8058 7968 7816

33,5 7700 7666 7475 7372 7213

34 7471 7287 7182 7000

35 7096 7000 7000 7000

39 6050 6039 5956 5806

40 5749 5671 5520

43 4925 4886 4741

44 4652 4645 4503

44,5 4510 4528 4389

45 4411 4275

46 4184 4056

47 3962 3845

48 3743 3642

49 3525 3445

50 3300 3253

51 3067

53 2706

55 2255

ULTRALIFT  If the crane is not equipped with Ultralift control, all intermediate loads are decreased by 10% / Senza i l sistema Ultralift 
tutte le portate intermedie diminuiscono i l carico del 10% / Les charges intermediaires sont diminuées de 10% si la grue n’est pas 
équipé d’un controle Ultralift. / Mit dem ULTRALIFT-System erhöhen alle Zwischenbelastbarkeiten die Last um 10% / Без ultrali ft 
промежуточный вес уменьшается на 10%.
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LR213
LR213

  TECHNICAL DATA SHEET  ▪  LR213  REV. 00.2018 www.raimondi.co
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m
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4,7m
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HR 43,2m C25 
HR 37,3m D25
HR 49,1m FEM1.001

B

HR 42,5m C25 
HR 36,6m D25
HR48,4m FEM1.001

E HR 39,1m C25 
HR 33,2m D25
HR 45,0m FEM1.001

D

HR    Main bearing level 
Altezza ralla
Hauteur couronne
Drehsattel Hohe 
Высота упорного 
подшипника

A4 EN 14439 C25  D25 - FEM 1.001

2000/14/CE 

14t
Raimondi LR213
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TEREX CTL 260

5

15 m 20 m 25 m 30 m 35 m 40 m 45 m 50 m 55 m

9 t 27,90 m t 9,00 9,00 9,00 8,12 6,54 5,36 4,44 3,70 3,10

13,5 t 20,40 m t 13,50 13,50 10,45 8,14 6,50 5,26 4,30 3,53 2,90

9 t 31,90 m t 9,00 9,00 9,00 9,00 7,92 6,54 5,46 4,60

13,5 t 22,60 m t 13,50 13,50 11,91 9,34 7,50 6,13 5,05 4,20 *

18 t 17,90 m t 18,00 15,76 11,91 9,34 7,50 6,13 5,05 4,20

9 t 32,80 m t 9,00 9,00 9,00 9,00 8,28 6,88 5,80

13,5 t 23,20 m t 13,50 13,50 12,30 9,71 7,86 6,48 5,40 *

18 t 18,20 m t 18,00 16,19 12,30 9,71 7,86 6,48 5,40

9 t 33,70 m t 9,00 9,00 9,00 9,00 8,60 7,20

13,5 t 23,70 m t 13,50 13,50 12,64 10,04 8,19 6,80 *

18 t 18,50 m t 18,00 16,54 12,64 10,04 8,19 6,80

9 t 34,00 m t 9,00 9,00 9,00 9,00 8,70

13,5 t 23,80 m t 13,50 13,50 12,70 10,13 8,30 *

18 t 18,60 m t 18,00 16,55 12,70 10,13 8,30

9 t 30,00 m t 9,00 9,00 9,00 9,00

13,5 t 23,90 m t 13,50 13,50 12,77 10,20 *

18 t 18,70 m t 18,00 16,63 12,77 10,20

  
30 m 1 + 2 + 6

35 m 1 + 2 + 5 + 6

40 m 1 + 2 + 3 + 6

45 m 1 + 2 + 3 + 5 + 6 

50 m 1 + 2 + 3 + 4 + 6

55 m 1 + 2 + 3 + 4 + 5 + 6

H
1 2 3

H1 H + 8,50 m H + 29,20 m H + 23,70 m

H2 H + 9,80 m H + 34,40 m H + 29,60 m

H3 H + 11,10 m H + 39,60 m H + 35,80 m

H4 H + 12,50 m H + 44,80 m H + 40,50 m

H5 H + 13,80 m H + 49,90 m H + 45,20 m

H6 H + 15,10 m H + 55,00 m H + 49,90 m

Load Diagram · Lastkurven · Courbes de charges · Curvas de cargas ·  
Diagramma di portata · Diagrama de carga · Диаграмма грузоподъёмности

CTL 260-18

* = + 200 kg [  -  50 m - 45 m - 40 m - 35 m - 30 m]

Jib and Tower Height Configurations · Ausleger- und Turmkonfigurationen ·
Configurations de la flèche et du mât · Configuraciones de pluma y torre · 
Configurazioni torre e braccio · Configuração de lança e altura de torre · 
Конфигурация башни и стрелы

Load diagram not consider rope weight: p = 1.3 Kg/m · Lastkurven beinhalten nicht das Eigengewicht des Hubseils: p = 1,3 Kg/m ·  
La courbe de charge ne tient pas compte du poids du câble p = 1,3 kg/m · La tabla de cargas no incluye el peso del cable: p = 1,3 kg/m ·  
Diagramma di carico senza peso fune di sollevamento: p =1.3 kg/m · Diagrama de carga não considera o peso da corda: p = 1,3 kg / m · 
Грузовысотная характеристика составлена без учета веса каната: p = 1.3 кг\м
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CTL260

4

19,00 m

21,20 m

23,40 m

25,60 m

67 AFC 90

 A (5,00 t) B (5,00 t) C (2,00 t)

30 m 1 3 1

35 m 1 3 1

40 m 1 4 0

45 m 1 4 0

50 m 1 4 0

55 m 1 4 1

3,90 m

11
,7

0 
m

H1

30 m

H2

35 m

H3

40 m

H4

45 m

H5

50 m

H6

55 m

H3

H2

H1

H4

H5

H6

H6

5,00 m

H5

4,60 m

H4

4,20 m

H3

3,70 m

H2

3,30 m

H1

2,80 m

2

3

1

H

85 °

65 °
60 °

55 °

15 °

2,90 m

8,00 m

19,60 m

19,40 m

LOad diagRam 
Lastkurven · Courbes de charges · Curvas de cargas · Diagramma di portata ·  
Diagrama de carga · Схема нагрузок

1
Maximum jib · Max. Ausleger · Flèche maxi. ·  
Pluma maxima · Sbraccio massimo · Lança maxima · 
максимальний вылет стрелы

2

Minimum jib (in service) · Mindst. Ausleger in 
Betrieb · Flèche min. en service · Pluma minima 
en servicio · Sbraccio minimo in servizio · Lança 
minima em serviço · минимальный вылет стрелы 
при работе

3

Minimum jib (out of service) · Mindst. Ausleger 
außer Betrieb · Flèche min. hors service ·  
Pluma minima fuera de servicio · Sbraccio minimo 
in fuori servizio · Lança minima fora de serviço · 
минимальный вылет стрелы в стационарном 
состоянии
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CTL340
TEREX CTL 340

5

10 m 15 m 20 m 25 m 30 m 35 m 40 m 45 m 50 m 55 m 60 m

12 t 21,30 m t 12,00 12,00 12,00 10,18 8,42 7,15 6,21 5,47 4,88 4,40 4,00

12 t 24,40 m t 12,00 12,00 12,00 11,72 9,70 8,25 7,17 6,32 5,65 5,10

18 t 16,30 m t 18,00 18,00 14,57 11,53 9,50 8,06 6,97 6,12 5,45 4,90

12 t 27,40 m t 12,00 12,00 12,00 12,00 10,94 9,32 8,10 7,15 6,40

18 t 18,10 m t 18,00 18,00 16,26 12,84 10,56 8,93 7,71 6,76 6,00 *

24 t 13,70 m t 24,00 21,96 16,26 12,84 10,56 8,93 7,71 6,76 6,00

12 t 29,40 m t 12,00 12,00 12,00 12,00 11,76 10,02 8,71 7,70

18 t 19,40 m t 18,00 18,00 17,47 13,81 11,37 9,62 8,31 7,30 *

24 t 14,70 m t 24,00 23,58 17,47 13,81 11,37 9,62 8,31 7,30

12 t 30,90 m t 12,00 12,00 12,00 12,00 12,00 10,57 9,20

18 t 20,40 m t 18,00 18,00 18,00 14,58 12,01 10,17 8,80 *

24 t 15,50 m t 24,00 24,00 18,44 14,58 12,01 10,17 8,80

12 t 31,00 m t 12,00 12,00 12,00 12,00 12,00 10,80

18 t 20,80 m t 18,00 18,00 18,00 14,89 12,27 10,40 *

24 t 15,80 m t 24,00 24,00 18,83 14,89 12,27 10,40

  
35 m 1 + 2 + 4 + 6

40 m 1 + 2 + 3 + 6

45 m 1 + 2 + 3 + 4 + 6

50 m 1 + 2 + 3 + 5 + 6 

55 m 1 + 2 + 3 + 4 + 5 + 6

60 m 1 + 2 + 3 + 4 + 4 + 5 + 6

H
1 2 3

H1 H + 10,30 m H + 34,90 m H + 30,20 m

H2 H + 11,70 m H + 40,10 m H + 36,40 m

H3 H + 13,00 m H + 45,30 m H + 41,10 m

H4 H + 14,40 m H + 50,40 m H + 45,70 m

H5 H + 15,70 m H + 55,60 m H + 50,40 m

H6 H + 17,00 m H + 60,70 m H + 55,10 m

Load Diagram · Lastkurven · Courbes de charges · Curvas de cargas ·  
Diagramma di portata · Diagrama de carga · Схема нагрузок

CTL 340-24

* = + 200 kg [  -  50 m - 45 m - 40 m - 35 m ]

Jib and Tower Height Configurations · Ausleger- und Turmkonfigurationen ·
Configurations de la flèche et du mât · Configuraciones de pluma y torre · 
Configurazioni torre e braccio · Configuração de lança e altura de torre · 
Конфигурация башни и стрелы

Load diagram not consider rope weight: p = 1.6 Kg/m · Lastkurven beinhalten nicht das Eigengewicht des Hubseils: p = 1,6 Kg/m ·  
La courbe de charge ne tient pas compte du poids du câble p = 1,6 kg/m · La tabla de cargas no incluye el peso del cable: p = 1,6 kg/m ·  
Diagramma di carico senza peso fune di sollevamento: p = 1.6 kg/m · Diagrama de carga não considera o peso da corda: p = 1,6 kg / m · 
Грузовысотная характеристика составлена без учета веса каната: p =1.6 кг\м

4

Load diagram 
Lastkurven · Courbes de charges · Curvas de cargas · Diagramma di portata ·  
Diagrama de carga · Диаграмма грузоподъёмности

21,20 m

23,40 m

25,60 m

27,80 m

12
,1

0 
m

5,27 m 4,43 m

8,10 m

7,50 m

H1

35 m

H2

40 m

H3

45 m

H4

50 m

H5

55 m

H6

60 m

H1
H1

3,30 m

H2

3,70 m

H3

4,20 m

H4

4,60 m

H5

5,10 m

H6

5,50 m

H2

H3

H4

H5

H6

2

3

1

H

85 ° 65 ° 60 ° 15 °1

2

3

4
4

5

6

80 AFC 120

90 AFC 120

 A (5,00 t) B (2,50 t)

35 m 6 0

40 m 6 1

45 m 6 1

50 m 6 1

55 m 6 1

60 m 6 1

19,60 m

19,10 m

1
Maximum jib · Max. Ausleger · Flèche maxi. ·  
Pluma maxima · Sbraccio massimo · Lança maxima · 
максимальний вылет стрелы

2

Minimum jib (in service) · Mindst. Ausleger in 
Betrieb · Flèche min. en service · Pluma minima 
en servicio · Sbraccio minimo in servizio · Lança 
minima em serviço · минимальный вылет стрелы 
при работе

3

Minimum jib (out of service) · Mindst. Ausleger 
außer Betrieb · Flèche min. hors service ·  
Pluma minima fuera de servicio · Sbraccio minimo 
in fuori servizio · Lança minima fora de serviço · 
минимальный вылет стрелы в стационарном 
состоянии
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CTL430
TEREX CTL 340

5

10 m 15 m 20 m 25 m 30 m 35 m 40 m 45 m 50 m 55 m 60 m

12 t 28,50 m t 12,00 12,00 12,00 12,00 11,42 9,72 8,46 7,47 6,68 6,03 5,50

12 t 32,80 m t 12,00 12,00 12,00 12,00 12,00 11,24 9,78 8,64 7,74 7,00

18 t 21,90 m t 18,00 18,00 18,00 15,71 12,99 11,04 9,58 8,45 7,54 6,80

12 t 37,90 m t 12,00 12,00 12,00 12,00 12,00 12,00 11,35 10,04 9,00

18 t 25,00 m t 18,00 18,00 18,00 18,00 14,89 12,64 10,96 9,64 8,60 *

24 t 19,00 m t 24,00 24,00 22,76 18,04 14,89 12,64 10,96 9,64 8,60

12 t 39,90 m t 12,00 12,00 12,00 12,00 12,00 12,00 12,00 10,60

18 t 26,30 m t 18,00 18,00 18,00 18,00 15,72 13,35 11,58 10,20 *

24 t 20,00 m t 24,00 24,00 24,00 19,03 15,72 13,35 11,58 10,20

12 t 40,00 m t 12,00 12,00 12,00 12,00 12,00 12,00 12,00

18 t 27,20 m t 18,00 18,00 18,00 18,00 16,28 13,83 12,00 *

24 t 20,60 m t 24,00 24,00 24,00 19,70 16,28 13,83 12,00

12 t 35,00 m t 12,00 12,00 12,00 12,00 12,00 12,00

18 t 28,10 m t 18,00 18,00 18,00 18,00 16,82 14,30 *

24 t 21,30 m t 24,00 24,00 24,00 20,35 16,82 14,30

  
35 m 1 + 2 + 4 + 6

40 m 1 + 2 + 3 + 6

45 m 1 + 2 + 3 + 4 + 6

50 m 1 + 2 + 3 + 5 + 6 

55 m 1 + 2 + 3 + 4 + 5 + 6

60 m 1 + 2 + 3 + 4 + 4 + 5 + 6

H
1 2 3

H1 H + 10,30 m H + 34,90 m H + 30,20 m

H2 H + 11,70 m H + 40,10 m H + 36,40 m

H3 H + 13,00 m H + 45,30 m H + 41,10 m

H4 H + 14,40 m H + 50,40 m H + 45,70 m

H5 H + 15,70 m H + 55,60 m H + 50,40 m

H6 H + 17,00 m H + 60,70 m H + 55,10 m

Load Diagram · Lastkurven · Courbes de charges · Curvas de cargas ·  
Diagramma di portata · Diagrama de carga · Схема нагрузок

CTL 430-24

* = + 200 kg [  -  50 m - 45 m - 40 m - 35 m ]

Jib and Tower Height Configurations · Ausleger- und Turmkonfigurationen ·
Configurations de la flèche et du mât · Configuraciones de pluma y torre · 
Configurazioni torre e braccio · Configuração de lança e altura de torre · 
Конфигурация башни и стрелы

Load diagram not consider rope weight: p = 1.6 Kg/m · Lastkurven beinhalten nicht das Eigengewicht des Hubseils: p = 1,6 Kg/m ·  
La courbe de charge ne tient pas compte du poids du câble p = 1,6 kg/m · La tabla de cargas no incluye el peso del cable: p = 1,6 kg/m ·  
Diagramma di carico senza peso fune di sollevamento: p = 1.6 kg/m · Diagrama de carga não considera o peso da corda: p = 1,6 kg / m · 
Грузовысотная характеристика составлена без учета веса каната: p = 1.6 кг\м

4

Load diagram 
Lastkurven · Courbes de charges · Curvas de cargas · Diagramma di portata ·  
Diagrama de carga · Диаграмма грузоподъёмности

21,20 m

23,40 m

25,60 m

27,80 m
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0 
m

5,40 m 4,50 m

8,50 m

7,50 m

H1

35 m

H2

40 m

H3

45 m

H4

50 m

H5

55 m

H6

60 m

H1

19,60 m
H1

3,30 m

H2

3,70 m

H3

4,20 m

H4

4,60 m

H5

5,10 m

H6

5,50 m

H2

19,10 m

H3

H4

H5

H6

2

3

1

H

85 ° 65 ° 60 ° 15 °1

2

3

4
4

5

6

90 AFC 120

 A (5,00 t) B (2,50 t)

35 m 7 1

40 m 7 1

45 m 8 0

50 m 8 0

55 m 8 0

60 m 8 0

1
Maximum jib · Max. Ausleger · Flèche maxi. ·  
Pluma maxima · Sbraccio massimo · Lança maxima · 
максимальний вылет стрелы

2

Minimum jib (in service) · Mindst. Ausleger in 
Betrieb · Flèche min. en service · Pluma minima 
en servicio · Sbraccio minimo in servizio · Lança 
minima em serviço · минимальный вылет стрелы 
при работе

3

Minimum jib (out of service) · Mindst. Ausleger 
außer Betrieb · Flèche min. hors service ·  
Pluma minima fuera de servicio · Sbraccio minimo 
in fuori servizio · Lança minima fora de serviço · 
минимальный вылет стрелы в стационарном 
состоянии

CTL
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TECHNICAL DATA EHPM 1000
monofase

EHM 1000
three fase

Capacity

Lifting speed

Max anchored height

Platform dimensions
 

Input power range

Protection switch

Power of the motors

Minimum line power suggested

Base unit weight

Rack automatic greasing pump

1000 kg

10.6 m/min

160 m

(1) 1.35 x 1.00m    (2) 1.50 x 1.20m
(3) 2.00 x 1.40m

220/230V     50/60Hz

16 A

1 x 2.2 kW

3 kW

(1) 550 Kg    (2)  740 kG    (3) 1.050 Kg

1000 kg

20 m/min

160 m

(1) 1.35 x 1.00m    (2) 1.50 x 1.20m
(3) 2.00 x 1.40m

380/415V     50/60Hz

20 A

1 x 5.5 kW

8 kW

(1) 550 Kg    (2)  740 kG    (3) 1.050 Kg

MID - M BIG - B

EHM1000 MINI MILLE MATERIAL HOIST
TECHNICAL DATA

Capacity
Lifting speed
Max anchored height
Platform dimensions

Input power range
Protection switch
Power of the motors
Minimum line power suggested
Base unit weight
Rack automatic greasing pump

EHPM 1000 - monofase

1000 kg
10.6 m/min
160 m
(1) 1.35 x 1.00m (2) 1.50 x 1.20m
(3) 2.00 x 1.40m
220/230V 50/60Hz
16 A
1 x 2.2 kW
3 kW
(1) 550 Kg (2) 740 kG (3) 1.050 Kg



EHM 1000 - three fase

1000 kg
20 m/min
160 m
(1) 1.35 x 1.00m (2) 1.50 x 1.20m
(3) 2.00 x 1.40m
380/415V 50/60Hz
20 A
1 x 5.5 kW
8 kW
(1) 550 Kg (2) 740 kG (3) 1.050 Kg



EHM2500/10 MATERIAL HOIST
TECHNICAL DATA

Capacity with overload system
Lifting speed
Max anchored height
Platform dimensions
Input power range
Protection switch
Power of the motors
Minimum line power suggested
Base unit weight
Rack automatic greasing pump

EHPM 2500/10

1500 kg
20 m/min
220 m
(1) 3.08 x 1.64 m (2) 3.43 x 1.64 m
380/415 V 50/60Hz
32 A
2 x 5.5 kW
15 kW

(1) 1.v790 Kg (2) 1.900 Kg



ELSAH20PLC MAN & MATERIAL HOIST
TECHNICAL DATA

Capacity
Lifting speed
Max anchored height
Platform dimensions
Input power range
Protection switch
Power of the motors 

Minimum line power suggested
Rack automatic greasing pump

ELSA H20e

(1) x   15 o/or 2.000 kg  (2) x    21 o/or 2.000 kg        
25-30 m/min
220 m
(1) 2.20 x 1.50 m   (2) 3.00 x 1.50 m
230/400V   50/60Hz   3Ph
36 A
2 x 7.5 kW  
(variable depending on required speed)  
30 kW



ELSA H20 PLC

(1) x   15 o/or 2.000 kg  (2) x    21 o/or 2.000 kg
35-40 m/min (depending on the load)
220 m
(1) 2.20 x 1.50 m   (2) 3.00 x 1.50 m
230/400V   50/60Hz   3Ph
36 A
2 x 7.5 kW  
(variable depending on required speed) 
30 kW



TECHNICAL DATA EHM 2500/10
Capacity with overload system

Lifting speed

Max anchored height

Platform dimensions

Input power range

Protection switch

Power of the motors

Minimum line power suggested

Base unit weight

Rack automatic greasing pump

1500 kg

20 m/min

220 m

(1) 3.08 x 1.64 m     (2) 3.43 x 1.64 m

380/415 V     50/60Hz

32 A

2 x 5.5 kW

15 kW

(1) 1.790 Kg     (2) 1.900 Kg

(1)

(2)

TECHNICAL DATA ELSA H20 ELSA H20 PLC
Capacity with overload system

Lifting speed

Max anchored height

Internal cage dimensions

Input power range

Protection switch

Power of the motors

Minimum line power suggested

Rack automatic greasing pump

(1)     x 15  o/or 2.000 kg        (2)     x 21  o/or 2.000 kg

25-30 m/min

220 m

(1) 2.20 x 1.50 m         (2) 3.00 x 1.50 m

230/400V     50/60Hz     3Ph

36 A

2 x 7.5 kW    (variable depending on required speed)

30 kW

(1)     x 15  o/or 2.000 kg        (2)     x 21  o/or 2.000 kg

35-40 m/min    (depending on the load)

220 m

(1) 2.20 x 1.50 m         (2) 3.00 x 1.50 m

230/400V     50/60Hz     3Ph

36 A

2 x 7.5 kW    (variable depending on required speed)

30 kW

(1)

(2)
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EHM2500/35 ELSA SUPERHOIST
TECHNICAL DATA

Capacity with overload system  
Lifting speed
Max anchored height  
Platform dimensions
Input power range
Protection switch
Power of the motors  
Minimum line power suggested  
Base unit weight
Rack automatic greasing pump

EHM 2500/35

4500 kg
20-30 m/min
220 m
(1) 4.30 x 3.20 m (2) 3.20 x 3.20 m (3) 2.10 x 3.20 m  
380/440 V  50/60Hz
50 A
4 x 5.5 kW
30 kW
(1) 5,650 Kg  (2) 5,300 Kg  (3) 4,900 Kg



EHP1500 EHP1500PLC (3000x1400)
TECHNICAL DATA

Capacity  
Erection load
Lifting speed
Max acngored height
Internal cage dimensions 
Input power range 
Protection switch
Power of the motors 
Minimum line power suggested

EHP 1500 PLC

    x 18/or 2.000 kg          
2000 kg
25-40 m/min (depending from the load)
160m
3000 x 1400 mm
380/415/440V 50/60Hz 3Ph
40A
3x 5.5 kW
20 kW

TECHNICAL DATA EHM 2500/35
Capacity with overload system

Lifting speed

Max anchored height

Platform dimensions

Input power range

Protection switch

Power of the motors

Minimum line power suggested

Base unit weight

Rack automatic greasing pump

4500 kg

20-30 m/min

220 m

(1) 4.30 x 3.20 m     (2) 3.20 x 3.20 m    (3) 2.10 x 3.20 m

380/440 V     50/60Hz

50 A

4 x 5.5 kW

30 kW

(1) 5,650 Kg     (2) 5,300 Kg     (3) 4,900 Kg

34
0

23
10

2T CAPACITY2T CAPACITY

For all your hoist requirements and questions please contact Silviu on  
0437 134 497 or silviu@clarkcranes.com.au
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ALL NEW AUSTALIAN MADE IROLL 
CRANE DECK LOADING PLATFORM 
Cost savings, Quality and Simplicity are three key factors 
with the new iROLL Crane Deck loading platforms. The 
clever innovative design of our system enables quick trouble 
free installation accross a broad range of construction 
applications. iROLL Crane Decks will greatly reduce any risk 
factors and safety concerns compared with other products on 
the market. 

This superb system will save both time and money without 
compromise, and will contribute to the smooth and trouble 
free running of your project. 

Solely manufactured in Australia from the best quality 
materials, our revolutionary new Australian made system 
offers the following features: 

FEATURES  
& BENEFITS
•	� Rear rollers for ease of install

•	 Harness anchor points

•	 Safe work load of 5 tonnes

•	� Vastly reduced overall costs on 
comparable products

•	� Locally manufactured and  
proudly Australian made

TO DISCUSS YOUR REQUIREMENTS, AND REALISE THE  
BENEFITS OF THE IROLL CRANE DECK SYSTEM,  

CONTACT LEEANNE ON 0436 336 333 FOR MORE INFORMATION.
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IROLL CRANE DECK 2200 
Reaction on each side of the platform. Assumed load always centre both ways on the outboard 
of the platform. All loads are static loads. No load factors applied. Horizontal force not 
taken into account. Reactions provided based on rigid  supports i.e. effects on deflections of 
supporting slabs not factored into design.

4500mm Outboard 4750mm Outboard 5000mm Outboard 5250mm Outboard

SWL-UDL 5000 4000 3200 2500

RA (t) 7.6 6.7 6 5.4

RB 9t) 3.7 3.3 3 2.7

RC 0.0 0.0 0.0 0.0
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IROLL CRANE DECK 2800 
Reaction on each side of the platform. Assumed load always centre both ways on the outboard 
of the platform. All loads are static loads. No load factors applied. Horizontal force not taken into 
account. Reactions provided based on rigid  supports i.e. effects on deflections of supporting 
slabs not factored into design.

4500mm Outboard 4750mm Outboard 5000mm Outboard 5250mm Outboard

SWL-UDL 5000 4000 3200 2500

RA (t) 7.6 6.7 6 5.4

RB 9t) 3.7 3.3 3 2.7

RC 0.0 0.0 0.0 0.0

AMC0376_Booklet_2018.indd   44 13/12/2018   8:27 AM



45

IROLL CRANE DECK 3200 
Reaction on each side of the platform. Assumed load always centre both ways on the outboard 
of the platform. All loads are static loads. No load factors applied. Horizontal force not taken into 
account. Reactions provided based on rigid  supports i.e. effects on deflections of supporting 
slabs not factored into design.

4500mm Outboard 4750mm Outboard 5000mm Outboard 5250mm Outboard

SWL-UDL 5000 4000 3200 2500

RA (t) 7.6 6.7 6 5.4

RB 9t) 3.7 3.3 3 2.7

RC 0.0 0.0 0.0 0.0

AMC0376_Booklet_2018.indd   45 13/12/2018   8:27 AM



46

First aid Box

Tipping bins
Brick cage

Man Cage
Kibble bucket

Lifting Accessories
For all your extra lifting requirements we also have Man Boxes, 
plaster cages, tipping bins, kibble buckets, first aid boxes, brick 
cages etc.  So for any extra accessories please call us for a 
reasonably priced quote.

	 46
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Associated 
Mobile 
CranesAMC

Contact Details

Accounts

03 9464 7444 (option 2) 
admin@clarkcranes.com.au

Mick Clark 
Director

0418 107 566 
michael@clarkcranes.com.au

Raelene Draper  
OH&S

0407 563 849 (option 5) 
raelene@clarkcranes.com.au

Hoist Hire  
Silviu Caluian 

0437 134 497  
silviu@clarkcranes.com.au

Rob Clark 
Director

rob@clarkcranes.com.au

Bookings/Operations

03 9464 7444 (option 1) 
admin@clarkcranes.com.au

Iroll Hire  
Leeanne Loustas 

0436 336 333  
leeanne@clarkcranes.com.au

336 Settlement Road 
Thomastown 3074
Phone 	03 9464 7444
Fax 	 03 9465 8843
admin@clarkcranes.com.au

www.associatedmobilecranes.com.au 
www.clarkcranes.com.au

Postal Address
PO BOX 97 Hurstbridge 3099

TECHNICAL DATA EHPM 1000
monofase

EHM 1000
three fase

Capacity

Lifting speed

Max anchored height

Platform dimensions
 

Input power range

Protection switch

Power of the motors

Minimum line power suggested

Base unit weight

Rack automatic greasing pump

1000 kg

10.6 m/min

160 m

(1) 1.35 x 1.00m    (2) 1.50 x 1.20m
(3) 2.00 x 1.40m

220/230V     50/60Hz

16 A

1 x 2.2 kW

3 kW

(1) 550 Kg    (2)  740 kG    (3) 1.050 Kg

1000 kg

20 m/min

160 m

(1) 1.35 x 1.00m    (2) 1.50 x 1.20m
(3) 2.00 x 1.40m

380/415V     50/60Hz

20 A

1 x 5.5 kW

8 kW

(1) 550 Kg    (2)  740 kG    (3) 1.050 Kg

MID - M BIG - B

Co-ordinator 
David Bressanutti  

0407 563 849 
david@clarkcranes.com.au
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CranesAMC

336 Settlement Road  
Thomastown 3074

 ph 03 9464 7444

fax 03 9465 8843

admin@clarkcranes.com.au 
www.associatedmobilecranes.com.au  

www.clarkcranes.com.au 
www.clarkhoisthire.com.au
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