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Ugelli a cono pieno sezione quadrata, angolo ampio
Wide angle full cone square-shaped spray nozzles

FWSQ - FFWSQ - BTM - FFZWSQ

Dimensioni massimo ingombro - Maximum dimensions

Attacco Ugello tipo - Nozzle type
Pipe FWSQ FFWSQ BTM FFZWSQ

connection A mm B mm A mm B mm A mm B mm A mm B mm
1/8” 23 13 dia 18 11 hex 22 14 hex
1/4” 23 14 dia 25 14 hex 22 17 hex
3/8” 24 17 dia 26 18 hex 30 19 hex
1/2” 29 21 dia 32 21 hex 43 27 hex
3/4” 68 33 dia 39 27 dia 36 27 hex 50 32 hex

1” 68 38 dia 51 33 dia 50 38 hex 58 41 hex
11/4” 88 53 dia 70 43 dia 74 50 hex
11/2” 103 59 dia 85 48 dia 85 60 hex

2” 137 78 dia 106 60 dia 106 70 dia
21/2” 162 87 dia 128 75 dia 128 85 dia
3” 196 105 dia 153 90 dia 153 100 dia

FWSQ

FWSQ Da fusione
Cast type

FFWSQ

BTM FFZWSQ

CARATTERISTICHE DI SPRUZZO
Getto a cono pieno con sezione quadrata e angolo ampio studiato per ottenere la
massima copertura possibile, distribuzione uniforme su tutta la superfice e buona
nebulizzazione.

COSTRUZIONE
I tipi FWSQ, FFWSQ, BTM e FFZWSQ sono costruiti in due pezzi da barra e con
diffusori interni fissi montati a pressione.
I tipi FWSQ nella versione in metallo, con grandi portate e attacchi da 11/4” e
maggiori vengono ricavati da fusione ed hanno il diffusore interno rimovibile.
Forniti con filettatura Gas conica (BSPT - UNI 339). Filettature diverse: NPT, Gas
cilindrica (BSPP - UNI 338), ecc. sono fornite su specifica richiesta.

MATERIALI STANDARD
Gli ugelli FWSQ con attacchi da 11/4” e maggiori sono ricavati da fusione di acciaio
inox AISI 316 o da barra nella versione in PVC.
Tutti gli altri modelli vengono forniti in ottone, acciaio inox AISI 303, acciaio inox AISI
316 e PVC. Materiali diversi vengono forniti a richiesta. (Vedi pag. 3)

APPLICAZIONI TIPICHE
Lavaggio prodotti, raffreddamento e tempra, protezione antincendio, lavaggio aria e
gas, lavatori di liscivie, scrubbers, ecc.

SPRAY CHARACTERISTICS
These offer a full cone square-shaped spray pattern with a well built wide angle
necessary to provide the largest possible coverage and distribution uniformity
throughout the surface area as well as good atomization.

CONSTRUCTION
The FWSQ, FFWSQ, BTM and FFWSQ models are two-piece bar stock-type units with
a pressure-mounted and consequently, fixed internal vane. The large capacity metal-
made FWSQ series, threaded 11/4” and over, are also two-piece units but cast types
with removable internal vanes.
All the above stated nozzles are Gas tapered (BSPT - UNI 339) threaded. Different
threadings: NPT, Gas parallel (BSPP - UNI 338) are obtainable under specific request.

STANDARD MATERIALS
Cast stainless steel AISI 316 and PVC bar-stock types for the large capacity (11/4” and
over) FWSQ series. Brass, stainless steel AISI 303, stainless steel AISI 316 and PVC
for all the other models.
Different product materials can be ordered upon special request. (See page 3 for list)

TYPICAL APPLICATIONS
Product washing, cooling and hardening, fire protection, air and gas washing,
leaching, scrubbers, etc.

* Vedi Pag. 3  - See page 3 for list
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Installazioni tipiche - Typical installations

=

Per ordinare - To order

1/4’’ FF 14WSQ BR

Attacco Tipo Codice Materiale *
Pipe connection Type Code Material *

Esempio
Example

1/4FF14WSQBR

Specificare: - Specify:


