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Ugelli a cono pieno con getti multipli
Full cone multiple spray nozzles

7E
CARATTERISTICHE DI SPRUZZO
Getto a cono pieno a doccia con copertura molto ampia, grandi portate e buona
nebulizzazione a tutte le pressioni.

COSTRUZIONE
Composto da un corpo sul quale sono montate sette testine di spruzzo rimovibili con le
medesime caratteristiche tecniche degli ugelli tipo E. (Vedi pagg. 48-49)
Il tipo 7E ha attacchi femmina e filettatura Gas cilindrica (BSPP - UNI 338). Filettature
diverse: NPT, Gas conica (BSPT - UNI 339), ecc. sono fornite su specifica richiesta.

MATERIALI STANDARD
Ottone, acciaio inox AISI 303, acciaio inox AISI 316 e PVC. Altri materiali sono
forniti a richiesta. (Vedi pag. 3)

APPLICAZIONI TIPICHE
Lavaggio e raffreddamento aria e gas, abbattimento polveri, protezione antincendio,
lavaggio fumi, ecc.

SPRAY CHARACTERISTICS
This provides a full cone shower-like spray pattern but also with a larger coverage,
high spray capacity and a good atomizing effect at all pressures.

CONSTRUCTION
This unit is made up of a body on which seven removable spray nozzles are mounted
with each having the same flow rate and technical characteristics of the E nozzle
types. (See pages 48-49)
All the 7E unit series are built with a female Gas parallel (BSPP - UNI 338) pipe
connection.
Different threadings: NPT, Gas tapered (BSPT - UNI 339), etc. are manufactured under
special request.

STANDARD MATERIALS
Brass, stainless steel AISI 303, stainless steel AISI 316, PVC. Different product
materials are obtainable upon specific request. (See page 3 for list)

TYPICAL APPLICATIONS
Air and gas cooling and washing, dust control, fire protection, smoke washing, etc.
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Ugello - Nozzle
Attacco femmina Tipo Codice

Female pipe connection Type Code

Dimensioni del getto
Spray dimensions
A m B m C m

Pressione - Pressure (Bar)
1 1,5 2 2,5 3 3,5 4 4,5 5 6 7 8 9 10 12,5 15

Portata - Capacity (l/min)

Tabella delle portate - 7E - Capacity chart

3/4” 7E

1” 7E

1” 7E
11/2 “ 7E

11/2” 7E


