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Ugelli per usi speciali
Special use nozzles

LS

CARATTERISTICHE DI SPRUZZO
L’ugello LS produce una serie di getti sottilissimi che formano un cerchio completo con
il modello 1210 e un semicerchio con il modello 610. Il modello a cerchio completo
viene montato nelle posizioni interne e quello a semicerchio lungo i bordi come
illustrato nello schema d’installazione. Il consumo limitato d’acqua e l’ottima
atomizzazione favoriscono un’evaporazione costante del liquido spruzzato con
conseguente asportazione di calore.

COSTRUZIONE
Questi ugelli sono costruiti in tre pezzi formati da un corpo esterno filettato femmina
da 11/16” o 3/8” Gas cilindrico (BSPP - UNI 338), un divergente interno mobile sul
quale sono ricavate le fessure che producono i getti e da un filtro flangiato con rete
filtrante in acciaio inox da 100 mesh (vedi pag. 116).
Il divergente interno mobile viene spinto verso l’alto dalla pressione dell’acqua e, in
assenza di pressione, ritorna nella sua sede eseguendo, con questo movimento, una
funzione di auto pulizia. Normalmente vengono installati mediante l’uso delle fascette
metalliche illustrate a pagg. 102-103 ma possono essere montati con i corpi della
serie R1 riportati a pag. 114 e solo per i modelli con filetto da 3/8” possono essere
utilizzate le fascette in polipropilene descritte a pag. 104.

MATERIALI STANDARD
Ottone o acciaio inox AISI 303.

APPLICAZIONI TIPICHE
Raffreddamento tetti, umidificazione di materiali impilati, ecc.

SPRAY CHARACTERISTICS
This provides a series of extremely thin solid-stream projections resulting in producing
round spray patterns by using the LS model with the code-number of 1210 as well as
semi-circle spray patterns with the 610 code-number series of the same LS model. The
full-circle nozzle types are internally mounted within the general layout whereas the
semi-circle models are lined up along the external borders of the scheme as illustrated
aside. Its excellent atomizing effect and the very low-level water consumption all
favour constant water evaporation thereby carrying excessive heat away.

CONSTRUCTION
This is a three-piece unit composed of a body with female Gas parallel (BSPP - UNI
338) 11/16” or 3/8” pipe connection sizes, a mobile internal core with slotted
orifices which create the set of projections and finally a flanged strainer with stainless
steel 100 mesh screen. (See page 116).
The mobile internal core is pushed up by the operating water pressure in the absence
of which it rests on its seat under the influence of gravitational force and by carrying
out this up-and-down movement, the nozzle acquires a self- cleaning function.
They are usually mounted on split-eyelet connectors shown on pages 102-103 but can
as well be mounted on nozzle bodies used for the R1 spray tip series as shown on
page 114. The nozzles with 3/8” pipe connection size can be mounted on the
polypropylene-made split-eyelet. (See page 104)

STANDARD MATERIALS
Brass or stainless steel AISI 303.

TYPICAL APPLICATIONS
Roof cooling, cooling and humidification of piled-up materials, etc.

Ugelli per raffreddamento tetti tipo - LS - Roof-cooling spray nozzles type

Tipo LS in funzione 
LS type in use

Schema d’installazione ugelli tipo LS
LS spray nozzles installation layout 

Tipo LS a riposo
LS type shut-off

Ugello - Nozzle Copertura del getto Pressione - Pressure (Bar)
Tipo Codice Spray coverage 0,5 0,7 1 1,5 2 3 4 6
Type Code Portata - Capacity (l/min)

LS 1210 Cerchio completo - Full circle 0,58 0,69 0,82 1,00 1,16 1,42 1,64 2,01
610 Semi cerchio - Half circle 0,29 0,34 0,41 0,50 0,58 0,71 0,82 1,00

Dimensioni del getto - Spray dimensions
H ALTEZZA - HEIGHT (cm) 55 70 90 105 120 135 150 165
L Ø DI COPERTURA - Ø OF COVERAGE (m) 3,66 4,27 5,18 6,10 7,32 8,53 10,36 11,28
A SPAZIATURA - SPACING (m) 2,74 3,20 3,90 4,57 5,49 6,40 7,62 8,53
B SPAZIATURA - SPACING (m) 2,38 2,77 3,35 3,96 4,88 5,49 6,71 7,32

Tabella delle portate - Capacity chart

=

Per ordinare - To order

11/16” LS 1210 BR

Attacco Tipo Codice Materiale*
Pipe connection Type Code Material*

Esempio
Example

11/16LS1210BR

Specificare: - Specify:

* Vedi Pag. 3  - See page 3 for list
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Schema d’installazione - Installation layout


