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Ugelli per usi speciali
Special use nozzles

SPRINKLER - HAL - IN25467

Gli ugelli tipo SPRINKLER sono disponibili nelle versioni senza bulbo o con bulbo
contenente liquido colorato per sei differenti temperature di risposta. Sono approvati
secondo le norme UL - ULC - FM - LPC e vengono usati regolarmente in tutti gli
impianti antincendio sia civili che industriali. Sono inoltre disponibili gli ugelli speciali
tipo HAL per halon o prodotti alternativi.

The wide range sprinkler nozzle models are supplied either without bulb or with a
coloured liquid bulb-container having highly sensitive reactions towards several
respective different temperatures.
They are listed and approved by UL, ULC, FM and LPC international testing agencies.
These nozzles are used with great efficiency in all fire-protection equipments in both
civil and industrial sectors.
Special HAL nozzle series specifically designed for halon equipments as well as other
alternative products are also available.

Ugelli per antincendio tipi - SPRINKLER - HAL - Fire-prevention nozzle types

Tipi - Types

Sprinkler con ampolla - Sprinkler with bulb Sprinkler senza ampolla - Sprinkler without bulb HAL 

58.00

32.00

58.00

32.00

Ø 1/2” Ø 1/2”

Gli iniettori tipo IN25467 consentono di mantenere ben miscelati liquidi e soluzioni
che per natura tendono a separarsi e quindi a decantare. Vengono anche impiegati
per il riscaldamento di liquidi contenuti in vasche mediante insufflaggio di vapore.
Sono disponibili in acciaio inox AISI 316 o in polipropilene stampato ed hanno
attacco maschio con filettatura Gas cilindrica (BSPP - UNI 338) nelle misure da 3/8”
o da 3/4”.

These ejector models IN25467 allow proper mixing of liquids and solutions which
naturally tend to remain separate one from the other. They are also applied for liquid
heating systems in tanks by means of pumping steam.
They are manufactured with 3/8” or 3/4” male pipe connection Gas parallel (BSPP -
UNI 338) threaded sizes and are supplied in stainless steel AISI 316 or moulded
polypropylene.

Miscelatori tipo - IN 25467 - Ejector nozzle types

3/8” IN25467 3/4” IN25467

Tabella delle portate - Capacity chart

Ugello - Nozzle Orifizio Pressione - Pressure (Bar)
Attacco maschio Tipo Orifice 1 2 3 4 5 6 7

Male pipe connection Type Ø mm Portata - Capacity (l/min)
3/8” IN25467 7,5 34,08 48,19 59,02 68,15 76,20 83,47 90,16
3/4” IN25467 10,0 63,14 89,29 109,36 126,28 141,18 154,66 167,05

=

Per ordinare - To order

3/8’’ IN25467 MOP

Attacco maschio Tipo Materiale*
Pipe connection Type Material*

Esempio
Example

3/8IN25467MOP

Specificare: - Specify:

* Vedi Pag. 3  - See page 3 for list

Ø 3/8” Ø 3/4”

98.00

Ø 45.00

130.00

Ø 60.00


