
 
Couplings with cam locking 

 Accoppiatori con bloccaggio a camme 

  
CARATTERISTICHE 
I giunti rapidi 1810  rappresentano  una soluzione moderna per 
l’accoppiamento di tubi senza uso di utensili. 
I giunti 1810 con le loro  speciali leve a camme sono stati 
progettati per ridurre i costi e tempi di montaggio e 

anutenzione.  m 
COSTRUZIONE E MATERIALI 
Corpo in polipropilene caricato fibra vetro.  
Leve di bloccaggio in AISI 316 sinterizzato o, a richiesta, 
in polipropilene caricato fibra vetro. 
Guarnizione in EPDM (Viton e NBR a richiesta.) 
Filettatura da 3/4” a 2” BSPT (NPT a richiesta.) 
Pressione massima di esercizio 9 Bar (130 Psi) 

 

Tipi  -  Types 

Sprayers Elpis Srl  Via A.Carbonera, 15  -  20137 Milan

Per ordinare specificare il codice  -  To order specify the code 

TIPO A
Adattatore maschio, filetto femmina - Male adapter, female thread

Codice Misura Attacco

Code Pipe Connection Size

181 03A 3/4"
181 04A 1"
181 05A 1¼"
181 06A 1½"
181 07A 2"

                            
 CHARACTERISTICS 
The 1810 quick coupling joints are a modern solution 
 for connection of pipes without tools. 
 The 1810 joints with its special cam-levers is  
designed to reduce installation  and maintenace cost 
  and time. 

CONSTRUCTION AND MATERIALS 
Fibreglass-reinforced polypropylene body. 
Sintered Stainless Steel AISI 316 or, on request,  
fibreglass reinforced polypropylene levers. 
EPDM gasket. (Viton and NBR on request.) 
From 3/4” to 2” BSPT threads  (NPT on request.) 
Max working pressure 9 Bar (130 Psi) 
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TIPO D
filetto femmina - Female coupler, female thread

Codice Misura Attacco

Code Pipe Connection Size

181 03D 3/4"
181 04D 1"
181 05D 1¼"
181 06D 1½"
181 07D 2"


