
SHOEBOX
120-277 V & 347-480V

ELEVATE  YOUR  LIGHTING EXPERIENCE

APPLICATIONS: Parking Lot Structure, 
Roadway, Residential, Parking Lot, Area 
Lighting, Outdoor Lighting

QUICK Installation

Easy Maintenance

High Power LED

Light Weight Design 

50,000 hrs Rated Average Life 

No UV or IR

10 Year Warranty

Highest Efficacy > 100 lm/W

Uniformed and Consistent Color

High Efficacy

High Power Factor >0.99

Dark Sky Compliance

ANSI C136.31 and ASTM B117 Compliant

EMC Compliant with FCC47 CFR Part15

Low Maintenance

Universal Voltage (120V-277 Vac/347-480Vac)

Operating Temperature -40°F to 122°F

Equivalent to 150 W-400W HID System

Photocell Receptacle (optional) compatible

Transient Protection Compliant ANSI/IEEE 
C62.41.2

RoHS
COMPLIANT

IP66

All Serviceable parts are tool-less access and 
quick-connect wirings for ease of maintenance.

IP66

WARRANTY

10 year 
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Dimension

Tool-less Installation

2.

3.

2-Modular Luminaire (40 LEDS)
Unit: inch
weight: 13.2 lbs

4-Modular Luminaire (60 LEDS)
Unit: inch
weight: 16.8 lbs
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Beam Pattern
Item 
Code

Equivalency 
(HID)

Lumens
OutputDescription Color

Temp
# of 
LED

TYPE
(M)

Operating
Temp (°F)

Power Factor >0.99  |  CRI >70   |  LifeHours 50,000   |  Recommended Height 25ft - 30ft

Easy access to power door
with 2 hinge locks

Light Engine Surge Module Power Supply

Captive Screws for optical
modules and wirings

All serviceable parts of the luminaire are 
designed with captive screw mounting and 
quick-connect wiring for maintenance.

Quick Connect Wiring

1.

4.

For our detailed Installation guide PDF
Please visit our website; www.mynaturaLED.com

5.

Quick Installation
2.




