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Turbosound iQ18B Subwoofer – 3,000 Watt 

FEATURES:          $45/each Rental  
The 3,000-Watt iQ18B powered subwoofer is ideally suited for a wide 
range of portable music and speech sound reinforcement applications. 
The high excursion 18" low frequency driver with double suspension 
low mass 4" voice coil provides fast and accurate transient response for 
virtually distortion-free operation - even in the most demanding 
performances. 
On the rear panel amplifier module, you will find a fully featured user 
interface consisting of an LCD display, the Channel A/B gain control, and 
a single rotary encoder for intuitive access to level, EQ, Speaker 
modelling, and Feedback Control (FBI). In addition to the two 
combination balanced XLR/ jack inputs and balanced XLR outputs for 
powered satellite loudspeakers, the iQ18B features a mic/line switch 
and level control with signal present LED. 

 A front-loaded powered subwoofer that's perfect for portable PA and installation applications  
 3,000 watts (peak) of power features Klark Teknik Class D technology for maximum output with 

minimum weight  
 18" low-frequency driver with 4" voice coil and double suspension delivers a ton of output  
 Birch plywood enclosure provides incredibly punchy and focused bass  
 Klark Teknik digital signal processing provides total system control  
 Speaker modeling includes accurate models of industry standard speakers  
 Ultranet digital audio networking connects to mixers and other sources  
 Program settings via USB or with the onboard LCD  
 Semi-matt black paint finish and rugged powder-coated steel grille easily withstand life on the road  
 1.417" (36mm) pole mount supports satellite speakers and top boxes  
 Back-mounted castors make transportation easy but still provide you with a stable base  
 Two channel XLR combo inputs with XLR link outputs make audio connections easy  

Specifications: 
Powered/Unpowered: Powered 
Power Configuration: Single Amp 
LF Driver Size:  1 x 18" 
Total Power: 3000W 
Frequency Range: 50Hz-100Hz (+/-3dB), 36Hz-100Hz (-10dB) 
Maximum Peak: SPL 127dB (Continuous), 133dB (Peak) 
Enclosure Material: Birch Plywood 
Mounting Options: Floor 
Inputs: 2 x XLR Combo 
Outputs: 2 x XLR 
Height: 27" 
Width: 21" 
Depth:  22" 
Weight: 103.4 lbs. 
 


