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NEW Full WiFi RemoteControl
with Victory’s NEW range of Indoor and Outdoor WiFi Enabled Fused Spurs

WiFi enabledcontrol for all manner of
electrical applicationsconnected

toVictoryʼs VLFS-3 13A
Fused Spur Timeswitch.

Ideal for switchinglightingandelectrical heaters with
a Weathersafe IP66versionVLFS-3IP for outdoor
uses. Programme settings are all activatedvia your
mobile device, givingyouaccess to control your
installation at any time,nomatter where youare.
Total13A3kW control with confirmation ofsettings
andswitching status of the connectedappliance
via the on-screen app.
Energy savingcontrol at yourfingertips!

Product Features

Multiple homescreen
device selections

openwhen selected.

LED switch andWiFi
connectionstatus.

Supports multipledevices.
AdditionalVLFS-3 devices

can be added and
controlled in the same app.

Clear WiFi initialisation
setup andmanual
override feature.

IP66Weathersafe
version available –
VLFS-3IP.

VLFS-3

AppFeatures
■ Available for Androidand IOS only.
■ Works withWiFi and 4G.
■ Can reduce runningcosts if unwantedprogrammes

are cancelled.
■ Supports multipledevices.
■ Supportsmultipleusers.
■ Automode,with permanent ON,permanent OFF

and holidaymodes.
■ Optional 1and 2hour boost.
■ Advancefunction.
■ Supports additionalprogrammesets, for half terms,

holidays andseasonal programmes.
■ 6ON/OFFperiods, with daily repeats.
■ Positive ON/OFF status, with colour codeddisplay.
■ Graphic representation andsummary ofoutput.
■ Automatic summer/winter changeover.
■ Ideal for industrial, commercial andhomeinstallations.
Technical Ratings
■ Operating voltage 230V50Hz.
■ 13Arated suitable for 3kW:

■ Immersionheaters
■ 5Ainductive load
■ 1000Wtungsten
■ 500WLED
■ 100WCFL
■ 500WFluorescent.

■ Manual override.
■ Replaceable 13AmpBS1362fuse.
■ Fits standard 25mmdeepsingle wall box.
■ Direct retrofit for BS1363fused connectionunit.
■ IP66Weathersaferating– VLFS-3IP.
■ Doublepole isolating switch.
■ Operatingtemperature 0– 40°C.

VLFS-3IP


