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1m1.10 Stowell Concrete Ltd U Value Calculations 

1. First enter the address below into your computer to get to the U value Calculator... 

https://www.cba-blocks.org.uk/u-value-calculator/

2. Complete your External Render and External Insulation choices.

3. When you come upon Details about Outer Leaf;

If using Stowell Dense 7.3N/mm², select the dense block 1.43W/m.K.

If using Stowlite 7.3N/mm², select the lightweight block 0.64W/m.K and change 0.64 to 0.67W/m.K.

If using Stowlite 10.4N/mm², select the lightweight block 0.64W/m.K and change 0.64 to 0.76W/m.K.

If using Fibo 3.6N/mm², select the ultra lightweight block 0.30W/m.K and change 0.30 to 0.32W/m.K. 

Note: When using Fibo 3.6N/mm² blocks on an outer leaf they must not be left exposed.

4. Complete Details about Cavity.

5. When you come upon Details about Inner Leaf:

If using Stowell Dense 7.3N/mm², select the dense block 1.33W/m.K.

If using Stowlite 7.3N/mm², select the lightweight block 0.60W/m.K and change 0.60 to 0.63W/m.K.

If using Stowlite 10.4N/mm², select the lightweight block 0.60W/m.K and change 0.60 to 0.71W/m.K.

If using Fibo 3.6N/mm², select the ultra lightweight block 0.28W/m.K and change 0.28 to 0.29W/m.K.

6. Complete Internal Finish option.

Note: When using Insulation Materials, you can alter the thermal conductivities to suit the specific product being used.  
You can alter the thickness as well, but check the thickness is available.

7. The thickness of the wall, as well as the U value (to two decimal places) are both automatically calculated for you.

8. Click on Summary of Calculation for the breakdown of the U value calculation.

9. See opposite for an example.
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1.10

Changed from 
0.28 for Stowell 
Fibo 3.6 

Stowell Dense 
7.3 N/mm²

Stowell Fibotherm 
3.6 N/mm²


