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MOUNTING HOLES AND VENTING TO YOUR SPECIFICATIONS

0.20
0.30
0.75
0.85
0.88
1.00
1.15
1.55
1.40
1.70
1.85
212
1.95
2.10
2.30
2.45
2.65
2.85
3.25
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3.85
4.25
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4.34
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CAPACITY, CU. IN.
Water Level | Usable 5 Deg.

6.71 7.93
15.26 17.70
36.20 39.82
44.20 49.58
51.31 57.01
67.20 73.98
79.72 89.24
102.85 115.85
107.37 121.27
121.30 138.89
140.70 153.16
159.87 167.14
135.56 150.85
150.26 165.87
170.69 185.62
185.18 200.36
200.37 220.58
220.78 240.48
240.91 264.59
269.32 292.41
292.41 319.63
344.20 356.40
356.40 389.90
379.50 408.20
406.40 432.00
328.52 358.97
358.11 388.30
390.67 428.22
465.00 502.80
511.30 541.90
543.10 571.10
610.20 648.00
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* Injection molded materials shrink at differing rates. External dimensions may vary. For tight tolerances, contact Maxi-Lift for additional information. **Reference Punching Chart on page 100.

- Indicates HD-MAX and CC-MAX punch patterns differ.

SPACING: See elevator bucket spacing details in the HD-MAX chart (depending on materials and speeds, smaller and larger spacing may be used).

INSTALLATION: Use a #1 standard elevator bolt or Sabre-Tooth elevator bolt for installation. Designed to be used with fender or flat and lock washers
and hex or locking nuts. If buckets are being installed on chain, use hex head bolts, nuts and washers. A locking device should always be used.

FDA: Both the urethane and polyethylene are designed to FDA specifications for direct contact with food products.

USABLE CAPACITY: Under normal usage, the HD-MAX plastic elevator bucket will carry and deliver +5° of the water level cubic inch capacity.
Maxi-Lift recommends that water level capacity be used for design and engineering purposes.
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