Ganie

A TEREX BRAND

AERIAL WORK PLATFORMS

AWP™ Super Series™

Specifications

MODELS AWP -208 AWP"'-ZES AWP *.30S

Working helght* 8.12m 261t 1in a5Tm 30t 10in 1m 35ft6in
Piaticrm height 6.12m 20ft1in 7.57m 241 10in am 291t 6in
{Height - stowed (Standard, Narrow) 1.98m 6it6in 1.98m aftain 1.98m 6ft6in
stowed (RT) 201m Git7in 2Hm 61t 7in 2001m 61t 7in
(8] tilted back** (Standard) 1.78m 5ft10in 1.84m 61t 0310 1.89m Gft 25in
(DLength - stowed {Standard) 1.24m 4ft1in 0.3tm 4t 35in 1.35m 14 ft 5in
stowed (Narrow) 1.27m 4t 2in 1.32m 41t 4in 1.40m 4ft 7in
stowed (BT) 1.60m 51t 3in 1.60m 51t 3in 1.60m 5ft 3in
{JLengh - tilted back™™ - - - - - -
QWidth (Standard) 0.74m 21t 5in 0.74m 2ft 5in 0.74m 21t 5in
Width (Narrow) 6.56m 1 10in 0.56m 1t 10in 0.56m 11t 10in
Width {RT) D.76m 2ftGin 0.76m 2t 6in 0.75m 21t 6in
PRODUGTIVITY
Lift capacity 159kg 3501bs 159kg 35061bs 158 kg 3501bs
Indoor:
@ Ooutrigger footprint (/w) (Standard) 1.55%1.36m 5ft 1inx4ft5in 1.75%1.55m 5f9inx5H 1in 1.93%1,73m Gftdinx5ft 8in
Outrigger footprint {l/w} {Narrow/RT) 1.80%1.47Tm 5t 11inx4ft10in 1.80x147m  5ft11inx4ft10in 211%1.88m Git1imxGit2in
CDCorner access*** (Standard) 0.38m 11t 3in 0.46m 11t 7in 0.56m 1§t 10in
Corrier access™ (Narow/RT) 0.53m 11t9in D.51m 1{t&in 0.70m 2ft3.5in
O ©OWall access front/side (Standard) 0.15x0.33m Ginx1ft1in 0.18x0.43m Tinx1ft &in 0.20x0.53m ginx1ft9in
Wall access front/side (Namow/RT) 0.30x043m 1ftx1ft§in 0.25x0.43m 10inx1#t 5in 0.23x0.51 m Qinx1ft8in
Quidoor:
(3 Aoutrigger footprint {/w) (Standard) 246x226m 8ft1inx7ft5in 297x2.79m oft dinx 91t 2in 297%2.7%m 9t 9inx9ft 2in
Outrigger footprint {I/w) (Narrow/RT) 284x2.84m 9ftdinx9ft4in 284x284m gftdinx9ft din 3.30x345m  10ft10inx 111t 4in
(DCorner access** (Standard) 0.48m 11t 71n 0.76m 21t 6in D.69m 2ft3in
Corner access™ (Narow/RT) 1.3Tm 4ft6in 1.32m 4it4in 1.55m 5ft1in
QOwall access front/side (Standard) 0.48x0.8tm 1ft 7inx2ft8in 0.74x1.07m 2t 5inx3ft6in 0.69x1.07m 2ft 3inx3ft6in
Wall access front/slde (Narrow/RT} 0.81x1.12m 2ft8nx3itgin D.74x1.12m 2t 5inx3 R 8in 0.89%1.40m 21t 11inx4ft 7in
Platform Dimensions: {l/w/h)
Standard 0.69x066x1.14m 27 %26 x44.751n 0.69%0.66x1.14m 2T w26 % 44.750n BA9X0.6Gx1.14m 27 x 26 x44.750n
Gated standard DEIX06EX114m 27 %26 x44.751n 0.69%0.66x1.14m 27X 26%44.75in 0B9x0.66x1.14m 27x 26 x44.75in
Gated ultra narow 0.56x046x1.14m 22 x18x44.75in 0.56x0.46x1.14m 22x18 x44.75in 0.56x0.46x1.14m 22x 18x44.75in
Gated narmow 0.66x0.51x1.14m 26x20x44.75in 0.66x0.51x1.14m 26X20x44.751n B.66%0.51x1.14m 26x 20x44.75in
Standard fiberglass 0.74x06721.10m  29x26.5%43.5in 0.74x0.67x1.10m 29%26.5%43.5in 0.74x0.67x1.10m 29%26.5x43.5in
Narrow fiberglass 0.66x0.56x1.10m 26x22x43.5in 0.66 x0.56x1.10m 26x 22 x43.5in 0.66X0.56%1.10m 26x22x43.5in
Power source - AC or DC models 12V DC / 220/50-60 Kz AC 12V DG/ 220/50-60 Hz AG 12V DG/ 220/50-60Hz AG

AC models (Standard) 307ka 6771bs 330kg 7271Ihs 352kg 777 Ibs
AC models {Narrow/RT) 99kg 6601bs 315kg 2694 Ibs 331 kg 7291bs
DC models (Standard) 3MT7kg 766 1bs 371kg 817lbs 393kg 867 Ibs
DC modeks (Narrow/RT) 340kg 7491bs 354 kg 7801bs 371kg BiBIbs
Air motor (Standard) _ —_— 352kg 7771hs
Air motor {Narrow/RT) E— Ee— — E— i 331kg 729 Ibs

STANDARDS COMPLIANGE

ANSI A92.3, C5A B354.1, CE Compliance, AS 1418.10

* The metric equivalent of working height adds 2 m to platiorm height. U.S. adds 6 ft to platform height.
" Tilt back height with standard platform. For tilt back haight with other platforms, please contact your sales repraseniative.
“* Gorner of platform top rail to corner of wall with ability to rolate Jeveling jack bandle.

www.genieindustries.com.au



