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PANORAMIC | P40a7 | P4016 PANORAMIC | P4017 | P40.16
e , ; , Dimensions
Total empty weight (with forks) | kg | 10400 | 10300 A | mm 5795 5575
Performance g peida o B mm 1605 1385
Rated maximum load kg 4000 4000 C mm 2875 2875
Maximurm lift height m 167 15,6 D | mm | B 1315
Maximum forward reach m 125 114 E mm 4790 4790
Lift height at full capacity m | e 7 F | mm 480 | 480
Reach at full capacity m 42 37 H mm 2400 2400
Capacity at full lift height kg 2500 2000 L | mm | 2600 | 2600
Capacity at full forward reach kg 500 600 M mm 995" 9950
Low emission (Euro 2) engine turbo P mm | 2510 2510
Power at 2400rpm (97/68/CE) kW /HP 74,9102 R mm 4050 4050
Speed ratios o oy B (i el s | mm | sno 4990
1 gear kph 16 16 i mm 850 850
2" gear (self-limiting maximum speed) kph | 40 40 ' Useful internal width,

The MERIin system ensures the electronic management of all Two independently operated hydraulic stabiliser legs assure the necessary stability for working on any terrain and ensure the correct
the operating parameters of the machine. position and levelling on uneven ground.
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