SELF-PROPELLED ARTICULATING BOOMS GMIQ

Z"-40/23N RJ

Specifications

MODEL _Z"-40/23N R RANGE OF MOTION 2™-20/23N RJ
o

Waorking height maximum* 14.32m 461t 5in 1624m

Platform height maximum _1232m ____4oft5in

Horizontal reach maximum | B.91m T2z sin 45

Up and over clearance maximum 648m 211t 3in e

@) Platiorm length 0.76m 2t 6in

O Platiom width 1.17m 31t 10in s

(D Height - stowed 1.98m 6it6in

(Length - stowed 6.53m 211t 5in -

O Width 1.50m 41t 11in 1067m

(@ Wheelbase 1.96m 61t 5in

(@ Ground dlearance - centre 0.18m 7in 30 #
81am

Lift capacity 227kg 500Ibs ﬁ‘zm

Platormrotation [ tar° 180°

Vertical jlb rotation ' ; 128° 128° 201

Horizontal jib rotation _1e0e 180° 6.10m

Turntable rotation 355° non-continuous

Turntable tailswing 0.13m Sin 151t

Drive speed - stowed 7.2km/ 4.5mph e

Drive speed - raised** 1.1km/h 0.68 mph

Gradeabilily - stowed*™ 30% 30% o

Turning radius - inside 0.87m 2ft1tin

Turning radius - cutside 3.20m 10ft6in 51

e AR S 24V DC proportional 152m

Tyres - front 56 x18x45cm 22x7x17.750n

Tyres - rear | 64x1Bx45ecm  25.6x7x17.750n oft

POWER | B

=15Em Gm 1.52m amm 457 m 6,10m 7E2m

Power source 48V DC (eight 6V batteries) 350 Ah capacity

Drive system 29V 3 phase AC 29V 3 phase AG )

Auxdiary powet unt AV CALLEN /(B RANGE OF MOTION 2™-30/23N RJ

Hydraulic tank capacity 30.2L 8gal

10#

305m
6,940ky 15,300 Ibs

5
STANDARDS GOMPLIANCE ANSI A92.5, CSA B354.4, CE Compliance, AS 141 8.10

152m
* The metric equivalent of working height addsZm 1o platform heigrt U.5. adds 6 fi to platiorm haight. om |

** In lift mods *[platferm raised), the hine is designed to cperated on firm, level surfaces only.
* Gradeabilily epplies 1o driving an slopes. Sea cparator’s manual for deltails regarding slope ralings. |
*** Weight will vary depending on options and/or country standards, =5ft :
-152m
10t
“3.05m

-5t ofl 5ft 10# 151 200 25 ft
-1.52m 0m 162m 306m 457 m giom 762m
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