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With three great styles - ThermaRad Classic, ThermaStyle and ThermaDesign
to choose from, ThermaRad makes interiors easy.
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142575 1425 108

Hotter by degrees...

Hurlcon Heating have sold ThermaRad radiators from Termo Teknik

since 1996, now the longest continuously available radiator on the
Australian market. Termo Teknik is a subsidiary of the UK based
Ideal Stelrad Group, a leading heating business in Europe.

L (mm) | H(mm)|200 [300 |400 |500 |600 |700 |900 L (mm) |H(mm)|200 [300 |400 |500 |600 |700 |900 L]

400 kW | 0.18 ] 0.26 [ 0.33 | 0.40 [0:46] 1.20 | 064 400 KW | 026 | 0.37 [ 0.46 | 0.55 [0.64] 0.73 [ 0:89

500 kW | 022032 [ 041049067 052 [ 079 500 kW | 032 ] 046 | 0.58 [ 0.69 [0.80] 0.91 | 1.1

600 kW | 027 [0.38 | 049 | 0.59 | 0.69 | 065 | 095 600 kW | 039 | 056 [0.70 | 0.83 | 0.96 | 1.00 | 1.34

700 kW | 031] 045 | 057 [ 069|080 078 | 1.11 700 KW | 045 065 | 0.81 | 0.97 [ 1.12] 127 | 156

800 kw | 036 | 051 | 0.66 | 0.79 [ 0.92] 091 | 127 800 KW | 052 0.74 [098 | 141|128 1.45 | 1.78

900 KW | 040 | 058 | 0.74 | 0.89 | 1.03 | 1.04 | 1.43 900 KW | 058 | 0.83 | 1.04 | 1.24| 1.44| 1.63 | 2.00

1000 | kW | 045 [ 064 | 082 [0991.15] 1.17 | 1.59 1000 | kW | 0.65 | 093 [1.16 | 1.38|1:60] 1.81 | 223 . .

1100 | kW | 049 [ 070 [ 0.90 [ 1.09 [ 1.26| 1.80 | 1.75 1100 | kW | 071 [ 1.02 [ 1.27 [1.52[ 1.76] 1.99 | 2.45 Heqhng w“‘h SiYIe...
1200 | kW | 0.54 [ 077 | 098 119188 1.43 | 1.01 1200 | kW | 078 [ 1.11 | 1.89 [ 1.66|192] 2.18 | 267

1300 | kw [ 058 | 083 | 1.06 | 1.28]1.49] 1.56 | 2.06 1300 | kW | 084 | 12 | 151 [1.80]2.08] 2.36 | 289 Elegant, efficient, durable
1400 | kW [ 062 [090 | 1.15 [1.88 161 1.69 | 2.22 1400 | kW [ 091 | 13 | 162 [194|224] 254 | 312 .

1500 | kW | 067 | 096 | 1.23 | 1.48 [ 1.72] 182 | 2.38 1500 | kW | 097 | 1.39 | 1.74 | 2.07 | 240 2.72 | 334 ThermaRad radiators are
1600 | kW | 071 [1.02 | 1.81 | 168 | 1.84] 1.95 | 254 1600 | kW | 1.04 | 148 | 1.85 [ 221|266 2.90 | 3.56 produced with an environ-
1700 | kW [ 0.76 [ 1.09 | 1.39 [ 168195 2.08 | 270 1700 | kW | 110 [ 1567 | 1.97 | 2.35| 272 3.08 | 3.78 : :

1800 | kW | 0.80 [ 1.15 | 1.47 | 1.78| 207 | 2.21 | 2.86 1800 | kW | 1.17 | 1.67 | 2.09 [ 249 2:88] 3.26 | 4.01 menTO”_y f_”endly multistage
1900 | kW | 0.85 | 1.22 | 1.56 | 1.88 | 2.18 | 2.34 | 3.02 1900 | kW | 1.23 [ 1.76 | 2.20 | 2.63 | 3.04 | 344 | 4.23 painting process for an
2000 | kW | 089 [ 1.28 | 1.64 | 198 2380| 247 | 3.18 2000 | kW | 1.30 | 1.85 | 2.32 | 2.77| 8.20| 3.63 | 445 increased product life and
2200 | kW | 098 | 1.41 [ 1.80 | 217|253 260 | 349 2200 | kW | 143 | 2.04 | 2.55 | 3.04 | 352 3.99 | 4.90 . .
2400 | kW | 1.07 | 154 | 1.97 | 2.37 | 276 | 286 | 3.81 2400 | kW | 156 | 222 | 2.78 | 332 | 3.84| 4.35 | 534 stylish finish.
2700 | kW | 120 | 1.73 | 2.21 | 267 |3.10] 312 | 4.29 2700 | kW | 1.75| 25 | 313 | 3.73| 4.33] 490 | 601

3000 | kW | 1.34 | 192 | 2.46 | 2.96 | 3.44| 351 | 4.76 3000 | kW | 217 | 278 | 348 | 4.15| 4.81| 544 | 668 All styles available as 4
L (mm) | H (mm) | 200 | 300 | 400 | 500 | 600 | 700 | 900 L (mm) | H(mm)|200 |300 |400 |500 | 600 |700 | 900 port and é port radiators.
400 kW | 032 ] 048 [ 061 0.73[ 085 | 096 | 1.17 400 kW | 042 | 068 [ 0.86 | 1.04 [1.20] 1.36 | 167 6 port radiators offer VK
500 kW | 040 | 0.60 | 0.76 | 0.92 [ 1.07 | 1.20 | 1.46 500 kW [o052] 085108 1.3]150] 1.71 | 2.09 . .
600 | kw | 048 | 072 | 092 | 1.10|1.28| 144 | 1.75 600 | KW | 063 | 1.02 | 129 1.55 | 1:80] 2.05 | 2.51 connection opfion.
700 KW | 056 | 0.84 | 1.07 [ 1.29 [ 1.49] 1.68 | 2.0 700 KW | 073 1.19 | 1.51 [ 1.81 [ 210 | 239 | 293

800 W | 064096 [ 1.22 147|170 192 | 2.34 800 KW | 084 | 1.7 [ 1.78 | 2.07 [2:41] 273 | 835 :

900 kW | o072 108 [ 138 165 [1.92] 217 | 268 900 KW | 094 | 154 | 1.94 [ 233|271 | 307 | 377 . Side covers and fop
1000 | kW | 081 | 120 | 1.53 | 1.84 | 2.13 | 2.41 | 2.92 1000 | kW | 1.05 | 1.71 | 216 | 2.59 | 801 3.41 | 419 grilles are removable for
1100 | kw [ 089 [ 132 | 168|202 [284] 265 | 322 1100 | kW | 1.5 [ 1.88 | 2.37 [ 2.85| 331 | 8.75 | 4.61 easy cleaning and/or
1200 | kw | 097 | 1.44 | 1.84 [220] 256 | 2.89 | 851 1200 | kW | 1.26 | 2.05 | 269 | 3.11 | 861 4.09 | 5.02 .
1300 | kW | 1.05 | 156 | 1.99 | 2.39 [2.77] 313 | 3.80 1300 | kW | 1.36 | 1.88 | 2.81 | 3.37 | 391 4.43 | 544 replacement (classic
1400 | kW [ 1.18 | 1.68 | 2.14 | 267 | 298| 337 | 4.09 1400 | kW | 1.46 | 2.39 | 802 | 3.63 [421]| 4.78 | 586 style only).
1500 | kw | 1.21 [ 1.80 | 2.29 | 276 [ 819 361 | 4.39 1500 | kW | 1.57 | 256 | 3.24 | 3.89| 451 5.12 | 6.28

1600 | kW | 1.29 | 1.92 | 2.45 [ 2.94| 3.41| 385 | 468 1600 | kW | 1.67 | 273 | 845 | 4.15 | 481] 5.46 | 6.70

1700 | kW | 1.37 | 204 | 2.60 | 312362 4.09 | 497 1700 | kW | 1.78 | 290 | 367 | 44 | 511] 680 | 7.12

1800 | kw | 1.45 | 2.16 | 2.75 | 831 [ 883] 4.33 | 5.26 1800 | kW | 1.88 | 3.07 | 3.88 | 466 541 6.14 | 7.54

1900 | kw | 1.53 | 2.28 | 2.91 | 3.49 | 4.05| 457 | 556 1900 | kW | 1.99 | 324 | 410 | 492 5.71 ] 6.48 | 7.96 NB: ThermaStyle & ThermaDesign are supplied to
2000 | kw [ 1.61 | 2.40 | 3.06 | 3.67 | 4.26| 4.81 | 5.85 2000 | kW [ 209|341 |432]518|601] 6.82 | 837 order lead time approximately 10-12 weeks.
2200 | kW | 1.77 | 264 | 3.36 | 404 [ 468 529 | 643 2200 | kW | 230|376 | 475 57 | 662 7.50 | 9.21

2400 | kW | 193 | 2.88 | 367 | 441|641 577 | 7.02 2400 | kW | 251 | 410 | 518 | 6.22| 7.22] 819 [ 10.05

2700 | kW | 217 | 301 | 413496 575] 650 | 7.89 2700 | kW | 282 | 461 | 583 | 7.00| 812 921 | 11.30

3000 | kW | 242|313 | 459 | 551|639 7.22 | 877 3000 | kW | 314 512 | 647 | 7.77 | 9.02 | 10.23] 12.56 B Shaded areas indicate sizes ex stock

Colour Warranty
Powder coat RAL9016 Traffic White 25 year warranty against manufacturing defects (conditions apply)

ThermasStyle ThermaDesign

VK 6 port radiators pictured above

Melbourne: 03 9554 2275 Townsville: 07 4796 0100
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