
M
O

C
A

L
  USA

Back to HOME
M

O
C

A
L

   U
SA

Caps AN Female Cap (929) Alloy
AN Female Cap (929) Steel
Metric Female Cap
BSP Female Cap

AN Flair Cap Female (AN 929) ALLOY

-AN size part #

 -3AN 929-3
 -4AN 929-4
 -6AN 929-6
 -8AN 929-8
 -10AN 929-10
 -12AN 929-12
 -16AN 929-16
 -20AN 929-20

AN Flair Cap Female (STEEL)

-AN size part #

 -2AN 929-2S
 -3AN 929-3S
 -4AN 929-4S
 -5AN 929-5S
 -6AN 929-6S
 -8AN 929-8S
 -10AN 929-10S
 -12AN 929-12S
 -16AN 929-16S
 -20AN 929-20S
 -24AN 929-24S

BSP Cap Female (STEEL)

BSP size part #

   1/8" BCS3-3
   1/4" BCS3-4
   3/8" BCS3-6
   1/2" BCS3-8
   5/8" BCS3-10
   3/4" BSC3-12

Metric Cap Female (ALLOY)

Metric size part #

 12 x 1.5          929-M12
 14 x 1.5          929-M14
 16 x 1.5          929-M16
 18 x 1.5          929-M18
 22 x 1.5          929-M22
 26 x 1.5          929-M26
 30 x 1.5          929-M30

Importer/Distributor-  BAT Inc. 7630 Matoaka Road. Sarasota, FL 34243
phone (941) 355-0005   fax (941) 355-4683

also available in blue  
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We assemble custom hoses.
             Call for quote.

http://www.batinc.net/mocal.htm


-AN size part #
 -3AN 806-3S
 -4AN 806-4S
 -6AN 806-6S
 -8AN 806-8S
 -10AN 806-10S
 -12AN 806-12S
 -16AN 806-16S
 -20AN 806-20S

AN Flair Plug Male (AN 806) STEEL

-AN size part #
 -3AN 814-3
 -4AN 814-4
 -6AN 814-6
 -8AN 814-8
 -10AN 814-10
 -12AN 814-12
 -16AN 814-16
 -20AN 814-20

includes o-ring

O-Ring Port Plug Male (AN 814) ALLOY

-AN size part #
 -3AN 806-3
 -4AN 806-4
 -6AN 806-6
 -8AN 806-8
 -10AN 806-10
 -12AN 806-12
 -16AN 806-16
 -20AN 806-20

AN Flair Plug Male (AN 806) ALLOY

Plugs AN Flair Male Plug (806) Alloy
AN Flair Male Plug (806) Steel
AN O-Ring Port Plug (814) Alloy
BSP Port Plug Alloy
BSP Port Plug Steel

NPT Plug Hex Head Steel
NPT Plug Allen Head (932) Alloy
Metric Port Plug Alloy
Magnetic Drain Plugs (Metric)

BSP Port Plug Male (ALLOY)

BSP size part #

   1/8" BPA3-3
   1/4" BPA3-4
   3/8" BPA3-6
   1/2" BPA3-8
   3/4" BPA3-12

BSP Port Plug Male (STEEL)

BSP size part #

   1/8" BSM3-0
   1/4" BSM4-0
   3/8" BSM6-0
   1/2" BSM8-0
   5/8" BSM10-0
   3/4" BSM12-0

NPT Hex Head Plug Male (STEEL)

NPT size part #

   1/8" NPS-2
   1/4" NPS-4
   3/8" NPS-6
   1/2" NPS-8
   3/4" NPS-12

NPT Allen Hex Plug Male (932) ALLOY

NPT size part #

   1/8" 932-2
   1/4" 932-4
   3/8" 932-6
   1/2" 932-8
   3/4" 932-12

also available in blue  
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Importer/Distributor-  BAT Inc. 7630 Matoaka Road. Sarasota, FL 34243
phone (941) 355-0005   fax (941) 355-4683

Broached Hex

http://www.batinc.net/mocal.htm


Metric size part #

 M12 x 1.5       814-M12
 M14 x 1.5       814-M14
 M16 x 1.5       814-M16
 M18 x 1.5       814-M18

Metric Port Plug Male (ALLOY)
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Low profile hex keyed round port
plug for o-ring or washer seal.
Broached allen hex. Color: Black

Importer/Distributor-  BAT Inc. 7630 Matoaka Road. Sarasota, FL 34243
phone (941) 355-0005   fax (941) 355-4683

Plugs AN Flair Male Plug (806) Alloy
AN Flair Male Plug (806) Steel
AN O-Ring Port Plug (814) Alloy
BSP Port Plug Alloy
BSP Port Plug Steel

NPT Plug Hex Head Steel
NPT Plug Allen Head (932) Alloy
Metric Port Plug Alloy
Magnetic Drain Plugs (Metric)

Metric size part #   price $

 M12 x 1.5       DPM12     12.60
 M14 x 1.5       DPM14     12.60
 M16 x 1.5       DPM16     12.60
 M20 x 1.5       DPM20     12.95

Magnetic Drain Plug Metric

Magnetic Drain Plugs are used
throughout various forms of
motorsports worldwide and help attract
fine metal particles from your engine’s
crankcase or transmission/differential
housing. Strong neodymium magnet
holds over 2 pounds! Plugs are
manufactured of 6061 aluminum and
pre-drilled for safety wire. Black color,
washer/seal included

Common Oil Pan Sizes
M12 x 1.5 - MOST TOYOTA/LEXUS/SCION some BMW
M14 x 1.5 - MOST HONDA/ACURA, MAZDA, MITSUBISHI

      some FORD
M16 x 1.5 - SUBARU BRZ TOYOTA FRS
M20 x 1.5 - SUBARU (except BRZ/FRS)

Metric size part #
 M10 x 1.0     806-M101
 M12 x 1.0     806-M121
 M12 x 1.5     806-M12
 M14 x 1.5     806-M14
 M16 x 1.5     806-M16
 M18 x 1.5     806-M18
 M20 x 1.5     806-M20
 M22 x 1.5     806-M22
 M24 x 1.5     806-M24
 M26 x 1.5     806-M26
 M30 x 1.5     806-M30

Metric Port Plug Male (ALLOY)

Plug has DIN flair to seal with female hose/tube
end or into port with washer/o-ring. Color: Black

Metric size part #

 M12 x 1.5     806-M12S
 M14 x 1.5     806-M14S
 M16 x 1.5     806-M16S
 M18 x 1.5     806-M18S
 M20 x 1.5     806-M20S
 M22 x 1.5     806-M22S

Metric Port Plug Male (STEEL)

Port plug for washer/o-ring. No flair seal.
Finish: plated steel

http://www.batinc.net/mocal.htm
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