ECO PHYSICS AG PLC762 SR MH - Users Manual V3.1
Diirnten

PLC 762 SR MH specifications
Photolysis cell volume 1700 cecm

Flow, pressure and efficiency for CLD 780 TR application:

Sample flow 3 nl/min STP

Operating (sample) pressure 340mBar abs. (no flow restriction in the CLD)
NOj -> NO conversion efficiency  ca. 60 % (sample containing 7ppb NO5)

Flow, pressure and efficiency for CLD 790 SR application:

Sample flow 1.5 nl/min STP

Operating (sample) pressure 100mBar abs.

NO, > NO conversion efficiency  ca. 70 % (sample containing 7ppb NO)

Light source 200 W MH lamp running at 180W
Lamp life 750 hrs nom.
Spectral range 320- 400 nm
Optics Focussed beam optics, AR coated
- Cell temperature Regulated 0°C - ambient temp. , setting 0 - 50°C
Permissible ambient temperature range 10-40 °C

Permissible ambient humidity range 5 - 95 % rel. {non-condensing)

Power consumption ca. 300W at 230VAC (115/230VAC selectable)
or 360W at 28YDC (DC powered units)
Dimensions (height x depth x width)
Main module height/width 266/483 mm (6 U, 19" unit)
max. depth 525 mm (plus cable/tubing)

Weight less than 26 kg
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