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1 Introduction 

This Report is the monthly report required to be given under clause 4.4(a) (“Reporting”) of the Enforceable Undertaking given by Leadshine Pty Limited 
on 20 August 2018 (“Enforceable Undertaking”).  The Enforceable Undertaking commenced operation Tuesday 28 August 2018, the date of receipt of 
the withdrawal of the Order 15 issued by the Department of Planning and Environment. 

This is the third progress report under clause 4.4(a) of the Enforceable Undertaking.  It relates to the period from Monday 1 October 2018 until 
Wednesday 31 October 2018 and also comments on works undertaken until the inspection of 7 November 2018. 

The report describes works undertaken on the following aspects: 

 Planning for the undertaking of rehabilitation works; 

 Landforming Works and Stormwater Management Works carried out in October 2018; 

 Vegetation Work carried out in October 2018; and 

 Other rehabilitation related activities carried out in October 2018. 

This report also responds to matters raised in the letter from the Department during October 2018. 

The director of Leadshine Pty Limited (Stuart Dixon-Smith) attended at the Quarry all day on 7 November 2018 to meet with Quarry staff (John Ward, 
Quarry general manager and Leonie Rowe, Quarry bookkeeper and office administration manager) to inspect the Quarry regarding progress on 
satisfaction of the requirements of the Enforceable Undertaking, and to assist in preparation of this report.  He also met with Ross Faithfull of East 
Coast Bush Regeneration who was on site undertaking revegetation planting. 

2 Executive Summary 

Works during the month concentrated almost entirely on completion of the new Central Dam and associated landscaping works, representing a major 
earthworks undertaking involving the introduction of contracted earthworks resources in addition to the Quarry’s staff and equipment.  The Central Dam 
was successfully completed.  The dam has added significant stormwater storage capacity on the Westside and taken significant pressure off the 
Process Pond for water storage requirements.  The Central Dam significantly enhances the ability of the Quarry to manage large rainfall events without 
discharging. 

Other work included ordering of 4,600 plants for undertaking planting works on the Eastside described in Report #2 and mobilising for significant 
planting activity in November 2018.  In addition further work progressing the preparation for removal of the washplant was undertaken. 

The month was disrupted by heavy rainfall with a total of 121mm of rain falling in the eight days from 11 October 2018 to 18 October 2018 inclusive.  
The Central Dam performed well, it: 

 prevented any water escaping the property; and 
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 retained almost all runoff thereby stopping and runoff reaching Process Pond and keeping the Process Pond water levels below the sediment 
zone boundary; and 

 accordingly avoided a treatment and release to the environment of water to restore capacity, an activity which what would otherwise have 
necessitated by a rainfall event of 121mm without the Central Dam. 

Further details are set out below. 

3 Rehabilitation Planning 

As foreshadowed by Report #2, advance planning work for the planting of the Westside commenced during October 2018, with a further on-site meeting 
scheduled for 7 November 2018 to discuss plans for plantings once the Central Dam is completed. 

4 Landforming Works and Stormwater Management Works Progress 

During October 2018 the Quarry’s landforming and stormwater works activities were primarily focussed on the completion of the Central Dam and 
associated facilities. 

The work described in Report #2 which was carried out during September (primarily dam desilting and excavation and batter creation) was continued 
over the first two weeks of October, with the third week activities being curtailed somewhat being rain affected and substantially completed in the final 
week of October.  The work included: 

 preparation of dam wall site, including dam wall key site key into adjacent batter; 

 completion of trenching and concreting for the two pipes underneath the proposed dam wall, comprising: 

 one pipe intake being slightly above the dam wall base; and 

 one pipe intake upturned to receive water at a level approximately 500mm below the spillway. 

 pipe installation; 

 dam wall installation; 

 spillway creation; 

 downstream channel upgrade including rock installation; 

 creation of the dam bypass road. 

 further preparation of wetland site; 

 completion of batters and topsoil to future water level (using laser level to project the spillway elevation across the dame waterbody location); 
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The following diagram shows the location of the dam works. 

 

Figure 1 – Central Dam works location 
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Dam works were undertaken in accordance with the design in Annexure A and Annexure B to the Enforceable Undertaking.  The following diagram 
shows the design annotated with the location of the outlet pipes. 

 

Figure 2 – Central Dam works plan 
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By chance Nearmaps.com took aerial photographs of the Quarry on both 4 October 2018 and 31 October 2018, which are replicated below.  The 31 
October 2018 photo is partial only, showing only north of the centreline of the dam as at 31 October 2018. 

 

Figure 3 – Nearmaps.com photo 4 October 2018 
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Figure 4 – Nearmaps.com photo – composite of 31 October 2018 north of Central Dam centreline and 4 October 2018 south of Central Dam 
Centreline 
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Figure 5 – Nearmaps.com photo – Eastside, composite of 31 October 2018 north and 4 October 2018 south 
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The following comments and supporting photographs relate to various aspects of the Central Dam works. 

4.1 Preliminary Works – Central Dam. 

The following photos show works preliminary to construction of the dam wall – taken on 4 October 2018 and included in Report #2, but undertaken in 
October 2018: 

           
Figure 6 – Excavated dam and reformed dam banks  Figure 7 – Looking towards site of dam wall & PZW19 
 (taken from dam wall site looking towards PZW21) 
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Figure 8 – Removed causeway and culvert and dam wall keyed  Figure 9 – Site of dam wall with drainage pipes installed 
area looking towards PZW19      looking west towards PZW18 
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4.2 Dam Wall and Spillway 

The following photos (Figures 10 to 12) were taken on 7 November 2018 after finalisation of the dam wall and spillway: 

 

Figure 10 – Dam wall taken from bypass road looking to spillway and PZW18 & PZW19 
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Figure 11 – Spillway from Central Dam wall looking west towards PZW15  Figure 12 – Spillway from Central Dam wall looking east 
             towards PZW19 & PZW21 

The Spillway is approximately 500mm below the dam wall crest and has been lined with geofabric and rocked in accordance with specification. 

4.3 Downstream channel 

The diversion drain that carries flows to the Process Dam was rehabilitated from the dam wall to the culvert downstream of the Central Dam wall by clearing silt, 
creating a channel, lining with geofabric and rock lining the rehabilitated channel. 

The performance of this will be monitored before extending that work for the remained of the drain to the Process Pond, or modifying the work appropriately, 
having regard in particular to Note 14 in the Rehabilitation Works Plans and Specifications.  Grass and planting adjacent to the channel is required in due course 
in areas where equipment or channel forming has impacted the landscape. 
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Figure 13 – Rehabilitated downstream channel taken from Central Dam wall (looking west to PZW8, PZW16 & PZW15) 
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4.4 Dam floor works 

The Central Dam floor was smoothed out ready for the dam to fill.  The “before” status photographed on 4 October 2017 is shown in Figure 14, and then 
the photographs taken on 7 November 2018 in Figures 15 and 16 taken after completion: 

 

Figure 14 – Excavated Central Dam and reformed dam banks (taken from dam wall site) – 4 October 2018 
looking towards PZW20 & PZW21 
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Figure 15 – Excavated Central Dam and reformed dam banks (taken from completed Central Dam wall) – 7 November 2018 
looking towards PZW11& PZW21 
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Figure 16 – Excavated Central Dam and reformed dam banks (taken from bypass road east of Central Dam wall site) – 7 November 2018 
looking towards PZW21 
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4.5 Bypass road 

A bypass road was cut into the new dam wall and formed up east of the dam wall to complete the retention of water in line with the crest of the dam 
wall, as documented in the Central Dam design in the Rehabilitation Works Plans and Specifications. 

The road was operational in the last week of October and subsequently in the first week on November road base was applied for stability, erosion 
control and dust suppression. 

      

Figure 17 – Bypass road looking west toward Central Dam wall  Figure 18 – Bypass road looking west from Central Dam wall location 
and PZW8, PZW16 and PZW15       towards PZW8, PZW16 and PZW15 
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4.6 Wetland area and upstream 

The proposed wetland area immediately north of the Central Dam remains as a temporary rainfall collection point and erosion control facility for the 
large south facing batter that does not drain into the Central Dam.  This waterbody has successfully collected the small runoff that flows to it, which 
previously drained directly to the Cut Off Drain.  Substantial work remains to complete and vegetate this proposed wetland area. 

Spoil from the desilting of the former temporary sediment trap now replaced by the Central Dam was temporarily emplaced upstream of this incomplete 
wetland to dry and for water draining from it to collect in the temporary water body to prevent dirty water flowing to the Process Pond.  This silt has dried 
well and will shortly be removed as fill and to finalise the batter on the north of the bypass road.  Arrangements will be made to dewater the temporary 
waterbody, complete the wetland land form and vegetate it based on advice from Martens & Associates once they visit the Quarry.  In the meantime it 
operates temporarily as an effective trap for runoff and dirty water containment. 

    

Figure 19 – The beginnings of the wetland area PZW9,   Figure 20 – Excavated silt drying out and draining awaiting  
taken from bypass road east of dam wall    removal in PZW10, looking towards PZW6 
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4.7 Central Dam bank stabilisation and other works 

Further work on the banks/batters of the Central Dam was undertaken to ensure they are stabilised and grassed to the expected upper waterline.  A 
laser level was deployed to project the spillway level around the water storage area and mark this upper water level.  In places as required, additional 
topsoil was deployed down to this level. 

 
Figure 21 – Central Dam looking west towards PZW15 from Westside top road on PZW20 
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Figure 22 – Central Dam looking south west from above eastern batter on PZW20 

to Central Dam and PZW20, PZW21 & PZW24 
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In addition a bund has been installed in upstream of the Central Dam to the west to divert flows from the western fill emplacement area PZW21 more 
directly to the Central Dam in the location shown below in Figure 23: 

 

Figure 23 –Location of water diversion bund in area PZW21 
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4.8 Incomplete works 

The remaining works to fully commission the Central Dam are limited to the installation of valves on the outlet pipes running beneath the dam wall to 
enable the dam water levels to be managed and control water availability and quality in the Process Pond.  These valves are intended to be electronic 
and capable of remote activation. 

Leadshine is also considering the following further works, subject to further advice and pricing by ENV Solutions, who operate the water dosing, 
treatment and discharge at Broken Head Quarry: 

 remote water level monitoring; 

 water supply system allowing water to be drained by pipe from the Central Dam instead of via the Cut Off Drain to the Process Pond and also 
to be pumped back from the Process Pond to the Central Dam, allowing the extra storage capacity of the Central Dam to be used to minimise 
treatment costs and the quantity of water discharge to the environment.  This system could including receiving water from the Eastside and 
holding it in the Central Dam pending treatment and release. 

Whether these works will be implemented will be decided after monitoring of the performance of the Central Dam and the Cut Off Drain in heavy rainfall 
events. 

4.9 Central Dam performance 

The positive impact of the Central Dam is already being enjoyed.  Two significant rainfall events in September (151mm) and October (121mm) were 
entirely contained within rear portion of the Central Dam.  In the case of the September rainfall event, this water was contained without even being 
retained by the dam wall (which had not been constructed at that stage).  The reader will observe from photos above that the water levels as at 7 
November 2018 are well below the foot of the dam wall.  Accordingly, the Process Pond water inflows are now restricted to a much smaller catchment 
below the Central Dam wall and these two rainfall events have not resulted in water levels in the Process Pond rising above the sediment zone 
boundary.  Two events that would certainly have previously resulted in a requirement to treat and discharge from the Process Pond, and most probably 
the spillway overflowing with untreated water (permitted by the BHQ EPL since both events exceeded 82.5mm), were avoided.  Use of water from the 
Process Pond for irrigation and dust suppression has also enabled Process Pond levels to be kept low. 

This new dynamic has resulted in a probable need for water to be pumped regularly from the Eastside to top up the Process Pond whilst water levels in 
the Central Dam water level remains below the foot of the dam wall.  Maintenance and testing work is being carried out on the Quarry’s Eastside pump 
that pumps water to the Process Pond to ensure this can be activated again when required.  The pump was last utilised in May 2018 when storage 
capacity on the Eastside was restored after a large rainfall event by pumping to the Westside and treating and releasing. 

The performance of the new Central Dam will be monitored over the future and, as water levels rise, to establish a new regime for compliance with EPL 
4860.  The purpose of this monitoring is to evaluate the need for additional equipment from the Central Dam to facilitate flows between it and the 
Process Pond and the need for remote monitoring and activation. 
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4.10 New concrete channel in Westside Middle Drain 

In Report #2 the Department was advised of the concreting of an eroded stormwater drain and the Department has requested further details of this 
drain and how it links to the Process Pond. 

The concreted drain terminates in a sump at the bottom of the inclined track which track runs from the tip point for the wash plant down to the Process 
Pond on the east side of the road that skirts the Process Pond, shown on the following plan in Figure 24 (also contained in Report #2 as Figure 8): 

 

Figure 24 - Westside Middle Drain concrete lined west of PZW22 
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The sump feeds a culvert across the road which discharges to a further sump above the Process Pond, as shown below in Figure 25.  The location of 
the surface of the road above the culvert is also shown in the photograph in Figure 26: 

 

Figure 25 – Culvert to Process Pond adjoining PZW17 
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Figure 26 – Surface of location of culvert, looking north towards PZW18, PZW17 to the left 
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The following photos in Figures 27 to 30 show the Westside Middle Drain and the two sumps: 

                                    
Figure 27 – Westside Middle Drain looking North from top to PZW18  Figure 28 – Westside Middle Drain looking South from bottom 
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Figure 29 – Culvert inlet sump, east of road 
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Figure 30 – Culvert outlet sump, west (Process Pond side) of road, draining to Process Pond, PZW17 to right 

A close inspection of the sumps and drain lines was undertaken and it was noted they do not currently need clearing or other work.  It is proposed to 
have Martens & Associates inspect these and recommend whether any additional works (sump or drain lining or rocking or both) is required to ensure 
they continue to operate satisfactorily long term.  At present it is intended to add additional rock to the concrete drain, line the sumps and downstream 
channel to the Process Pond with geofabric and rock the sumps and downstream channel.  The results of that inspection and any intended works will 
be reported in subsequent progress reports. 
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4.11 Eastside earthworks 

No significant earthworks were undertaken on the Eastside during the month, with earthworks equipment having been relocated to the Westside after 
completion of the Eastside fire trails repositioning work reported on in Report #2. 

4.12 Bund repair works 

Bund works and batter erosion repair in Area 5b on the Rehabilitation Works Plans and Specifications were reported on in Report #2 and commented 
on in the Department’s letter. 

The bund was inspected to establish if it had suffered any damage in the rainfall and whether it still operates successfully.  No damage to the bund was 
observed and no erosion or rilling occurred in the batter below the bund.  So it appears the objectives of this approach are being met.  It is noted that 
the Department has requested scouring of the topsoil with excavator bucket teeth, and this is noted and accepted.  Once earthworks equipment is 
redeployed back to the Eastside, then this bund will be finished across the top of the entirety of Area 5b on the Rehabilitation Works Plans and 
Specifications and scouring and hydromulching performed. 

Hand seeded grass was generally not successful, and some grass seeds of introduced species within the emplaced soil have germinated and partially 
established.  Subject to advice, it is expected that this introduced grass will need to be sprayed and the area re-seeded or hydromulched, and this will 
be undertaken as a part of the final bund and batter establishment and hydromulching works in the future.  Existing grass will be left temporarily to 
ensure the bund remains stable. 

 
Figure 31 – Bund on PZE8 looking northwest, PZW7 on right 
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4.13 Other minor works 

Further work on fill emplacement and batter smoothing in the Western emplacement area above the new Central Dam were undertaken, but of a limited 
nature due to work and equipment being concentrated on the new Central Dam.  The emplacement area continues to be filled at a steady pace in 
keeping with being able to be fully landformed with the shallowest batter by the deadline of 31 March 2019. 

The Quarry received some supplies of roadbase during the month and a number of roads had roadbase applied throughout the Quarry from these 
supplies. 

Minor drain clearance and upgrade works were undertaken during the month. 

5 Vegetation Works Progress 

5.1 Preparation for major planting campaign for November 2018 

Many weeks of preparation were undertaken for an expected 3 week planting campaign for November as described in Report #2.  East Coast Bush 
Regeneration (Ross Faithfull), Broken Head Quarry’s revegetation contractor, was engaged to undertake the campaign and ordered 4,600 plants.  A 
deposit was paid by Leadshine in the last week of November after careful species selection by Ross Faithfull and Mark Free.  East Coast Bush 
Regeneration also ordered the necessary supplies and labour. 

The list of species provided to Leadshine by Ross Faithfull which was selected for various zones and ordered for delivery to site on 6 November 2018 is 
attached as Annexure C. 

The planting campaign commenced on 6 November and is now well in progress, and will be reported on in Report #4 for November 2018.  Stuart Dixon-
Smith’s visit for this report was timed to coincide with East Coast Bush Regeneration’s team being on site.  An onsite inspection and refinement of the 
planting plan was undertaken between Ross Faithful and Stuart Dixon-Smith and supplemental works and some trial plantings of areas expected to be 
challenging (e.g. PZE13 in particular) were agreed. 

The essence of the campaign is detailed in the table attached to Annexure A, which Annexure is kept constantly up to date and each monthly change is 
shown in tracked text in the Annexure. 

A full report of this first campaign will be included in Report #4 for November 2018. 

The table attached to Annexure B has be completed but not in tracked text.  Likewise, from the next report on, Annexure B will be kept constantly up to 
date and each monthly change shown in tracked text in the Annexure. 

5.2 Review of recent vegetation works 

The significant areas topsoiled and seeded in September 2018 and reported on in Report #2 have established well with good grass cover is establishing 
in many areas, helped by mid-month rainfalls and supplemented by water cart irrigation.  The Nearmaps.com aerial photographs in Figures 4 and 5 
above show green cover in a variety of areas previously bare, as do the photos in Figures 32 to 34 below. 
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Figure 32 – Area PZE2 (Area 1 of Rehabilitation Works Plans and Specifications) showing grass cover in 
reformed batter (taken from PZE15 looking east) 
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Figure 33 – Area PZE5 (Upper) and PZE4 (Comprises Area 2 in the Rehabilitation Works 
Plans and Specifications) and Area PZE4 (taken from PZE15 looking east) 
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Figure 34 – Areas PZE 11 and PZE 12 showing strong germination of grass cover (photo taken from fire trail on  
southernmost E3 zone looking north) 
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Some grassed areas have not taken and will be included in a hydromulching exercise planned for December/January pending collection of appropriate 
native seeds for inclusion in hydromulch materials.  In particular PZE5 (lower) requires further attention. 

 
Figure 35 – Area PZE5 (Lower) taken from PZE15 looking east showing poor grass cover in parts 

5.3 Review of previous vegetation works 

Extensive planting was undertaken in January 2018 on area E3 referred to in the Enforceable Undertaking on the Eastside at the request of the 
Department’s ecologist. 

Area E3 was inspected by East Coast Bush Regeneration during the month to plan for supplementary planting to provide species variety and to replace 
unsuccessful saplings from the initial planting, as required by clause 4.2(f) of the Enforceable Undertaking. 

The observed sapling failure rate was unusually low and the surviving plants have thrived well notwithstanding the challenging location, with most now 
growing strongly over the top of their wallaby protection cages.  Further planting will be undertaken by East Coast Bush Regeneration during November 
2018 to complete this aspect of the Enforceable Undertaking. 
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Figures 36 to 39 below show the progress of plantings in Area E3. 

 

Figure 36 – The southernmost section of E3 zone, looking west towards PZE8 
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Self-seeded plants have sprung up and thrived in this area as well, assisted by water cart irrigation, and the area is beginning to look dense and well 
vegetated. 

 

Figure 37 – Southernmost section of E3 zone south of and above PZE8, looking southeast showing natural regeneration between planting 
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Figure 38 – Middle E3 Area from fire trail looking northwest towards PZE13, PZE11, PZE12 and PZEs15-17 
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Figure 39 – The northernmost section of E3 zone, looking southeast, including some the Quarry’s 
spectacular Xanthorrhoea in the undisturbed zone 

6 Other Works 

Arrangements were further progressed for the decommissioning and removal of the Quarry washplant and weighbridge facilities.  The washplant power 
supply disconnection was undertaken on 3 October 2018.  The buyer spent a day on site in the last week of October inspecting and undertaking safety 
planning in preparation for removal.  Removal is expected during the week commencing 12 November 2018. 
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7 Other Matters 

7.1 Upgraded BHQ Website 

As reported in Report #2, Leadshine has commissioned Sensis, which hosts the Broken Head Quarry website (http://www.brokenheadquarry.com.au/), 
to create a place for the Enforceable Undertaking, monthly progress reports and other documents relevant to the Enforceable Undertaking to be 
uploaded and viewed by the public, including a link to the Enforceable Undertaking at the Department’s website if made available as envisaged by 
clause 5(a) of the Enforceable Undertaking. 

This webpage restructure was completed in the first week of November and the resources will be uploaded to it shortly, Figure 40 below shows the 
website page for the Rehabilitation activities. 

 

Figure 40 – Screenshot of new Rehabilitation page on the Broken Head Quarry website 
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7.2 Department feedback on Report #2 

The Department wrote to Leadshine in October 2018 with a table of feedback on Report #2.  The following is Leadshine’s response to the feedback: 

Section Reference Department Comment Response 

Figure 3 – Area 5b bund and 
erosion repair. 

Department highlights that where rills have 
formed reprofiling is required with a toothed 
excavator bucket. 

Noted, as stated above this will be addressed when final 
works implemented. 

 Topsoil requires seeding to achieve a short 
term cover crop and > 70% cover. 

Noted in Report #2. 

 In the next Report, please confirm what seed 
has been applied to demonstrate compliance  

The Quarry staff have seeded with a mixture of rye and millet.  
In this area the topsoil used appears to have been previously 
grassed with species other than rye and millet and seeds 
from this grass have germinated and established together 
with the hand seeded grass.  As noted in section 4.12 above, 
this issue will need to be attended to when final works and 
further grass application is undertaken.  Leadshine is awaiting 
advice on how best to deal with this issue. 

Figure 4 (page 10) and photo 
of work (page 11). 

The Department encourages Leadshine to 
engage a suitably qualified person to review 
these works to ensure that appropriate 
controls are installed to manage storm water 
and prevent erosion, or a head cut from 
developing downstream of the works. 

As previously advised, Andrew Norris of Martens & 
Associates, who was Leadshine’s expert witness for erosion 
and sediment control in the proceedings relating to the Order 
and helped negotiate the Enforceable Undertaking, remains 
engaged to advise Leadshine on landforming and stormwater 
works.  A representative of Martens & Associates will be 
visiting the Quarry shortly to assist in final design and 
refinement of all relevant works and to inspect the Central 
Dam and wetland area. 

Figure 8- Westside drain from 
central pad to the proximity of 
the process pond concrete 
lined and rocked (page 23) 

In the next Report, please confirm how the 
water is transported from the end of the drain 
to the process pond. 

See section 4.10 above. 

Section 4- Vegetation works 
progress (page 24). 

For future reports, annotate each photograph 
in relation to the figures identified in the text 
in section 4 and provide the missing figure. 

Noted.  All photos are annotated and numbered in this report. 
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Section Reference Department Comment Response 

Section 4- Vegetation works 
progress (page 24). 

For future Reports, the Department 
encourages Leadshine to mark up any 
photos included in the report to clearly 
identify the areas (identified as sectors in 
Annexures A and B) to demonstrate 
compliance with the requirements of the 
undertaking. 

Noted.  Location of all photos annotated to identify the areas 
(identified as sectors in Annexures A and B) in this report. 
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8 Glossary, Definitions and Locations of Features 

8.1 Features at Broken Head Quarry 

The following plan identifies key areas at Broken Head Quarry and names used to define those areas in this and other Report. 

 

Figure 41 – Plan of major features of Broken Head Quarry 
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The following waterbodies are contained at Broken Head Quarry: 

 Sediment Pond No. 2 – this is the lower dam on the East Pit which has formed part of the Quarry for most of its operation. 

 Sediment Pond No. 1 – this is the upper dam on the East Pit, constructed in 2014 with dam wall alterations undertaken in 2017. 

 North No 1 Sediment Pond – this is the small pond on the West Pit at the north eastern edge of the limit of extraction. 

 Temporary West Sediment Pond – or Central Dam – this is the pond in the centre of the West Pit which collects stormwater runoff from most 
of the West Pit and feeds the cut off drain. 

 Process Pond – this is the main working waterbody for the Quarry, located north of the Maintenance Sheds on the West Pit.  It supplied water 
for the sand and gravel washing plant. 

 Upper Lilypond – This is a dam on the edge of the West Pit which collects natural waterflows from west and north of the Quarry and overflows 
from the Process Pond. 

 Lower Lilypond – This is a dam on the edge of the West Pit which is downstream of the Upper Lilypond and collects natural waterflows from 
the Upper Lilypond. 

8.2 Other Defined Terms 

Broken Head Quarry means the former sand and gravel quarry operated on the land comprised in the Eastside Land and the Westside Land and 
consists of the following parcels of land: 

 Lot 2, Deposited Plan (“DP”) 700806; 

 Lot 1, DP 123302; 

 Lot 1, DP 184443; 

 Lot 1, DP 245836; 

 Lot 1, DP 245605; and 

 Auto Consol 12993-34. 

Department means the NSW Department of Planning and Environment. 
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Eastside Land means the land comprised in titles: 

 Lot 1, DP 184443; 

 Auto Consol 12993-34; and 

 Lot 1, DP 245605. 

Enforceable Undertaking means the enforceable undertaking given by Leadshine to the Department dated 20 August 2018 accepted by the 
Secretary of the Department on 27 August 2018. 

EPL 4860 means the Environmental Protection Licence (No 4860) issued to Leadshine by the Environmental Protection Authority relating to Broken 
Head Quarry. 

Leadshine means Leadshine Pty Limited (ABN 21 102 229 943). 

Order means the Order 15 order issued by the Department to Leadshine under section 121B of the Environment Planning and Assessment Act 1979 
on 11 August 2017. 

Rehabilitation Works Plans and Specifications means the plans and notes in in Appendix 1 and Appendix 2 of the Enforceable Undertaking. 

Westside Land means the land comprised in titles: 

 Lot 1, DP 123302;  

 Lot 1, DP 245836; and 

 Lot 2, DP 700806. 

Terms defined in the Enforceable Undertaking and not defined in this Report have the same meaning as defined in the Enforceable Undertaking. 
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Annexure A Eastside Sectors 
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Eastside Rehabilitation Zones 

Zone Description Status Activity in September October 2018 and Future Plans 

PZE1 North Facing Batter below future fire trail Well vegetated with established semi mature vegetation. Under observation to see if any damage from earthworks above requires remedial 
planting.  Unlikely any further vegetation will be required. No damage sustained in 
earthworks activities 

PZE2 Batter below future fire trail.  Comprises 
part of Area 1 in the Rehabilitation Works 
Plans and Specifications 

Future fire trail to be re-landformed to reduce slope of batter.  Area was 
hydromulched in January 2018 and contains some areas with semi mature 
regenerated plants.  However, large areas are bare soil due to landforming 
works. 

Once fire trail is re-landformed batter to be hydromulched and planted with 
shrubs selected by Mark Free. 

Rehabilitation Works Plans and Specifications requires the following action: 

“REGRADE AREA TO LOWER TRACK ELEVATION TO MATCH GRADES 
TO SOUTH EAST.  TRACK TO BE PROFILED WITH SINGLE CROSS FALL 
SOUTH EAST DISCHARGING TO EXISTING VEGETATED SLOPES. 
WHERE OUTFALL IS NOT POSSIBLE MITRE DRAINS TO BE PROVIDED 
AT 20 M INTERVALS. 

UNVEGETATED PORTIONS OF BATTER TO THE NORTH WEST OF 
TRACK TO BE REGRADE TO PROVIDE MAXIMUM 50% GRADE. BATTER 
TO BE TRACK ROLLED, TOPSOILED THEN REVEGETATED WITH 
SHORT TERM COVER CROP. FINAL REHABILITATION BY PLANTING 
WITH APPROVED SPECIES.” 

Landforming works were undertaken during September 2018 in accordance with the 
Rehabilitation Works Plans and Specifications. 

Topsoil emplaced in October 2018 and planting expected to be undertaken in October 
andearly November 2018. 

PZE3 East side of future fire trail.  Comprises part 
of Area 1 in the Rehabilitation Works Plans 
and Specifications 

Area outside of areas to be revegetated under Enforceable Undertaking.  
However, this area will be impacted by the re-landforming of the fire trail.  
Following fire trail re-landforming it is expected this will need some 
revegetation. 

Once fire trail is re-landformed batter to be planted with shrubs selected by 
Mark Free. 

Landforming works were undertaken during September 2018 in accordance with 
Rehabilitation Works Plans and Specifications. 

Planting expected to be undertaken in October andearly November 2018. 

PZE4 Lower west facing batter above Sediment 
Pond No 1 

Area landformed and hydromulched in January 2018.  Grass well established 
with some native plants self-generating. 

Area to be planted with shrubs selected by Mark Free.  Minor additional 
grassing to be undertaken at edges of reformed road. 

Minor alteration to location of road, relocating the lower access trail further west to allow 
for reduction of batter in area PZE5 Upper was undertaken during September 2018 in 
accordance with Rehabilitation Works Plans and Specifications. 

Timing ofInitial stages or shrub plantings undertaken in early November 2018not yet 
determined. 

PZE5 (upper 
portion) 

Upper west facing batter above Sediment 
Pond No 1.  Comprises Area 2 in the 
Rehabilitation Works Plans and 
Specifications 

Area landformed to remove eroded slope and rilling in March/April 2018.  
Enforceable Undertaking requires area to be re-landformed to reduce batter 
and then revegetated. 

Once the batter is reformed to a reduced gradient area to be hydromulched (if 
required) and planted with shrubs selected by Mark Free. 

Rehabilitation Works Plans and Specifications requires the following action: 

REGRADE BATTER FROM LOWER TRACK TO PROVIDE MAXIMUM 50% 
GRADE. UPPER TRACK WIDTH TO BE ADJUSTED TO SUIT. UPPER 
TRACK SINGLE CROSS FALL TO SOUTH EAST TO BE MAINTAINED 
WITH DISCHARGE TO MITRE DRAIN AT NORTH EASTERN END OF 
AREA. 

LOWER TRACK TO BE REPROFILED WITH OUTFALL DRAINAGE TO 
REVEGETATED SLOPE TO WEST. 

Landforming works were undertaken during September 2018 in accordance with the 
Rehabilitation Works Plans and Specifications. 

Mitre drain at bottom of upper trail yet to be installed. 

Hydromulching (if required) expected in October 2018 or November 2018 or December 
2018.  Planting expected to be undertaken in October and November 2018. 

PZE5 (lower 
portion) 

Southern batter facing west above 
Sediment Pond No 1. 

Site of new drain and reformed batters where topsoil store previously located, 
fringed by vegetated and rehabilitated areas. 

Area to be monitored to see if grass germinates and strikes given sandy quality of the 
endemic topsoil store and monitoring for erosion.  Grass strike beginning to be evident in 
early October 2018.  Grass establishment has not been very successful and will likely 
require hydromulching. 
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Zone Description Status Activity in September October 2018 and Future Plans 

Topsoil store removed and area re-landformed and drain constructed in 
August 2018.  Seeded topsoil spread in August 2018. 

Depending on success or not of grass cover, the area may be hydromulched in 
NovemberDecember 2018.  Once the grass cover is established naturally or through 
hydromulching, the area is to be planted with shrubs selected by Mark Free. 

Planting expected to be undertaken in November 2018. 

PZE6 Dam wall and edges to Sediment Pond 
No 1 

No landforming works required.  Large culvert from PZE5 (lower portion) 
drain to Sediment Pond No 1 discharges to a highly eroded bank.  
Downstream area to be concrete filled to prevent further erosion. 

Revegetation required. 

Dam wall to be topsoiled as required to support selected plantings.  Area to 
be planted with grasses and other vegetation selected by Mark Free. 

Drain concreting to be undertaken in October 2018 or November 2018. 

Planting expected to be undertaken in October and November 2018 subject to 
availability of species. 

PZE7 Batter below level pad.  Comprises Area 5b 
in the Rehabilitation Works Plans and 
Specifications 

Steeper batter showing some signs of rilling and erosion, but with a scattering 
of well-established shrubs.  Hydromulched in January 2018 with limited grass 
cover established from that exercise. 

Bund to be constructed to stop water flowing from level pad PZE8 above.  
Erosion rills to be filled with seeded topsoil and plantings undertaken to assist 
in stabilising slope. 

Rehabilitation Works Plans and Specifications requires the following action: 

WHERE VEGETATION HAS NOT ESTABLISHED AND WHERE SURFACE 
RILLS HAVE FORMED REPROFILE WITH TOOTHED EXCAVATOR 
BUCKET {ACCESS FROM ROADWAY ABOVE OR ON SLOPE WHERE 
POSSIBLE).  APPLY TOPSOIL THEN PROVIDE SHORT TERM COVER 
CROP. FINAL REHABILITATION BY PLANTING WITH APPROVED 
SPECIES. 

Bund established during September 2018. 

Half of the eroded area successfully re-topsoiled during September 2018. 

Further topsoil emplacement, scouring with excavator bucket teeth and shrub plantings 
expected in November 2018 and December 20181st Quarter 2019. 

PZE8 Level Pad Landform finished except bund described in PZE7.  Seeded in November 
2017 and Hydromulched in January 2018. 

Bund to be constructed to stop water flowing to batter in PZE7 below.  Area 
to be planted with shrubs selected by Mark Free. 

Bund established during September 2018. 

Minor additional grassing to be undertaken at edges where new bund erected. 

Timing of shrub plantings not yet determined. 

PZE9 Batter below access trail to settlement 
areas.  Comprises Area 5a in the 
Rehabilitation Works Plans and 
Specifications 

Hydromulched in January 2018 with very limited success.  Scattered shrubs 
developed in clusters. 

Rehabilitation Works Plans and Specifications requires the following action: 

WHERE VEGETATION HAS NOT ESTABLISHED AND WHERE SURFACE 
RILLS HAVE FORMED REPROFILE WITH TOOTHED EXCAVATOR 
BUCKET {ACCESS FROM ROADWAY ABOVE OR ON SLOPE WHERE 
POSSIBLE).  APPLY TOPSOIL THEN PROVIDE SHORT TERM COVER 
CROP. FINAL REHABILITATION BY PLANTING WITH APPROVED 
SPECIES. 

Trial emplacement of seeded topsoil from road above undertaken during September 
2018 which appears to have been successful. 

Trial hydromulch to be undertaken in October 2018 or NovemberDecember 2018 with 
shrub plantings to follow. 

Further seeded topsoil to be emplaced where required by December 2018, followed by 
hydromulching and shrub planting. 

Timing of shrub plantings not yet determined. 

PZE10 Site of concrete pipe drain from above.   Highly eroded and disturbed area. 

Rehabilitation of highly eroded batter and new drain to be installed, and then 
hydromulched and revegetated. 

Area filled with fill sand and seeded topsoil during September 2018. 

Concrete canvas drain installed to take discharge from concrete pipe in September 
2018. 

Performance observed during recent rainfall and observed to perform well, future 
erosion eliminated. 

Area to be hydromulched in October 2018 or NovemberDecember 2018 and planted 
with shrubs selected by Mark Free.  Planting expected to be completed by December 
2018. 

PZE11 Batter area.  Comprises Area 4 in the 
Rehabilitation Works Plans and 
Specifications 

Partially completed batter, awaiting further fill material and topsoil. 

Rehabilitation Works Plans and Specifications requires the following action: 

EXTEND BATIER WEST AND SOUTH TO PROVIDE MAXIMUM 50% 
BATTER SLOPES DOWN FROM ROAD. BATTER TO BE TRACK ROLLED, 

Further fill emplacement undertaken and seeded topsoil spread during September 2018. 

Now being monitored for drainage performance and erosion. 

Area to be planted with shrubs selected by Mark Free. 
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Zone Description Status Activity in September October 2018 and Future Plans 

TOPSOILED THEN REVEGETATED WITH SHORT TERM COVER CROP. 
FINAL REHABILITATION BY PLANTING WITH APPROVED SPECIES. 

Timing of shrub plantings not yet determined. 

PZE12 South East facing batter Landforming works complete and finished with seeded topsoil.  Grass has 
germinated and beginning to establish. 

Now being monitored for drainage performance and erosion. 

Area to be planted with shrubs selected by Mark Free. 

Timing of shrub plantings not yet determined. 

PZE13 Settlement area Boggy and very wet flat area.  Sedge grass and other suitable species have 
been established and are being monitored. 

Planting of shrubs considered difficult if not impossible due to dangerous 
ground conditions meaning access for planting is unsafe. 

Drainage boxes were altered during September 2018 in an attempt to lower the water 
level within the settlement area to see if water can be better drained to improve access 
conditions.  Subject to ongoing monitoring. 

Planting at the very south end (where the ground level is higher is considered possible. 

Trial plantings to be conducted in Novemberearly 20198. 

PZE14 Upper reaches of Sediment Pond No 1 Comprises plume from settlement area PZE13 and runoff from road.  
Grasses slowly establishing themselves and small shrubs and sedge clumps 
establishing. 

Area to be planted with grasses and shrubs selected by Mark Free. 

Road to be stabilised with road fill and possibly some drainage works to prevent further 
eroded runoff. 

Timing of shrub plantings not yet determined.  Timing will depend on whether more 
radical earthworks are required to drain the settlement area PZE13 which might involve 
excavation of drainage lines in PZE14. 

PZE15 East facing batter  Comprises Area 3 in the 
Rehabilitation Works Plans and 
Specifications 

Batter was landformed and topsoiled with seeded topsoil in late 2017.  Small 
patches of un-topsoiled area remain where no vegetation exists, although 
these are not eroding.  Shrubs have established well at the boundary with 
Sediment Pond No 1. 

Bare patches to be ripped, topsoiled and hydromulched. 

Area to be planted with shrubs selected by Mark Free. 

Rehabilitation Works Plans and Specifications requires the following action: 

ESTABLISHMENT OF VEGETATION TO BE MONITORED. WHERE 
VEGETATION ESTABLISHMENT IS INADEQUATE FURTHER SEEDING, 
HYDROMULCHING OR PLANTING TO BE UNDERTAKEN. WHERE 
SIGNIFICANT EROSION OCCURS (RILLS> 300 MM) FURTHER 
TOPSOILING, REPROFILING OR RIPPING WITH ADDITIONAL 
REVEGETATION WORKS TO ACHIEVE LONG TERM STABLE AND 
VEGETATED BATTER. 

Timing of topsoil, hydromulch and shrub plantings not yet determined, likely to be early 
2019. 

PZE16 Flat pad former stockpile area Stockpiles have all been removed during August 2018 and September 2018 
except for topsoil awaiting emplacement in areas PZE7 through PZE12 
inclusive. 

Being monitored for erosion, at present no material erosion evident. 

Identified as one of the final areas to be topsoiled and planted, due to its suitability for, 
and use for, access, equipment parking and stockpile location.  Expected to be ripped, 
topsoiled, seeded and planted in 2nd Quarter 2019. 

PZE17 Existing topsoil stockpile Stockpile remains and occasionally is accessed to remove and screen topsoil 
for use in rehabilitation. 

Screening plant has been removed to Westside stockpile area. 

Identified as one of the final areas to be rehabilitated and planted.  Topsoil stockpile to 
be removed in 1st Quarter 2019, then the site will be topsoiled, seeded and planted in 2nd 
Quarter 2019. 

“Stony Hillside”  Area identified as “stony hillside” in Mark 
Free monitoring report August 2018. 

Not shown in the plan above. 

Mark Free Report identifies “Plantings on the stony hillside continue to 
develop slowly and there is some leaf litter buildup. Although there is little 
natural recruitment in these difficult conditions, a number of planted trees are 
very well established with Blackbutt, Turpentine, Coast banksia and 
Blackwood wattle forming an open canopy. Conditions will improve as leaf 
litter and organic material continues to build up. 

It has been decided to intervene to rehabilitate this area more quickly, and to 
introduce some topsoil, mulch and plant suitable species to complete the 
rehabilitation of area RE1 as identified in Mark Free’s reports. 

This work is expected to be undertaken by December 2018. 

Work will be undertaken in a manner that preserves access to the spillway for 
inspection, water sampling and maintenance. 
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Annexure B Westside Sectors 
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Westside Rehabilitation Zones 

Zone Description Status Future Plans 

PZW1 Northern batter of western top pad Well vegetated and not requiring further work.  To be monitored Nil 

PZW2 Western top pad Topsoiled and hydromulched in January 2018.  Contains topsoil store. Topsoil store required to be removed.  Shrub planting expected in 2nd Quarter of 2019 

PZW3 South facing batter in lowland rainforest 
rehabilitation area.  Contains Areas 6 and 7 
in Rehabilitation Works Plans and 
Specifications 

Topsoiled and successfully hydromulched in January 2018. Drain rehabilitation work required in 1st Quarter 2019 after inspection by Martens & 
Associates.  Shrub planting expected in 2nd Quarter of 2019 

PZW4 Upper south facing batter in blackbutt 
rehabilitation area.  Contains Areas 9, 10 
and part 11 in Rehabilitation Works Plans 
and Specifications 

Topsoiled and successfully hydromulched in January 2018. Drain rehabilitation work required in 1st Quarter 2019 after inspection by Martens & 
Associates.  Shrub planting expected in 2nd Quarter of 2019 

PZW5 Upper south east facing batter and flat area 
in above Area W3 

Hydromulched in January 2018.  Grass establishment patchy. To be reviewed for further topsoil application and hydromulching.  Drain works on 
eastern side of access road work required in 1st Quarter 2019 after inspection by 
Martens & Associates.  Shrub planting expected in 2nd Quarter of 2019 

PZW6 Lower south facing batter Topsoiled and successfully hydromulched in January 2018. Drain rehabilitation work required in 1st Quarter 2019 after inspection by Martens & 
Associates.  Shrub planting expected in 2nd Quarter of 2019 

PZW7 Lower south east facing batter and drain 
location.  Contains part Area 11 in 
Rehabilitation Works Plans and 
Specifications 

Hydromulched in January 2018.  Grass establishment patchy.  Drain 
rehabilitation works undertaken in September 2018 

To be reviewed for further topsoil application and hydromulching.  Drain works on 
western side of access road required in 1st Quarter 2019 after inspection by Martens & 
Associates.  Shrub planting expected in 2nd Quarter of 2019 

PZW8 Flat area in lowland rainforest rehabilitation 
area 

Grassed previously and well established Shrub planting expected in 2nd Quarter of 2019 

PZW9 Upper wetland area Initial establishment of wetland form undertaken in September 2018 and 
October 2018. 

To be reviewed after inspection by Martens & Associates.  Final drain rehabilitation and 
wetland changing and releases systems to be reviewed and implemented.  Shrub 
planting and wetland planting expected in 2nd Quarter of 2019 

PZW10 Flatlands and Central Dam bypass batter Being used for storage and drying of Central Dam desilting materials. Materials to be removed in November 2018 or December 2018, topsoil added and 
grassed/hydromulched.  Shrub planting and wetland planting expected in 2nd Quarter of 
2019 

PZW11 North west sloping batter Landformed and topsoiled in September 2018. Shrub planting expected in 2nd Quarter of 2019 

PZW12 Former cut off drain area Vegetation well established except in former cut off drain.   To be reviewed after inspection by Martens & Associates. Likely that former cut of drain 
to be reprofiled and vegetated and eroded areas upstream of Lilypond will be 
rehabilitated and vegetated. 

PZW13 Lilypond batter area Landform finalised Shrub planting expected in 1st Quarter of 2019 

PZW14 Lilypond pad west of bund Landform finalised Topsoil application and shrub planting expected in 1st Quarter of 2019 

PZW15 Lilypond pad east of bund Landform finalised Topsoil application and shrub planting expected in 1st Quarter of 2019.  Possible removal 
or relocation of bund to be undertaken subject to advice from Martens & Associates 

PZW16 Lower wetland.. Contains Area 14 in 
Rehabilitation Works Plans and 
Specifications 

Current location of topsoil store Topsoil to be removed and used, likely on PZW15 and wetland to be formed in 1st 
Quarter of 2019 and planted in 2nd Quarter 2019. 

PZW17 Flat pad west of Process Pond Landform finalised.  Previously grassed Shrub planting expected in 1st Quarter of 2019 
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Zone Description Status Future Plans 

PZW18 Flat pad west of Central Dam.  Contains 
Area 13 in Rehabilitation Works Plans and 
Specifications 

Landform finalised.  Previously grassed Shrub planting expected in 1st Quarter of 2019 

PZW19 North facing batter and dam bank south of 
Central Dam 

Landformed in September 2018 and topsoiled in October 2018. To be monitored to establish if hydromulching required.  Shrub planting expected in 1st 
Quarter of 2019 

PZW20 South bank of Central Dam.  Contains Area 
12 in Rehabilitation Works Plans and 
Specifications 

Landformed in September 2018 and topsoiled in October 2018. To be monitored to establish if hydromulching required.  Shrub planting expected in 1st 
Quarter of 2019 

PZW21 Westside fill emplacement area Landforming continuing.  Currently occupied by partially complete fill and fill 
and topsoil stockpiles.  Water diversion bund established in October 2018. 

Fill work to continue until March 2019, when final landform established, topsoil and 
drainage works to be established and hydromulching undertaken.  Shrub planting to be 
carried out in 2nd Quarter of 2019 

PZW22 Blue level pad Landform finalised, currently occupied by fill and roadbase stockpiles Fill to be relocated to PXW21 and PZW23 and roadbase used on roads throughout BHQ 
by March 2019.  Topsoil and hydromulch to be applied in March 2019.  Shrub planting to 
be carried out in 2nd Quarter of 2019 

PZW23 Blue level batter Landform largely finalised.  Hydromulched in January 2018 but only upper 
areas were successfully grassed. 

Lower areas may be re-landformed to reduce batter.  Topsoil and hydromulch to be 
applied in March 2019.  Shrub planting to be carried out in 2nd Quarter of 2019 

PZW24 Upper level pad Landform largely finalised.  Hydromulched in January 2018.  Patchy results 
due to impact of ongoing earthworks in PXW 21.  Bund and minor temporary 
drainage works established in March 2018 and have been adjusted 
occasionally. 

Final landform and further topsoil as required will be emplaced in March 2019 and bund 
and drainage works finalised.  Shrub planting to be carried out in 2nd Quarter of 2019 

PZW25 Vegetation areas east of upper road Landform finalised.  Previously grassed Shrub planting expected in December 2018 or 1st Quarter of 2019.  Possible road base 
application to road. 

PZW26 Vegetation areas south of upper road Landform finalised.  Previously grassed Shrub planting expected in December 2018 or 1st Quarter of 2019.  Possible road base 
application to road and upgrade of drain to south of road. 
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Annexure C Plant Species 
 

BHQ species list for rehab areas 
 
Small trees 
Hovea 
Hopbush 
BB Ash 
Duboisia 
Bleeding Heart 
Acacia –Longissima, , Aulacocarpa, Longifolia, Ulicifolia, Suaveolens 
Satinash 
Sweet Pitto 
Macaranga 
Hibiscus 
Callicoma 
Mock Olive 
Wallum Banksia 
Clarodendron 
Rose Myrtle 
Muttonwood (myrsine howittiana) 
Lilliy Pilly 
Blue Lilly Pilly 
Brown Kurrajong 
Native Peach 
Breynia 
Ck Sp Fig 
Red Kamala 
Tea Tree – Leptospermum polygalifolium 
Bangalow Palm 
Cabbage Palm 
 
Meduim size trees 
Brown Bolly Gum  
Scentless Rosewood 
Tuckeroo 
Celerywood 
Guioa 
Coastal Banksia 
Forest Oak – Allocas torulosa 
Acacia – Melanoxylon, Disparrima 
Cheese Tree 
Umbrella cheese 
 
Larger Rainforest 
Pink Euodia 
Hard Q 
Foam Bark 
Red Ash 
Cudgerie 
Ribbonwood 
White Cedar 
Hoop Pine 
Bennetts Ash 
Brown Bollygum 
  
Larger Dry Sclero 
Blackbutt 
Red Bloodwood 
Turpentine 
Brushbox 
Coastal Cypress 
Red Mahogany 
 
Waterlogged Areas 
Melaleuca Quin 
Callistemon salignis 
Weeping LP 
Swamp Mahog 
Callicoma 
Pink Euodia 
Swamp Oak 
Cheese tree 
Umbrella cheese 
BB Ash 
Silky Oak 
Swampbox 
 
Ground covers 
Lomandra – Hystix, Longifolia 
Dianella congesta 
Carex Appressa 
Gahnia – Clarkei, Siberiana 
 
Other 
Midgenberry 
Ziera 
Grass Tree 
Vines – Kennedia rubicunda, Twining Guinea Flower, Wonga Vine 


