
Wide Format Imaging SolutionsWide Format Imaging Solutions

DCC Media Central

Description

Features and
Applications

Properties

Storage

Sizes

Price

sales@dccltd.ca   1.800.567.3222   www.dccltd.ca 96

A 19 mil bright white canvas composed of 35% cotton and 65% polyester with a 2 x1 weave giving it 
a uniform low glare finish. Can be stretched without cracking. Very good light stability and long lasting

•	 Indoor signage, posters and backdrops
•	 Fine Art
•	 Can be stretched without cracking
•	 Abrasion resistant surface

•	 No lamination required
•	 Brilliant long lasting colour

Surface: Satin

Weight:	380 gsm

Gauge:	19 mil

Whiteness: 81

Opacity: 92

pH: Neutral

Acid Free: yes

Flammability: 1 - non spontaneously combustable

		

Temperature Range: 72°- 85°F

Relative Humidity: 35%-65%

Repack Open Rolls: Open and allow material to adapt to room temperature for 24hrs. prior to use.

Width: 30”, 44”, 54”, 60", 64", 72”

Length: 75’

Core Diameter: 3”

$2.16 per square foot (approx)
Roll Cost = (width ÷ 12) x length x price per sq.ft.

Ink Compatibility:
 
Compatible printers using Solvent, Eco-Sol-
vent, Curable UV and Latex. 

SDC 900: Poly Cotton Satin Canvas


