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The following list of tasks is required before a spar can be un-stepped.  You can save 
several hours of labor charges by completing the list yourself.  Conversely this holds true 
when the spar is re-stepped. 
 

1. Preferably on a dry day, remove, fold and stow all sails. 
 
2. Disconnect all that apply: main sheet, jack system, boom vang.   

 
3. Remove and stow the boom. 
 
4. Open the access to the mast step. 
 
5. Clearly label and disconnect spar related electrical. 
 
6. Straighten and remove cotter pins from turnbuckle screws. 

 
7. Straighten but do not remove the cotter pins from the turnbuckle clevis 

pins. 
 
8. Mark the turnbuckle threads in their current position. 

Do this by placing a wrap of electrical tape around the screw threads of the 
turnbuckle above and below the body.  This allows loosening of the turnbuckle 
while leaving the thread position marked. 

 
9. Ensure that all turnbuckles will turn.  Apply a few drops of Kroil if 

necessary.  Leave turnbuckles in their current position. 
 
10. Remove any tape or mast boot on deck.  Remove any trim rings 

surrounding mast inside cabin.  Loosen but do not remove mast wedges. 
 

11. Move your vessel to the work float and have it ready for un-stepping at 
least 30 minutes prior to the scheduled crane time. 


