SCHEDA TECNICA RIEPILOGATIVA / SUMMARY TECHNICAL DATA SHEET

FIOCCOTEX PP/CE/

Caratteristiche meccaniche / Mechanical characteristics

polipropilene / polypropylene

Peso
g/mq

tolleranza

Spessore
2 kPa

tolleranza

Resistenza
atrazione
longitudinale

tolleranza

Resistenza
atrazione
trasversale

tolleranza

Allungamento
a rottura
medio

tolleranza

Punzonamento|
statico
(CBRtest)

tolleranza

Punzonamento
dinamico
(Cone drop)

tolleranza

Weight
g/mq

tolerance

Thickness
2 kPa

tolerance

Tensile
strength

longitudinal
machine direction

tolerance

Tensile
strength
cross machine
direction

tolerance

Stretching on
breaking point
average

tolerance

Static
punch
(CBRtest)

tolerance

Dynamic punch
(Cone drop)

tolerance

EN 9864

mm

EN 10319

kN/m

EN 10319

kN/m

EN 10319

%

EN 10319

N
EN ISO

mm

12236
1300

1650

2600
3300
3700
5300
6000

+5
+5
+5
ts
t5
t5
+5

ts5
ts
t5
+5
+5
t5
+5

+07
+1,0
+1,0
+20
+2,0
+3,0
+3,0

120
150
200
250
300
400
500

1,2

1,5
2,0
2,5
3,0
4,0
50

7,5
10
14
19

22
29
34

7,5
10
14
19

22
29

39

+07
+1,0
+1,0
+2,0
+2,0
+3,0
+3,0

70
70
70
70

70
65

70

23
20

16
13

Caratteristiche idrauliche / Hydraulic characteristics

Capacita
drenante
20kPa

Capacita
drenante
100kPa

Capacita
drenante
200kPa

Permeabilita
normale
al piano

Peso
g/mq

Porometria | tolleranza tolleranza tolleranza tolleranza tolleranza

Normal
water-proof
at level

Drainage
capacity
20kPa

m2/s

EN ISO
12958

1,50 x10°®
2,0x10%®

Drainage
capacity
100kPa

m2/s

EN ISO
12958

4,0xI1077
6,5x1077

Drainage
capacity
200kPa

m2/s

EN ISO
12958

2,0 x10°7
40x107

Weight
g/mq

Opening size
characteristics

tolerance tolerance tolerance tolerance tolerance

m/s

EN ISO
11058

0,118
0,115

micron

EN ISO
12956

100
100

EN 9864

120 + 0,035 +05xI07° +1,2x107 +1,0x 10"

+ 0,034

150 +1,0x10™° +19x10”7

200

+1,2x10°

3,0x10° |+ 1,0x10°[ [0x10® [£30x107[ 65xI107 | +19x10°"

1,2 x107®

80
80

0,085
0,070

+ 0,025

250 + 0,021 32x10° |+ 1,0x10° +36x107| 80x107 |+24x10"

80 0060 |+ 0018 32x10°|+10x10°| 12x107° [£36x107 +24x10 "

80
80

300 8,0 x10”
1,0x10 "¢

2,8x10"°

0,040 2,0x10™

0,030

+1,4%x10° +60 x107

+2,7x 10

48x10°®
9,0x10 "

+ 0012
+ 0,009

400 +30x 10~

500

35x10° [£1,0x10-¢ +84x10 7

POLIPROPILENE

Il polipropilene particolarmente indicato in caso di protezione
di guaine in discariche dove sono presenti sia acidi che alcali.
Getti di calcestruzzo a fresco direttamente sul geotessuto.
Tendenzialmente il polipropilene ha superiori caratteristiche
meccaniche rispetto al poliestere a parita di grammatura.

Peso specifico

- - 0,91 g/ cm3
Specific weight

Punto di
Rammollimento

Softening point

POLYPROPYLENE

The polypropylene is particularly indicated to protect the sheaths
from the garbage dumps which contain acids and alkalis.
Fresh concrete jets directly on the geo-textile.

Furthermore, the polypropylene has got better mechanical
characteristics compared with the polyester at the same weight.

Punto di fusione
Melting point




