
PRODUCT SPECIFICATIONS
SUMMER PREMIUM

GENERAL DETAILS

APPLICATION

WARRANTY

COLOUR

INFILL

Premium Landscape

10 Year limited warranty as per our Terms & Conditions

Emerald and olive green straight fibres with yellow & green curly fibres

Fine washed, kiln dried and graded silica sand - 6-10kgs per m2

BACKING SPECIFICATIONS

PRIMARY BACKING

SECONDARY BACKING

PERFORATED

100% woven polypropylene, U.V protected 250g/m2(single PP)

Black Latex

Drainage hole every 100mm

ROLL SIZES

WIDTH

LENGTH

2m and 4m

20m ( or cut to size)

PRODUCT WEIGHT

YARN WEIGHT

SECONDARY COATING WEIGHT

PERFORATED

2002g/m2

1100g/m2

3302g/m2

YARN SPECIFICATIONS

YARN TYPE

UV STABILISATION

DANGEROUS MATERIALS

PILE HEIGHT

Polyethylene + polypropylene

UV protected to meet the highest standards in the world. 
Independently tested 4- 5 grey scale.

Heavy metal and lead free. SGS tested to meet strict standards

40mm

MACHINE GAUGE

STITCH RATE PER METRE

NUMBER OF PILE PER SQM

9.525mm

170

17850


